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LIQUID SURFACE LEVITATION HOLOGRAPHY
PART 1 - THEORETICAL ANALYSIS

1. INTRODUCTION

Acoustic holography is an area of active research which finds application in such varied
fields as imaging of organs of the human body and nondestructive testing. There are several
methods of recording the acoustic image by holographic means; one of the more promising is to
use the surface of a liquid as the recording medium. This method has the advantage of record-
ing the entire field of view of the system and displaying the image in visual form in real time.

Liquid surface acoustic holography has been analyzed by a number of authors. Probably
the most thorough analyses to date have been by Pille [11 and by Pille and Hildebrand [2]. A
comprehensive treatment of the subject is given by Brenden [3]. The present work is a
rigorous analysis of a typical liquid surface holography system and is a natural extension of the
work of Pille and Hildebrand. It will for continuity repeat some of their major results, and it
will also consider some interesting effects which have not been treated elsewhere.

The system to be analyzed is shown in Fig. 1. The object to be imaged is immersed in an
acoustic fluid (usually water) contained in a large tank called the object tank. The object is
insonified by a transducer, and the sound transmitted through the object is imaged by an acous-
tic lens system onto the surface of a smaller tank called a minitank that contains an imaging
fluid. The imaging fluid is usually other than water. A second (reference) transducer emits an
acoustic wave which enters the small tank and forms an interference pattern with the focused
acoustic image at the liquid surface. The interference pattern levitates the liquid surface.

The surface is in effect a phase hologram, which is reconstructed with laser light. The
light reflected from the surface is phase modulated due to the levitation and passes through an
optical system consisting of lenses and a spatial filter. The optical system focuses the recon-
structed image onto a ground-glass viewing screen.

The system consists of five subsystems and processes:

The acoustic lens system,

The minitank,

The interference of the acoustic image with the acoustic reference beam,

The response of the liquid surface,

The optical system.

Manuscript submitted February 22, 1979.
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Fig. I - A typical system for liquid
surface acoustic holography

OBJECT ACOUSTIC LENSES REFERENCE
TRANSDUCER TRANSDUCER

Following this introductory section are
subsystems. The transfer function for
necessary for good imagery.

five main sections, each devoted to one of these five
each subsystem is derived, along with the conditions

In the first main section (section 2) the input to the acoustic lens system is the distribu-
tion of acoustic sources which represents the object being imaged. The output is the velocity

potential in the acoustic image at the liquid surface of the minitank. This ignores internal
reflections in the minitank and the mechanical properties of the thin membrane which is at the
bottom of the minitank and separates the two fluids. The transfer function does account for
defocusing.

In section 3 the input is the velocity potential in the focused acoustic image. The output

is the corresponding acoustic particle velocity at the liquid surface of the minitank. Now multi-
ple internal reflections in the minitank as well as the effect of the membrane are taken into
account.

In section 4 the interference generated by the reference transducer and the focused image
is considered. The interference upshifts the spatial frequencies in the velocity field associated
with the acoustic image and acts as a driving pressure to levitate the liquid surface.

The interference pattern arises because of the momentum flux per unit area, which is a
nonlinear effect. Accordingly section 5 begins with a brief review of some aspects of nonlinear
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acoustics. It is the vertical component of the steady momentum flux per unit area, called the
radiation pressure, which acts as a driving pressure for the levitation of the surface. The
transfer function for the liquid surface is derived, with the input being a pulse of radiation pres-
sure and the output being the levitation of the liquid surface.

The transfer function is time dependent. After the pulse of radiation pressure excites the
surface, there is a time t, when the transfer function is constant over the bandwidth of spatial
frequencies associated with the focused image. The laser samples the liquid surface at this
time. Because the imaging fluid has viscosity, the levitation caused by the interference of the
acoustic image and reference beam decays. When the levitation has become small, another
pulse of radiation pressure excites the surface, and after another delay of duration t' the laser
again samples the surface. This process is repeated rapidly enough to form a flicker-free optical
reconstruction.

The reflected laser light is shown to consist of a multiplicity of beams (diffracted orders).
The purpose of the optical train is to spatially filter the reflected light and thus extract the beam
carrying information about the acoustic image and to focus this beam into an image suitable for
observation by eye.

In section 6 the transfer function for the optical reconstruction is derived. The input is
the height of the liquid surface, and the output is the optical disturbance.

The transfer functions for the various subsystems have been derived in Refs. 1 and 2. To
maintain continuity, it is necessary to repeat some of the results of--these previous analyses.
The present work also considers the following topics, which have not been treated elsewhere in
any detail:

* Defocusing and depth of field of the acoustic lens system are considered, accounting
for difference in the minitank and object-tank fluids. It is found that the depth of field is typi-
cally a few acoustic wavelengths. The criterion for negligible defocusing is derived.

* The effects of the mechanical properties of the thin membrane separating the minitank
from the object tank are considered. Three major effects are of interest here:

- The first is the effect of the membrane on the transmission and reflection coefficients
appropriate to the interface between the imaging and object-tank fluids. These
coefficients are used in calculating the transfer function for the minitank. For certain
ratios of minitank depth to acoustic wavelength constructive (and destructive) interfer-
ence can occur due to multiple internal reflections. This causes loss of fidelity in
recording the acoustic image. Such interference is enhanced by the presence of the
membrane. Furthermore the use of identical imaging and object-tank fluids causes the
interference to become even more pronounced when the effect of the membrane is
significant.

- The second interesting effect of the membrane is the possibility of coupling of its oscil-
lation with those of the liquid surface. Previous investigations [1,2], have been based
on the assumption of a rigid membrane; this is shown to be valid only when this cou-
pling effect is negligible.
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- The third effect is degradation of the focused image by membrane displacement. For
typical minitank and object-tank fluids the membrane must not be displaced more than
a fraction of an acoustic wavelength; otherwise the acoustic image can be distorted.
This limitation on membrance displacement places an upper bound on the intensity in
the acoustic field, calculated here for a typical system.

* The equations governing the motion of the fluids and the liquid surface are rigorously
derived here from mass and momentum conservation. In general the equations are nonlinear.
In order that the liquid surface faithfully record the acoustic image, the equation of motion of
the surface must be linearized. This places another upper bound on permissible acoustic inten-
sity, which also is calculated.

* Another consequence of the nonlinearity of the mass and momentum conservation
equations is the possibility of coupling between the acoustic field and the field generated by
motion of the surface. Such a coupling would seriously impair the fidelity of the recording pro-
cess. It is shown that this coupling is negligible.

* The interference between the focused acoustic image and the reference beam produces
a levitation of the surface containing information about the acoustic object; this levitation hi can
be considered "signal". There is an additional low-spatial-frequency "bulge" hb, which can be
thought of as "noise", since it causes an additional phase shift in the reflected light unrelated to
the acoustic image. It is shown that for typical system parameters the bulge will reach a
steady-state value, unlike the information-bearing levitation. This is unfortunate, since there is
no time when the surface can be sampled to avoid the distortion caused by the bulge.

* The question of maximizing the "signal-to-noise" ratio hi/1b is also considered. In a
typical imaging situation the ratio reaches a maximum when the velocity potential in the
focused image equals that in the reference beam. For typical system parameters the ratio is of
the order of 10-1.

* The possibility of using several reflected orders of laser light to image phase objects is
also explored. Since the optical reconstruction is viewed by eye (an intensity detector), phase
objects will be invisible when only one order of reflected light is used in the optical reconstruc-
tion. However, by using two or more orders and allowing them to interfere, a fringe pattern is
produced with phase shifts corresponding to the outline of the phase object.

2. ACOUSTIC LENS SYSTEM

2.1 Formation of an Acoustic Image

Consider the formation of an acoustic image by the acoustic lens system shown in Fig. 1.
The acoustic energy from the object transducer passes into the object to be imaged and is
diffracted, internally reflected, and attenuated. This distorted sound field emerges from the
object and propagates through the acoustic lens system, which focuses it on the surface of the
minitank.

Consider the situation shown in Fig. 2, where an object is placed in the z' = 0 plane and
insonified by the object transducer. In the volume V, enclosed by the surface o- in the figure,
the velocity potential is [4]
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Yo

Oinc e0 - V

is ~//
Fig. 2 - Quantities used in calculating the acoustic field due to

the presence of any acoustic object S.

4g¢(r) = Js (a a J r r On j daI . (1)

The integration is performed over the surface (T. The quantity r is the magnitude of r, a vector
from a point in V to the surface a-, n is the unit normal vector pointing into V, and n = In I. A
time factor e "a' has been suppressed, where Woa is the transducer frequency (with the sub-
script a indicating an acoustic quantity). The wavenumber k is given by oa/C, with C the
sound speed in the object-tank fluid.

The assumptions inherent in (1) are:

* The fluid is inviscid and compressible;

* Body forces (such as gravity) are negligible within the fluid;

* The sound field sets up small perturbations about the equilibrium state of the fluid;

* There are no reflections; the fluid is assumed to be infinite in extent;

* The fluid flow is irrotational; that is, v, = V¢0 , where v, is the particle velocity.

It can be shown that the integral over the hemispherical surface in Fig. 2 vanishes for
large R. Assume that the object is placed in the near field of the transducer and that the trans-
ducer emits a beam of radius rb. Then the region in the z' = 0 plane outside a circle of radius
rb does not contribute to the surface integration; only the insonified region contributes to the
integral in (1).

As an approximate boundary condition let + 0 (o-, t) = S0 (o-)Oik,(o-, t) and o,/an =

S (aoqin,1/n), where S, is the object transmission function and kin is the velocity potential in
the incident beam. S, accounts for any changes in amplitude and phase due to internal flaws,
voids, changes in acoustic path lengths, etc. in the object.
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Let r be much greater than Xa the acoustic wavelength. Then in (1),

a | elkr I k r ekr (2a)
On r a n r

Furthermore, for an incident plane wave of the form oin, = A (x, y) eikz eCat,

an"O- - ik az S.(.-) 0inc(0-)- (2b)
On On

Using these results in (1) gives

00 ikf S , (O-) kinc(a-, t) a r _ az | eikr d.3
On an J47r (3

This shows that the field transmitted by the object is a superposition of secondary sources of
strength SO oinc, with directivity pattern arlan - zlan, distributed over that part of the object
surface insonified by the incident beam.

Equation (3) is difficult to deal with in the most general case, so the following
simplifications are made. First the object is assumed planar, so that az/an = 1. Then attention
is restricted to the field at points lying near the z' axis, so that ar/On -1. This reduces (3) to

00 = A 0o- , eiA'T t) do-, (4)
a r

where the source strength is i0.

The sound field represented by (4) propagates from left to right through the acoustic lens
system shown in Fig. 3. The lenses LI and L2 are placed a distance f1 + f 2 apart, where ft is
the focal length of LI, and f2 is the focal length of L2. For simplicity two-dimensional propa-
gation will be considered; that is, the object is assumed to lie in the y, plane, and LI and L2 are
cylindrical lenses. Generalizing to three dimensions would increase the complexity of calcula-
tions and add no physical insight.

YO Yi Y2 Y3 Y4

EXTREME
RAY a

SOURCE L, L,

D, . f, . f2 *1-~ D2 -*

f ,
(1 - D,/f,)

Fig. 3- Acoustic lens system
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For two-dimensional propagation, integrating (4) in the x direction (out of the plane of
the paper in Fig. 2) gives [41

0" z) e -7Ti/4 0(y0 eikrdy,
'k0(v, z ) e - r >> Xa. (5)

Assume that the sound field emerges from the object in the z' = 0 plane and denote the field
incident on LI by GO (y ). Equation (5) can be used to compute ¢o-(yr); the source points now
lie on the yo plane (z' = 0), and the field points lie on the yi plane (z' = D1). The lens thick-
ness is assumed negligible here. Let both source and field points lie near the z' axis of the lens
system. Then

r = v D?' + (yo _ y )2 DI + (yo -yl) 2 /2D,, (6)

since higher order terms in (yo - yl) 2/2D1 are negligible. The cylindrical wave eikr/,Ifr is
approximated by

eikr e I ik(y 0-yl) 2 /2D(

which is a two-dimensional paraxial approximation [4]. Equation (5) becomes
ikD eikO)OYt)212D

0~v° (Y) 2A/a e f q4 (y 0 ) e dy, (8)

Using the symbol c for proprotionality and ED for spatial convolution,

S iky 2/2D
0 (y.) - qj 0 (,~~~~~) ED e ~(9)

Assume that lens LI is aberration free and multiplies f -(y1) by a quadratic phase factor

e 1; see for example Ref. 4. This represents a converging cylindrical wave which focuses
at a distance fi behind the lens. For a lens of width 2a, the sound field , O' (yt) emerging from
the lens is

w/+(yl) = Rect (yl/a) e-iI2) (10)

where Rect (ylla) is unity for [y1 < a and zero otherwise.

Equation (5) is now used to calculate the field in the Y2 plane, the back focal plane of L 1.
The source distribution is o+(y1 ), and the distance r between the source points. (in the yi
plane) and the field points (in the Y2 plane) is approximated by

r f, + (Y1 - Y2)2 /2fl. (11)

Then

Oo(Y2)= eY2 " eikft [4j+(yl) ( eiIYI2f1] (12)

or, by use of (9) and (10),

'ko(Y2) xe eik(Dt+fi) i G)/2f @ {Rect (yt/a) e' I [qi0 (yo) ) e (13)
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For a2 »>> 2DI/k it can be shown that

4¢o(Y2 K e(4i2l2fl) ( - Dt/fl) + %) ik(D1+f1) (14)

where (71) is the Fourier transform of if, (Y0 ) and q = yJXkfl. Typical values are DI = 14
cm, a = 8 cm, and k = 120 rad/cm; thus the inequality a2 >> 2D1/k is easily satisfied. The
proof of (14) is fairly straightforward and is carried out in the first section of Appendix A.

Suppose 4,0(y0) cc 8(y0 ); that is, the object is a line source at y0 = z' = 0. Then
iky 2 (l-D11f1)2

- 1 and (14) gives 4h,(y2) c e 2 1 '/2f1 This is the paraxial approximation for a
cylindrical wave which converges to a focus at a distance -fl/(l - D 1/f,) to the right of the Y2

plane if D,-> fl; if DI < fI, then the wave diverges from a (virtual) line source a distance
fll(l - D1/fl) to the left of the Y2 plane. This situation is illustrated in Fig. 3 for the case DI
< fl. If DI = fl, then the virtual source appears to be at z' = - -; that is, the lens converts
the cylindrical wave emitted by the line source into a plane wave.

Due to the finite size of the acoustic lenses, some of the sound field in the Y2 plane may
not pass through lens L2. In fact, Fig. 3 shows that if fl > DI, the extreme ray (which strikes
the rim of L2) passes through Y2 = a', where a' < a. Thus, in calculating the propagation of
the sound field from the Y2 plane to L2 , the Y2 integration extends from - a' < Y2 < a'.

Also note that typically the lens width 2a and the distances DI, fl, f2, and D2 are the
same order of magnitude. This implies that the paraxial approximation cannot be rigorously
used in this calculation. The theory of Fourier analysis indicates that if the object distribution

Op . extends only over a small region HJ < b, and b << a, then TO, (&j) will extend over a large
region of the Y2 plane. Since 4,, (X) does not necessarily lie close to the z' axis of the lens sys-
tem, the paraxial approximation is, strictly speaking, invalid when propagation from the Y2
plane to L2 is considered. This difficulty is avoided (at least mathematically) by assuming that
the acoustic lenses are corrected so that the result of the breakdown of the paraxial approxima-
tion (resulting in aberrations) is compensated for. This requires, for instance, that an incident
plane wave be diffracted by the lens into a cylindrical wave which focuses in the back focal
plane of the lens.

With this assumption about lens quality, the acoustic field incident on L2 is

tats(Y3) - eikf {e. 22fe 2 2 @ [Rect (y /a') fib YM)]) (15)

and the emergent field is just

4o(Y 3) = Rect (y3/a) &7-(y 3) e-ikY 32f2 (16)

The field in the Y4 plane is

Oo (y 4) - ek2 [e ik32Ds ff ( )]. (17)

As shown in detail in Appendix A, the operations indicated by the above are simplified by
assuming that a2 >> DJk and that

1/f1 + 1/f2 = Dt/f2 + DJfi, (18)

8
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which is the focusing condition for the lens system. Then, if L = D1 + fi + f2 + D2,

0o (Y4) - eikL(fl/f2) 4o f Yf | sinc |2X4J,|(19)

where sinc x _ (sin x)/x.

The relation (19) is a scaled, inverted image of the object distribution 4,, convolved with

sinc (27rya'/Aa)f9, the impulse response of the lens system. The impulse response is the out-
put of the lens system due to a line source at y, = z' = 0. The relation (19) holds only if the
distances DI and D2 are related through the focusing condition (18). The y, and y4 planes are
said to be conjugate planes; an object placed in one plane will be imaged in the other.

At this point it is necessary to use some geometrical acoustics to determine a'. For the
line source 4, = 8 (y,) in Fig. 3 the extreme ray intercepted by lens L2 (at y3 = a) passes

through Y2 = a', and a' < a for DI < fl. The extreme ray appears to come from a virtual
source a distance fi/ (1 - D1/fl) to the left of the Y2 plane. From similar triangles

a' a
fi ft + (1-DD/f ) f2 ' (20)

and using this equation in conjunction with the focusing condition leads to a'/f2 = a/D2 . If
DI > fl, then LI becomes the limiting aperture of the lens system, and a'/f 2 =

(a/D) (fl/f2). Hence the impulse response of the lens system is sinc (27Ty4 a/XaD2), which is
convolved with the (scaled) input 4,,:

0o (Y4) eikL (fV/f 2) 4, -Y4 fl J E sinc | 2ir y4 a (21)

The image will be demagnified if f2 < fl, which increases the acoustic intensity at the liquid
surface; the surface is assumed to be the y4 plane here. However, it will be seen that this is
obtained at the expense of increasing the range of spatial frequencies that must be faithfully
recorded by the surface.

When the convolution theorem of Fourier analysis is used, the field in the image plane
becomes

4, (Y4) o eikL J Rect I| ,, 7 f " J e2
".'-"y dr, (22)

with i)m = a'/Aaf 2. The Fourier transform of sinc (27ryqm) is Rect (71/Tim), as shown in, for
example, Ref. 4. The factor Rect (vi/bm) shows that only components in the spectrum of
4,,,(- f2rf 1f) having spatial frequencies Iq I < q mfl/f 2 will be passed by the lens system.

The field between L2 and the image plane can be represented as

< "(y, z') eikLf _ f2 j| Rect I 7q I e2
1ff"qy e

2 7itz e- at drq (23)

for z' = z + L. The time factor e- ."at has been restored here. This equation satisfies the wave
equation between the y3 and y4 planes, provided that

9
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2= 1/A2 _ 12 (24)

Furthermore (23) reduces to (22) on the image plane (y4 plane), where z = 0. Hence the field
to the right of L2 can be thought of as a superposition of plane waves which have the form
4, (- f2,fl) e qye7 traveling with direction cosines XBa relative to the z' axis. The factor
Rect (7/77m) shows that only those waves having a spatial frequency in the bandpass 1771 < 7m
will propagate through the lens system. In the Y4 plane these waves combine to produce the
acoustic image. Furthermore, if f2 < fl, then the bandwidth of the object distribution 4,,
increases by the factor f1/f2 .

If f1 < f2 , then the image is magnified in accordance with (21), and from (22) the spatial
frequency spectrum of 4,, decreases. However, the function Rect G1/"7m) remains the same,
showing that more components of the object spectrum are passed by the lens system. As the
lens system accepts more spatial frequencies in 4,,,(-f2 Ni/f), less degradation of the image
results.

Another method of increasing image quality is to increase 'vm, the cutoff of the lens sys-
tem in the spatial frequency domain. Suppose DI < fl; then m,, = a/XaD 2 . For a lens of
fixed diameter the cutoff can be increased by decreasing D2 (increasing DI) until D2 = f2.
The focusing condition (18) shows that if DI = fl, then D2 = f2 , so that all rays intercepted
by LI are captured by L2, and q,, = a/Xaf 2 . If D >Ž fl, then lens LI becomes the limiting
aperture of the lens system and '7m = afi/Xaf 2 DI; in this case, since fl < DI, 'tm has
decreased. Consequently the best image is obtained when the object is placed in the front focal
plane of L1.

Equation (22) shows that the focused image has spatial frequency components

Rect [-71 , A i-2T1| (25)

This is the output of the lens system in the spatial frequency domain, due to input 4O, (9), when
focusing condition (18) is satisfied. The transfer function, which relates kO(0) to O4('), is
given by the convolution

3 8k + A 7J

followed by multiplication by Rect ('r/'rm).

2.2 Depth of Focus of the Lens System

The acoustic lens system focuses the acoustic image on the air-imaging fluid interface
(Fig. 1). In general the imaging fluid will differ from the fluid in which the object is submerged
(object-tank fluid). The focusing condition (18) has been derived on the assumption that fluid
properties are the same between the y, plane and the Y4 plane (surface of the imaging fluid). It
is of interest to consider what, if any, corrections need to be made to (18) when the minitank
fluid is not the same as the object-tank fluid.

The velocity potential for the region between lens L2 and the bottom of the minitank can
be represented by (23), repeated here for convenience:

10
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A (y, z) eikL f | [2 7J Rect ,1 77 | e 2ire 27r'iz e- "at dq. (23)

If the imaging fluid and object-tank fluid are identical, then on the liquid surface of the mini-
tank, where z = 0, the above reduces to (20).

Let the imaging fluid have sound speed CU and wavelength XAU where the subscript u is
used because the minitank is the upper tank; then in the minitank

V 2 , = I 1 (26)

The velocity potential in the minitank becomes

&0a iL J _f 2 tR|Rett e21ri~d e27ri"(z+d) e27ri~ 'Coat dy (7

where

27 (S = 5((u /c,) 2
- (27r qri)2 = XU (28)

to satisfy the wave equation (26). 02 is the angle between the z axis and direction of propaga-
tion of the wave in the minitank, and d is the minitank depth. Evaluating (27) at z = 0 (the
liquid surface) gives

C, (y,4) -x eikLJ f 0 | ff2 D9 J Rect | 21 X | ei(u-4) de27riXY4 e- i~at dnl (29)

Comparing (29) with (23) shows that an additional phase factor having argument 27ri(4u - )d
has appeared. This occurs because the acoustic path lengths of the traveling waves in the
integrand have changed due to the difference in sound speed between the imaging and object-
tank fluids. The phase factor represents a defocusing effect.

If the depth of focus of the lens system is great enough, then this defocusing can be
ignored and the system is diffraction limited; that is, any image degradation is due to the fact
that only waves having spatial frequencies in the bandpass JqJ| < qrm are collected by the lens
system. To investigate this further, assume small angles of incidence. Then, from (24),

(2 ,:=1/k,- 2 72 A,, (30)

and similarly for (a. Here XI is the acoustic wavelength in the object-tank (lower-tank) fluid.
This allows (29) to be rewritten as

Oo (Y4) f 4,,, |j2 J Rect |1 J e-' i(XuX1)72de27ri7y4 e)at d-. (31)

Because the factor Rect (71/m) is present, the integration will extend only over the region LIn I
< q M. If 7rIU - X I1 2d << 1 in this region, then defocusing is negligible. Let the imaging
fluid be for example Freon E-5 and let water be the object-tank fluid; then Xu = 0.47X,. Furth-
ermore, let d - O(X1 ), and aID2 = 0.3, so that iT IXU - Xd'ri 0(1); the notation dM-
O(X I) means that d and XI are the same order of magnitude. For this case, the system is no
longer diffraction limited, and defocusing effects are important.

11
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To correct this situation, one possibility is to reposition the lenses; that is, to calculate the
correction to the focusing condition (18) necessary to cause the acoustic image to focus on the
liquid surface when XA • XI. However, a simple example suffices to show that for large
f-number lenses this is rather impractical.

Consider the situation in which the object to be imaged is a line source, so that ,, (y,) =
8 (y,,) and 4,,,G1) = 1. From (31),

0,(Y4) - sinc (21TY4n1m) ik y 2/24 (32)

where A = (XA - XA)d/XA and k, = 2ITr/X,; the inverse transform of e'( U I)d72 is
-1k y 2 /2A

e a4 The quadratic phase factor is the paraxial approximation for the field in the Y4 plane
due to a cylindrical wave which focuses at a line z = A, which is above the liquid surface. If
the previous criterion for negligible defocusing fir (XA-I )dqm, I1 1 is to be satisfied, then A
must satisfy

XI D22

< 1 | AD 2 (33)
lTrX, aJ

where it is assumed that DI < fl. Using the values that were given for XI, XU etc. shows that
in this instance A << 6XA. Hence for negligible defocusing the lenses must be repositioned so
that the defocusing error is reduced below approximately 6 acoustic wavelengths. As the lens
width 2a increases, the tolerable defocusing error decreases. The criterion (33) can be applied
to any focusing error, if A is interpreted as the distance from the plane of sharpest focus to the
liquid surface.

The focusing condition for the case XI • XA is

1 +± = Dl + D2- A (X/A,)
f, f2 f2 2 (4

Here the Y4 plane is required to be the liquid surface. To derive (34), recall that the line
source is imaged a distance A above the liquid surface; from geometry the distance D2 between
L2 and the liquid surface must be increased by A02 /01, where 01 is the angle of incidence of an
acoustic ray in the object tank and 02 the corresponding angle in the minitank. Use of Snell's
law

sin 01 = sin 02 (35)

XI X U

for small angles shows that D2 must increase by AX,/XI = d(1 - X,/X1).

2.3 Depth of Field of the Lens System

Rather than repositioning the lenses the object can be translated along the z axis
(scanned) until it is in the plane giving the sharpest image. To fully use the real-time imaging
capabilities of the system, it is desirable that the depth of field be large; this will avoid the need
for mechanical scanning devices.

To calculate the depth of field, assume that the object is slightly displaced from the y,
plane. The y, plane and the Y4 plane (the liquid surface) are now conjugate planes for XAU XI.

12
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That is, an object placed in one plane will be imaged in the other. The locations of these planes
are such that (34) is satisfied.

Suppose the object is again a line source and let it be displaced E units in a direction away
from LI. Then the lens system will form the image a distance E' below the liquid surface.
Here E' is calculated from

1 +1 DI + E + D'-E'(u/XA 1) (36)

fl f 2f
for D' = D 2 -d (I - XA /X1). This assumes that e' < d. Since D' and DI are such that the
focusing condition (34) is satisfied, (36) gives e' = e V21fl) 2 (XA/X)

The velocity potential in the y4 plane will be (for DI < fl)

kO(Y4) a:sinc | ya S 4 (ik3Y7)/2E'

which is a representation of the field due to a line source e' units below the liquid surface, con-
volved with the impulse response of the lens system. This can also be written as

0o (y 4 ) a I Rect (6/ m) e7TiXauE7 2e21risa4 dvi. (38)

If the principal image degradation is to be due to the finite size of the effective aperture of the
lens system, then the argument 7rXE'712 must be much less than 1 in the spatial frequency
bandpass JriI < 'rm' Using this criterion and assuming DI < fl, the displacement e of the
object from the y, plane must satisfy

<< I I 12 | D2 2 Xi (39)

As a typical example let fl/f2 = 1.4 and D21a = 3; then e << 6X1. Any object placed less
than 6 acoustic wavelengths from the y, plane will then be within the depth of field of the lens
system according to the criterion expressed by (39).

2.4 Transfer Function For the Lens System

For an object described by the distribution 4, (y,) of line sources the velocity potential in
the y4 plane will be

o(Y4) cce ku 4l (D sinc (27ryqm) EDip I° A I. ||0

This has the equivalent Fourier integral representation

o (Y4) c Ab LO er tt 21Rc 1|iX,,E712 e 27r "qy dq. (41)

Hence in the spatial frequency domain the transfer function which accounts for displacement of
iriXE,2 E V/l)X/

the object a distance e from the yo plane is e U , with e' = u(f.f1 )2 AJXu The total
transfer function for the cylindrical acoustic lens system is contained by the outer box in Fig. 4.

13
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0 .- _

Rect eiue 172

Fig. 4 - Transfer function for the acoustic lens system

3. EFFECT OF THE MINITANK

The preceding section considered the formation of the acoustic image on the liquid sur-
face of the minitank. It was shown that the acoustic image can be thought of as a superposition
of plane waves traveling at all spatial frequencies passed by the effective aperture of the acous-
tic lens system. The effect of the minitank on each of these plane waves will now be con-
sidered. It will be shown that multiple internal reflections can occur in the minitank. The
effect of the membrane which separates the object-tank fluid from the imaging fluid will also be
accounted for. In previous analyses [1,2]. it was assumed that the membrane is transparent to
ultrasound, and its presence was ignored. It will be shown here that in certain instances the
membrane is not transparent and can have significant effects on system performance.

The purpose of the minitank is twofold. It isolates the liquid surface from environmental
disturbances due to vibration etc., and it allows the use of a thin film of imaging fluid whose
properties are more advantageous than those of the object-tank fluid (typically water). For
example, Freon E-5 is often used as an imaging fluid, because its surface tension is less than
that of water.

3.1 Transfer Function for the Minitank

To this point the acoustic field has been assumed monochromatic. Previous investigations
[1,2] have shown that better image fidelity can be obtained if the object and reference transduc-
ers are operated in a pulsed CW mode. The reason for this will be demonstrated in section 5.
Let Oi, be the magnitude of the velocity potential in the acoustic wave incident on the object
S, and let t = t - At. Let the object transducer emit a quasimonochromatic pulse of duration
2At such that Wa > > 1/At. If normal incidence is assumed, the velocity potential at the object
is

Oi,,(z = 0) cc A (y,) Rect (tlAt) elaa (42)

Equation (23) gives the acoustic field between lens L2 and the membrane when the
acoustic field is monochromatic and defocusing is negligible. To obtain the quasimono-
chromatic equivalent, set 4, (y,, w) = S,(y) G ic (Y,, 0); then, from (42),

14
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j, (y,,, a)) -, A (y,) sinc [(co- ,) ( t I (43)

and, by setting SO = A (y,) S, (y,) and z = z-L,

(y' Z. t) a fr f eihuLlc [sinc ( - co)At] SO | )r2 J Rect

x e i e2
7r "1Y e2

7Ti z e-iwt dndw. (44)

This can be integrated over a; let &w' = &o - co,,, with co' << co, since the pulse is quasi-
monochromatic. Defining

2 77'r7 = (ti,/ cl) sin 01 + (Co'/cl) sin 01

and

2 7T; = (cWa/c/) cos 01 + (a '/cl) cos 01

allows (44) to be integrated over co'(since do = dwo') with the result

(y' z, t) a: Jo Rect I 77 I go, I -f2'1 I e (ioIl)(y sin0l+z cosd'-ctL)

x Rect ttL - At- (1/c) (y sin + z cos 01)1 

where tL is the retarded time t - Licl. This result represents a superposition of plane wave
pulses traveling at spatial frequencies 2iTr7 = ca), sin OI/cl.

Let the -field of (45) be incident on the membrane, located in the z = -d plane (Fig. 5).
In the spatial frequency domain

z =-d, t) - p(Xr7) e2 1i(nY- d)' (46)
where for the moment a time factor has been omitted. tp I('r) represents the diffraction-limited
acoustic image Rect ( go/rm) SOF- f2'qlfl).

Obviously, not all waves of form (46) reach the liquid surface together. However,
differences in arrival times cannot be distinguished by the liquid surface for small angles of
incidence. The field incident on the liquid surface will be

ok O6k, t) TT2('I2) +i,(nq) e2X Ye2 l((a )dRect (O/At) . (47)

Here time is shifted so that t = 0 when the pulse (47) reaches the liquid surface. The transmis-
sion coefficient for the membrane is denoted as T 12(,) and will be calculated in section 3.2.
The term e 2iQ(,U- )d is the image degradation which results if the focusing correction (34) is not
made. If S, is placed in the y,' plane, so that the correction has been made, this factor can be
dropped. If S, is displaced a distance e from this plane, the factor which accounts for the
resulting image degradation will be absorbed into PI for ease of notation:

= Rect |1| I [ 2 I e~IiE7 2f2If?. (48)
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LIQUID SURFACE

Pu'Xu

MEMBRANE 1; 

Pi, Xi

Fig. 5 - Wave incident on tile minitank membrane.
Multiple internal reflections are present.

Since the acoustic impedance of air is much smaller than that of the imaging fluid, the
reflection coefficient at the liquid surface is -1. Thus the wave reflected from the surface is

krejf('r, Z, t) a:- T1260) 01(i) e2 `r7rY e 21TiUZ e iat

x Rect (1/c,) (y sin 02- z coS 0 2) (49)

At

The particle velocity at the liquid surface in the vertical (z) direction due to the incident and
reflected waves is

v,('r, 0, t) = da (k, + crefj) 1'= (50a)

or

7V,(Xq 0, t) c 47ri~,Tl2(q) 4,I(-) e2 r"Y e -iwa Rect (2/At). (50b)

Here the incident wave strikes the liquid surface at z = y = 0 (Fig. 5).

The wave ckrefl will reach the membrane at z = -d, y = d tan 02, where it will be partially
reflected, with reflection coefficient R 2 l(,q). _The arrival time at the membrane is d/(c, cos 02)
If this partially reflected pulse is denoted as cO4' and a time factor is suppressed, then

Trfefi(at, Z. t)aapersota th p of R2 fl(an) e lar e qul (51)

The factor e CUappears, so that the phase of orefl and f elare equal at the membrane.
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The pulse ¢jrefl reaches the liquid surface at time t' = 2d/ (cq cos 02), where t' is the time
of the first internal reflection in the minitank. This generates another reflected wave refl

crefl c R21 T12 +, (n) e2 'VlY e-2T1iu(z2d)

x et| (1/c") (y sin 02- Z cos 02)
x Rect ')- At ~.(52)

Continuing in this fashion would show that the vertical component of velocity at the liquid sur-
face after Ninternal reflections is [1]

-Voz (7) 0, t) Kc 47ri u 7T12 tI(q) S (-R2j e 4iu d) IRect t A'| (53)

The factor e4 represents a phase shift due to one internal reflection, and tn is the time of
the nth internal reflection:

tn= 2nd = nt'. (54)
Cu COS 0 2

The complicated expression (53) can be simplified if At >> t'. Typically, the minitank
depth d is a few acoustic wavelengths, and At is of the order of 10-4 s. Then

At= U (At) COS02 0(100), (55)t? ~2d
where At/t' - 0(100) denotes that the ratio is of the order of 100. In the above, it is assumed
that the transducers operate in the megahertz range and that cos 02 - 0(1).

Since At >> t',

Rectf2 n tJ Rect | (56)

unless tn is large. But if tn is large, the product R', Rect [( - tn)/At] in (53) is small, since
R2 , < 1. Hence the summation on the right-hand side of (53) extends only over small n, and
(56) holds. Furthermore I (-R2, e ) -1 + R- 71(57)

n 1 + k~~~~2 l e4-4u~d'

so that, denoting 27T/Xu by ku,

Vz(,q, O, t) c 2iku kg(q) Rect | ,F,), . (58)

where the quantity

- 160 T1 2 COS 02 (9
+ R2- 47Ti4,,d

represents the transfer function for the minitank. It relates the vertical particle velocity at the
liquid surface to the velocity Potential in an incident plane acoustic wave.
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To this point the plane waves considered have been those which make up the focused
acoustic image. The reference transducer also generates a plane wave which strikes the liquid
surface. The necessity for this reference beam will become clear in section 5. Let Sir=
AreI'dr"Y Rect (2/At) be the velocity potential in the reference beam; then

Vrz(', °0, t) a 2ik, g1(7r) kr,(q) Rect (t/At), (60)

where v, , is the z component of v,, the particle velocity due to the reference beam.

Thus the transfer function for the minitank is a simple multiplier in the spatial frequency
domain, as shown in Fig. 6. The input is the velocity potential in either the acoustic image or
the reference beam; for example, when the input is the acoustic image, the input k X) is then
4, and the output , becomes V,,.

/A
( ( ) Rect ( At~ )t)\At, Z

2ik(

Fig. 6 - Transfer function for the minitank

In the preceeding, it was assumed that the minitank is infinite in lateral extent. In reality
the minitank has a finite radius, typically of the order of 103 XA; eventually some part of the
internally reflected wave will reach the minitank wall. Consider a portion of b0, incident on the
membrane at a distance Ay from the minitank wall. This will undergo N internal reflections
before striking the wall, where N < Ay/(2d tan 02). It will be shown that IR 2 1 1 -. 0(10-1) at
low spatial frequencies for a typical plastic membrane separating water and Freon E-5 (imaging
fluid). Hence the energy in the internally reflected waves will rapidly approach zero, since a
sizable fraction of the energy leaves the minitank on each internal reflection. Thus, for a wave
with significant energy to reach the minitank wall, N must be a small number, showing that Ay
- 0(2d). Since typically d- O(-0), only a small fraction of the incident acoustic wave is
reflected from the minitank wall, and it can safely be ignored.

3.2. Effect of the Membrane on T12 and R2 1

It remains to calculate the transmission coefficient T12( 1) and the reflection coefficient
R21 (X) for the membrane. To keep the problem simple, the following assumptions are made:

* A plane wave of infinite extent is incident on a thin membrane, also of infinite extent;

* The problem is two dimensional;
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* The displacement w of the membrane is much less than XA and X, the acoustic
wavelengths in the lower and upper fluids respectively;

* The fluids above -and below the membrane are inviscid.

Some comments need to be made about these assumptions. The thin-membrane assumption is
valid if 2b << XI and X,1 where 2b is the membrane thickness. It also requires that

T 02w >> E(2b)3 04w
ry 2 1 2 0y

that is, the in-plane stretching forces in the membrane are much greater than flexural forces.
Here T is the tension per unit length in the membrane, E is Young's modulus in the mem-
brane, and vp is Poisson's ratio in the membrane. Furthermore the thickness 2b must be much
less than the wavelengths of rotational and dilatational waves in the membrane itself [5].

It is assumed that w is much less than XI and XA because if XA, • XI and w - O(X),
then an incident wave having a single spatial frequency 71 will be diffracted by the membrane
and will propagate into the minitank with a multiplicity of spatial frequencies. This can have
highly objectionable results on the acoustic imaging process. This subject will be considered in
more detail later.

To calculate the transmission and reflection coefficients, it is necessary to derive the boun-
dary conditions at the membrane. Continuity of vertical (z) velocity requires that

W = ad x (61)
az az

at the membrane; now z = 0 at the membrane. Here c/ and cfu are velocity potentials for z <
0 and z > 0 respectively; that is, v/ = Vol and v, = Vo,. Another condition is obtained by
considering conservation of momentum. To this end a control volume of height Az is erected
straddling the membrane; see Fig. 7. Momentum conservation gives

f a (pv) dV + f pvv dA =-f p dA + f T dx, (62)

where

dV = volume element (Az) dxdy,
dA - area element,
T = force per unit length in the membrane,
v = velocity,
p = density,

and
p = pressure.

Letting Az - 2b, considering the force balance in the z direction, and using boundary condition
(61) reduces (62) to

2PM b | i dA -| (P.-P") v 2 dA =f (P.-_P) dA +fTz dx. (63)
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- ~~~ ~ ~~dAU Ly
PUXU

Az~~~~2b

MEMBRANE

dA1

Fig. 7 - Control volume used to obtain the momentum
balance at the membrane

Constant membrane density PM and thickness 2b are assumed. Here pi is the pressure in the
lower fluid, etc. Also, v, = vi, = vu5 at the membrane (z = 0); vi, is the vertical particle velo-
city in the object tank and vuz the vertical particle velocity in the minitank.

It is necessary to calculate Tz, the vertical force per unit length due to the tensioning of
'the membrane. The tension T in the membrane is assumed constant, so that the net T, in Fig.
8 is

Tz = T[sin (0 + do) - sin 0]. (64)

For small displacements sin 0 -tan 0 0 and tan 0 = aw/ay; hence

f T dx = Tf a2W dy dx. (65)

When the above is substituted into (63), there results

2 PM bi - T a 2W = (pi- p.)V2 + (pi -p ) (66)
ay2

z

YT

xA d

MEMRNE _ L

I__ d~x
0

T

e dy l

Fig. 8 - Membrane under uniform tension
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The pair of equations (61) and (66) contain five unknowns: w, v1,, va,, pI, and Pe Two
more equations are obtained by considering the momentum equation

p(i + V Vv) = -VP (67)

as applied to the upper and lower fluids. Since the response of the membrane to an incident
acoustic wave is being sought, one of the assumptions of linear acoustics, lvI << c, is used; c
is the sound speed in the fluid of interest. Then the momentum equation can be linearized and
integrated to give p = -po 4. Small density changes are assumed; that is, p-pO, where po is
the equilibrium density.

The differential equation of the membrane can also be linearized for subsonic flow to give

2PM biA- T i =a _ (Pi/ XPU mu) = AP, (68)

where Ap is the jump in the acoustic pressure at the membrane. The diplacement wa, which is
the response to the linear acoustic pressure, is measured from the position of static equilibrium
of the membrane. (The response w, of the membrane when nonlinear terms are retained will
be calculated in section 5.6. The total membrane displacement w is the sum wa + wa.)

The reflection and transmission coefficients can now be calculated. By definition, T12 =

~tr'/inC, where the ratio is evaluated at the membrane. oi,, is the velocity potential in an
infinite acoustic plane wave incident on the membrane with spatial frequency 7q, and d|r is the
velocity potential in the wave transmitted into the minitank. Let

= A e2 71Y e2 itz eiwa, (69a)

'kir = A T 12 (li) e2 i"Y e 2 U e a, (69b)

and

refl = A Rt 2 (X) e2 ir' 'Y e-27iz e-"at (69c)
with Crefl being the wave reflected back into the lower fluid.

The boundary condition I2a = ar/3z on z = 0 gives

Wa~y, ) = -T 12 A 2i 2
ir~ 'wa t.(0Wa (Y, ) =- 27T t;U e lqy e- a,0

CWa

Also, iwa = a('kinc + 0,refj)/az on z 0, so

Wa =- - R 12 ) 27rT e2 "'1Y e aX (71)
Wa

which represents a ripple traveling along the membrane with spatial frequency 77 and phase
velocity coa/(27T71). (Theoretically such a ripple would reach the minitank wall and be reflected.
However, the results of Appendix B, which considers the effects of a finite wave impinging on a
finite membrane, show this does not happen.)

With these results, the boundary condition (68) becomes

27re;U(-2pMbw2 + 4ar2 2 T) T12 (7) =-jwa2 [pi(l + RI2) - PuTI 2 ]. (72)
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Comparing terms on the left-hand side for the typical values

Wa = 2ir(10 6 ) rad/s,
2b = 5(10-3) cm,

PM = 1.5 g/cm 3 ,
T = 25 N/cm = 2.5 (106) g/s2 ,

and
A, = 0.15 cm

shows that 2pMbcow2 >> 4ir 2 2 T; that is, the inertial force of the membrane is much greater
than the elastic restoring force. Using this inequality, and eliminating R12 via (70) and (71),

allows (72) to be solved for T12:

= ~~~~~2 p, X, cos 01 (3
1 2 n pi X, cos 02 + P, XA cos 01 - 47ri PM b cos 01 COS 02

Recall that 4 = cos 01/X, and (,= cos 02/XU; see Fig. 5.

If 47rpMb cos 01 COS 02 << (pX/ cos 02 + puX, cos 01), the transmission coefficient
reduces to the form appropriate to the interface between two acoustic fluids [1]. Let cos 01 -

0(1) and cos 02 - 0(1); the inequality is satisified for pmb << (pUAu + p1X,). The mem-
brane is then said to be "light" and "thin". Satisfaction of the inequality 2pMbcoW2 >> 47» 2 2T

shows that it is "flexible".

Suppose the lower fluid is water and the upper fluid is Freon E-5; then A, = 0.47X/ and

Pu = 1.8 pI. For cWa = 2vr(106) rad/s, 2b = 0.005 cm, and PM = 1.5 g/cm3 there results

4 irpmb 0.05 g/cm2,
p1X1 - 0.15 g/cm2 ,

and
PUXu 0.13 g/cm2 .

It is seen that the effect of membrane inertia must be included in T12.

To calculate the reflection coefficient R2 1, it is necessary to solve the problem shown in
Fig. 9. Here the plane wave incident on the membrane is traveling through the minitank
(upper) fluid, and the transmitted wave emerges in the object tank. By definition, R21 =

0,refl/oinc at the membrane. An analysis similar to that performed in calculating T12 gives

- pIX, cos 02 - PuXu cos 01 - 47ripMbcos Oi COS 02

21 pIX, cos 02 + Puku cos 01 - 4lripMbcos 01 COS 02

For a 0.005-cm-thick Tedlar membrane (PM 2 g/cm3 ) separating Freon E-5 and water, R 2 1

0.12 + 0.18i at 10 MHz, for cos 01 and cos 02 of the order of 1.

The expressions for R21 and T12 can now be substituted into (59) to determine kl(rq).
The amplitude IM (ti) and phase angle £Lk('v) are plotted in Figs. 10 and 11 for various
depth-to-wavelength ratios d/XU. The imaging fluid is assumed to be Freon E-5, and the
object-tank fluid is water. The membrane density is taken to be 1.5 g/cm3 , and its thickness is

assumed to be XI/12. As before, X = (sin 01)/X,.
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PuXu

Oin < Ofrefl
z

MEMBRANE /Y

ja; X9- 0ttr

Fig. 9 - Quantities used in calculating the reflection coefficient R21

The cutoff imposed by a typical acoustic lens system is shown by the dashed vertical line
in these figures. The cutoff corresponds to DI = fl and D2 = f2 in the focusing condition
(18); that is, the object plane is the front focal plane of lens LI, and the image plane is the
back focal plane of L2 . It is assumed that a If2 = 0.4.

The plots in the right-hand columns in Figs. 10 and 11 correspond to the case
47rpmb << PuXu + p1X1 and were calculated by the authors of Refs. 1 and 2. Comparing the
negligible membrane inertia curves with those which account for membrane inertia shows that
for moderate depths (d/XU 2) and large depths (d/XU 10) the membrane shrinks the region
where gi(77) constant. The acoustic image cannot be faithfully recorded unless kl(q) -con-
stant over the range of spatial frequencies passed by the acoustic lens system. Another effect of
the membrane is to accentuate constructive and destructive interference effects at the liquid
surface; these are indicated respectively by local maxima and minima on the Ig (7,)1 plots.

The figures clearly indicate that better image fidelity is obtained at moderate depths
(d/XU -2) and shallow depths (d/Xu 0.1) than at large depths, even including effects of
membrane inertia. Note the extreme sensitivity of Ilkj)l to changes in d/Xu for large depths.
For example, Fig. lOb shows that a minitank depth of 9.5XU will accentuate high-frequency
components of tpl('r) (those near cutoff). This is useful for enhancing edge detection in the
object. However, a depth of 9.375XU will have the opposite effect. Since a depth change of
0.125Xu is typically about 10 ym, a method of controlling the minitank depth is desirable.

Of interest is the improvement in system performance which can result from using imag-
ing and object-tank fluids which are dissimilar, when the membrane must be taken into
account. Figure 12 shows that constructive interference effects become more pronounced when
water is employed as both the imaging fluid and the object-tank fluid. Note the similiarity
between the curves in Figs. 12a and lOa and between the curves in Figs. 12b and Ila. Note,
however, that d/XU 2 in Fig. 12, whereas d/XU 9 in Figs. lOa and hla. Hence, in the pres-
ence of the membrane, interference effects due to multiple internal reflections in the minitank
become noticeable at lower d/XU ratios when both fluids are water.

Figure 12a also shows the behavior of kl(,q) for the case 4irpmb << Pu\, with Pu = Pl.
In this case kl(77) = /1- q21k. Note that kl(q) is fairly constant over the range of spatial
frequencies passed by the acoustic lens system when 4 7rpMb << PuXu. It is necessary to retain
the membrane to isolate the liquid surface from environmental disturbances, so that pmb can-
not vanish. It remains a matter of experiment to see if better imaging can be obtained by
reducing pmb/puAu such that it is much less than 1 and using identical imaging and object-tank
fluids.
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3.3 Effect of the Membrane Displacement on Acoustic Imaging

In calculating T12 and R2 l it was assumed that the membrane displacement w is much less
than XA and X,. The reason for this assumption and the consequences of its violation will now
be examined. For simplicity it is assumed that the membrane is deformed into a sinusoidal
standing-wave pattern such that w = W cos 2irr'y; recall that w = w, + w,. The effect of this
displacement on one spatial frequency component of the focused acoustic image will be con-
sidered.

This situation is depicted in Fig. 13, where the incident wave 0j,,C is of the form

¢ i, = A e2 i1y e2 I'z e-
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Fig. 13 - Quantities used in the far-field calculation of a

wave diffracted by a membrane

The field 'ktr transmitted into the minitank is calculated from the Helmholtz integral equation
(1), which can be put in the form

4rtr = f Vtr a |- | [ J e- Zu a tr I d
where the integration is over the membrane. Here

kU = 27r (e s + e, cos 02),Au .sn0

(76)

(77)

with e. and e, being unit vectors and 0' being the angle between r and the z axis (Fig. 13). The
unit normal to the membrane is n, and n = In 1.

Consider a point P far removed from the membrane such that 02 02, with 02 being the
angle between the z axis and the vector Rp connecting the origin with the point P. Let r' be a
vector from the origin to a point on the membrane. Since r = Rp- r' and IRpI >> Ir'I for
H2- =02,

e iu . e kur -iku (ysin02+zcos02 )

r R
(78)

Here ku = 21r/ku and the relation r' = yeY + zez has been used. Now if (aw/ny) << 1, then
/an J- 8/az and

an I r I- R (-iku cos 02) e-ku(Ysin62+zcoS2) (79)
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Let 'ktr = Tl2(0')kj,8 at the membrane, where T12(0') is the local transmission coefficient
and O' is the local angle of incidence. This assumes that the membrane can be considered
locally flat, which requires that the radius of curvature be much larger than the acoustic
wavelength [6]. It is also required that (7t)-l » X, and XI. As shown in Fig. 13, 0' is the
angle between n and the direction of propagation of the incident wave 0j, With 01 indicating
the angle between the z axis and the direction of propagation of 'k inc,

T12(0') T12(01) + To (0'-01). (80)

Since T1 2 is as given by (73), it is easy to show that 0T 12 (00)/10 O[T 12 (01)]. Furthermore
O' - 01 aw/ay at the membrane for small slopes; hence, if awlay << 1, then T12 (0')

T12(01) and tr T1 2(0 1)'kim. In like fashion it is found that, for OinC = Ae 'Y o I,

O'ktr .- - ik,(ysinO 1±wcosO )
an - ik, cos 01 TI2(01) e tl t (81)

at the membrane.

Combining all results gives

0ktr = -iA eik,1RP T 12 (01) e iw [ f (k, cos 02 + k, cos 01)

X ei(kjsin~j-kusin02 )y ei(kjcoso1-k,,coS02)w dy]. (82)

Let the further restriction of a bounded incident beam be added; that is, at the membrane Oinc

= A e kYI ek'zcI Rect (y/yb). If Rp >> Yb, then ku cos 02 constant in (82). The term
ei(kjcos9j-kuCs02)w becomes [7]

ei(kicoUSe-kucosO2 )w w {i Jm([kt cos 01 - ku cos 02] W) e- 2,i,,y'}, (83)
m=-G

where Jm is the mth-order Bessel function of the first kind. Consequently

tr c A T2(0) m Jm([kM COS 01 - ku cos 02] W) f Rect (Y/Yb) e UY dy}w (84)

where - (I/X,) sin 01 - (1/XA) sin 02 - mq' has units of spatial frequency. Performing
the integration gives

Oir CC A T12(01) I Jim Jm(k, COS 01 - ku cos 02] W) sinc (2iTlmYb)}. (85)

For the point P in the y' plane as shown in Fig. 13, sin 02 y'/Rp. Furthermore, from
Snell's law, (sin 01)/X, = (sin 02)/AXU, where 02 is the angle between the z axis and the direction
of propagation of far when the membrane is flat. The zero diffracted order is proportional to
sinc (27rrjqyb), a sinc function centered at y' = Rp 02; the width of its main lobe is Rp~Xu/Yb
Similarly the Nth diffracted order is proportional to a sinc function centered at y' = RP0 2 -

NRpX,'rq' and also has a main-lobe width RpXu/Yb.

Hence the field in the y' plane consists of various diffracted orders, whose magnitudes are
given by Jm(k'W), where k' = k, cos 01 - ku cos 02. Unless J (k' -* 0 for m > 0, (85)
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predicts that when the membrane is insonified by an incident beam having one spatial fre-
quency, the transmitted field will consist of beams having a multiplicity of spatial frequencies.
Obviously this multiplicity will degrade the focused acoustic image.

This multiplicity is avoided if k'W << 1, since J.,(k'W) cc (k'W)Iml for small values of
the argument. The inequality requires either that ku k, or that the membrane displacement
be much less than an acoustic wavelength. When k'W << 1, (84) shows that the far-field
velocity potential is proportional to the Fourier transform of the incident velocity potential mul-
tiplied by the transmission factor T12(0l).

Several remarks are in order here. It should be recalled that, in order to use linear acous-
tic theory, lvi must be much less than c. For quasimonochromatic radiation this requires that
fluid particle displacement be much less than an acoustic wavelength. Since wa equals the nor-
mal component of the particle displacement at the membrane, the requirement Wa << Xa is
automatically satisfied.

However, the displacement wa as calculated in section 3.2 is the response to the first-order
acoustic pressure. There will also be a displacement w, due to nonlinear terms in the mem-
brane equation of motion (66); w, will be calculated in section 5.6. The total displacement is
Wa + w3. It is possible for w, to exceed an acoustic wavelength if the nonlinear pressure is
large enough. This subject will be taken up in more detail in section 5.7.

Another point to be made is that the calculations performed above are valid at large dis-
tances from the insonified portion of the membrane. However, the minitank depth is typically
of the order of Xu) so that strictly speaking the above analysis is not appropriate to the actual
operational system; that is, the exact form of 'ktr near the membrane will not be given by (85).
Nevertheless the requirement k'W << 1 for no distortion of the acoustic image still remains
valid, even near the membrane.

This conclusion is based on the following line of reasoning. For small displacements such
that k'W << 1 the transmitted velocity potential is approximated by

tr cc A TI72(O1) i 1m Jm(k'W) eiku Snom+zcos~m) (86)
m =-00

with sin 0m = sin 01 + 27rm-q'/ku. The transmitted field consists of various diffracted orders
in the form of plane waves propagating with direction cosines given by cos m". This result is
true at points near the membrane when the finite size of the incident beam can be ignored. As
the membrane displacement is increased, the amplitude of the diffracted orders m X 0 will
increase, at the expense of the m = 0 order.

For a point S on the liquid surface, the total velocity potential is the sum of all velocity
potentials in the orders incident upon it (Fig. 14). The sum is approximately over all orders
having inclination angles Om such that y (S) - Yb < d tan 02m < Y (S) + Yb. Here y (S) is the y
coordinate of the point S and Yb is the beamwidth. Since y(S) + Yb >> d for d - 0(Q),
there will in general be many orders incident on point S. To faithfully record the acoustic image
on the surface, all orders except m = 0 must be suppressed, which again leads to the require-
ment k'W << 1.
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Fig. 14 - Diffracted orders of sound incident
on the liquid surface

4. EFFECT OF INTERFERENCE BETWEEN THE ACOUSTIC IMAGE
AND THE REFERENCE BEAM

Consider the momentum balance for an inviscid fluid with negligible body forces:

f a (pv)dv= - (pvv * n + pn) dA. (87)

Here the volume integral represents the time rate of change of momentum of fluid within the
control volume V. The surface integral is the flux of momentum out of the surface A bounding
the control volume, and n is the unit vector normal to the surface. Hence the vector
pvv * n + pn is the momentum flux per unit area.

Suppose the time-varying part of v is ie 'a' Rect (t/At). Then vv is to be interpreted as
Re (v) Re (v), where Re (v) denotes the real part of v. The time-varying part of vv is
sin2 wat Rect (G/At), which equals (1/2) (1 - cos 2coat) Rect (G/At). Note that Re (v) Re (v)
has a low-frequency term (1/2) Rect (G/At) and a high-frequency term (1/2) cos 2o at
xRect (6/At), for toai»>/A t. The low-frequency term is proportional to <vv> Rect (t/At),
where

<vv f= .J Re (v) Re (v) dt; (88)2A t 0O

that is, <vv> is the time average of Re (v) Re (v) over the pulse duration 2At. The pressure
p will be shown in section 5 to contain a component which also does not average to zero over
the pulse duration. Consequently the momentum flux per unit area will have a low-frequency
component and a high-frequency component. Consider the low-frequency component, and let

[<pvv * n> + <pn>] Rect (O/At)= Pr' (89)
where P. is called the radiation pressure vector [8].
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Suppose the control volume of (87) is erected such that it straddles the interface between
two fluids. Then the momentum flux/area out of the control volume is

-Pr = [< (plvlvl - puvuvu) nu > + < (pt - pu)nu>] Rect (7/At), (90)
where pt is the density in lower fluid, the other subscripted quantities have related definitions,
and the vector nu points into the upper fluid. If (90) is evaluated at the liquid surface of the
minitank, where p >> Pu and p >> Pu, then

-Pr= [<plvlv nu> + <p/nu>] Rect (7/At). (91)

Anticipating a result to be derived in section 5, it is the vertical (z) component of -Pr
which levitates the liquid surface; for simplicity the quantity -Pr nu is denoted as Pr, the radi-
ation pressure. Hence the liquid surface responds to the vertical component of the low-
frequency portion of the momentum flux per unit area incident on the liquid surface. The
momentum flux is due to the presence of the focused acoustic image '1t and the reference
beam X,.

At the liquid surface Pr can be reduced to the simpler form

Pr= P P<vz 2> Rect (7/At), (92)
2u z

which is done in section 5. In (92) Pu is now the equilibrium density of the imaging fluid and
vz is the vertical velocity as predicted by linear acoustic theory at the liquid surface. Let

V. = V, (y)| eix@()) a t Rect (7/A t) (93a)

and

vr.,= |Vr (y) e 'Ir() e a~ Rect (ilAt), (93b)

where it will be recalled that v0Z is the vertical component of the particle velocity in the object's
acoustic image, and vrz is the corresponding quantity in the reference beam. Then

<v 2> = < [Re (vZ) + Re (v,)] 2 > (94a)

= 2 [I ± +J +21 + , I I Vr I COS (xO-xr)] (94b)

where it is required that oaAt >> 1. It is assumed that both transducers operate at the same
frequency or, if the difference in frequency between the transducers is AwO, it is sufficient to
require AwAt << 1. Using (94b) in (92) gives for the radiation pressure at the liquid surface

Pr = 4 [I 2 +I2 + 21 V, I I V, I cos (xo-Xr) ] Rect (/A t). (95)

Each term can be given a physical interpretation. For example the term PuJ V"(y) 2/4 is
the radiation pressure if only the focused acoustic image is present. Likewise, PuI Vr 2/4 is the
radiation pressure due to the reference beam only.

The term 1PUI lII VrI COS (Xo - Xr) can be rewritten in the form

1pu[(I V, Ie/x) (I rJIe iXr) + (I VI eI Xo) (I V'I eiXr)].
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From (58) and (60),

v- = 2ik gI(y) E [O 1(y) + 'kry)] e a Rect (7/At), (96)

where g1 (y) is the inverse transform of the minitank transfer function gi(7j). From (93)
through (96),

1 u ED (ge'rJ gED ED ~krj (97)2 Ku IIP Vr Icos(xo Xr) = 2 Pu[gl , oi Igi ff ¢0rl + [g1 Sf Oil' [91 0 O'r 97

where g1 ED tP represents the action of the minitank on the focused acoustic image, an asterisk
indicates a complex conjugate, and a factor 2ik, has been absorbed into gl(y). Hence the term
(1/2) Pu I Vl Vrl cos (X, - X,), due to the interference between the reference beam and the

the acoustic image, contains a term Pr =(1/ 4)pu (g1 E '1) (g1 @ 'kr) * carrying information
about the image and a term Prc_ Pi containing information about its complex conjugate.

It is also interesting to take the spatial Fourier transform of Pr and consider the meaning
of each term in the spatial frequency domain. For instance,

4 PUI4Vo(y)I2 DPu[gi67)'P(')I @ [gl6') +1(X)] = Pro(Xi), (98)

where e denotes the convolution operation in the spatial frequency domain. As was indicated
by (22), the maximum bandwidth of spatial frequencies in t (qr) passed by the acoustic lens
system is 17 I < q,,. Convolution causes the bandwidth of Pro to extend from -27m to 2Tjm

(Fig. 15).

4p (X7)i

P u

Pc ( 77 A /-X ro ( a7 Pr

177

-'7 r-71 rn -7r - 277M 27m X r 17r+7m
-77r + '1m '1r-71m

Fig. 15 - Spatial frequency components of PIr7)

Suppose that 'r = Ar e r, at the liquid surface; then 0,(N) = Ar8(z7 - r) and

I PI T(7)12= I Ar2pu I (tn 12 8((7m) (99)
4 ur4 , rrI'

Hence the radiation pressure Prr in the reference beam has only a "d.c." term in the spatial fre-
quency domain, as shown in Fig. 15.
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The radiation pressure Prb (q) given by

Prb(71) - Pu 1 [gi(71)'P(71)] (D [g(71)'P'(71)] + Ar Igi(71r)I a(71 (100)

will cause a low spatial frequency levitation hb (q) of the liquid surface. This "bulge" is the
"background" in the phase hologram caused by levitation of the liquid surface.

The "image" term Pri (q) is given by

.Prj = 4 pArkl (101)

that is, the action of the reference beam is to upshift the spatial frequency components of
g, (-q)o I (q) by an amount 71r. This is depicted in Fig. 15. Likewise, the conjugate image term
has its spectrum downshifted by an amount r:

Prc(71 ) = puArg1 (7q1 ) [kl (7m ) i(-l(71l) =+71,r (102)

In Fig. 15 it is assumed that 71r > 371m, so that the spectrum of Prb does not overlap those of
Pnr and PrC. This allows information about the image to be extracted upon optical reconstruc-
tion of the phase hologram at the liquid surface. Otherwise light scattered from the bulge hb
will also be present as "noise" in the optical image. More will be said about this later.

In reality the reference beam is finite in lateral extent, so that at the liquid surface

Or = Are M"Y Rect (y/yb), where Yb is the width of the reference beam. Then, with the
assumption k] (q) constant over - 0(7r/yb),

oc Ar sinc (27, (q1 - 7q r) Yb) (103)

and

Pn 'J Ar [gl(1)'P1(9)] ® g (7) sinc (21T(r1 71)Yb). (104)

This represents an upshift of k, ('q)'P (7) by an amount 71r followed by a scanning by the sinc
function. For large simple objects such that the dominant spatial frequencies of 'ip are small
compared to 7r/Yb, the convolution operation causes a distortion; that is, Pri is no longer pro-
portional to 'PI (7 - 71r). For complex objects which have most of their spatial frequencies in
the range 17,1 >> IT/Yb,

[gl(-) I'l(71)] E sinc (27r(71 - 71r)Yb) [g1(7l)'P(71)II~ 1=7-n,; (105)

so the spatial frequency content of k, (71)' 1I(71) is preserved.

Let the surface levitation caused by .Prj be denoted hi and that caused by Pr, be h,. Either
hi or h, represents a phase hologram, which, when illuminated with laser light, can be used to
reconstruct the acoustic image. With the assumption that Pri is to be used for imaging, the
transfer function which relates this quantity with io(, t) is proportional to the convolution of
sinc (27r (q7 - 71r)Yb) with V,,, as shown in Fig. 16.
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Voz (c t) 71 Pri (,q) Rect ()
* e G3 [ 4 'u A r .. sinc (27r(,-q t

Fig. 16 - Transfer function for the interference between the acoustic image and the reference beam

5. RESPONSE OF THE LIQUID SURFACE

This section considers the response of the liquid surface to a pulse of radiation pressure.
In the minitank, perturbations in velocity, pressure, and density are caused by the acoustic
field. The radiation pressure in the acoustic field causes the liquid surface to levitate. The
motion of the liquid surface in turn induces additional perturbations in velocity, pressure, and
density in the minitank.

The nonlinearity of the equations of mass and momentum conservation which govern the
behavior of the imaging fluid could conceivably cause a coupling between, for example, veloci-
ties in the acoustic field and in the field induced by surface motion. This could lead to serious
problems in recording the acoustic image at the liquid surface. However, it will be shown that
to the degree of approximation considered here the acoustic field is unaffected by motion of the
surface.

The radiation pressure is caused by nonlinear effects in the acoustic field which result in a
steady momentum flux per unit area. To show how this comes about, it is advantageous to
review some results of nonlinear acoustic theory.

5.1 Nonlinear Acoustics

Consider the propagation of an acoustic wave through an inviscid homogenous fluid. Let
the density p and acoustic particle velocity V be given by p = PO + Pla + P2a and v = Via + V2a,
where PO is the density in the equilibrium state of the fluid and PIa and P2a are the first- and
second-order perturbations in density respectively. Denote the acoustic Mach number by Ma.
It is assumed [91 that Ma -(PIa/PO) = 0(P2a/Pla). Let Via be the amplitude Of Via and V2a
be the amplitude of V2a. Then it is assumed [9] that O(Via/ V2a) = W(M), where Ma is
assumed << 1.

The above forms of p and v are substituted into the mass conservation equation

p +V* (pv) 0, (106)

which then becomes

[P1a + V * (P0VIa) + [V2a + V (P0V2a + PlaVia)]

+ V * [p2a(VIa + V2a) + PlaV2a] = °0 (107)

Let the wave be quasimonochromatic, so that, neglecting phase factors which are functions of
spatial variables,
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via o: VIa sin cta t Rect (/A t),

Pia c Ria sin oat Rect (6/At),

and similarly for V2a and P2a. Then PIa - O(c,)apla) and V * (povIa) -O(poVia/Xa). The
terms in the first bracket on the left-hand side of (107) are of the order of (oapoMa, and those
in the second bracket are of the order of &iaPOMa2. Groups of terms which are of the same
order of magnitude in powers of Ma are set equal to zero; that is, to first order in Ma

Pla + V * (Povia) = 0 (108)

and to second order

P2a + V (pOV2 a + PIaVla) = 0. (109)

Consider next the relation between pressure and density. For isentropic flow (non-heat-
conducting fluid) the pressure can be expanded in the Taylor series

P = PO + aI pl , + a2I 2p.(p) + (110)

where

PO= equilibrium pressure,

P = p - Po'

(aP/ap)o = Col

and

co = sound speed at equilibrium.

Now c2 = i/p/p, with / being the bulk modulus of the fluid, so (a 2 P/0p 2 )0= -C2/po. Setting
P = p - Po and retaining only those terms in (110) which are at least of the order of c p2Ma2

gives

P = c2(pl + P2a - pa/2po). (111)

In this and subsequent expressions it is to be understood that P is now the pressure perturba-
tion and c is the sonic velocity at equilibrium. Note that P = Pta + P2a, where

PIa = c2 p la (112)

P2a = 2a - lpa/2P ), (113)

and P2 a/PIa - O(Ma)

These results will be of use in considering the momentum equation

p [v + v Vv] = -VP + AV2v + (i'+ A/3) V(V * v) + pg. (114)

Here /, is the coefficient of shear viscosity, A' is the coefficient of dilatational viscosity, and g is
the gravitational acceleration. The term pg can be rewritten as pgVz, where g = IgI. This
body force term is negligible compared to inertial terms, since Ma cWa >> g for typical values
of c -0(105 cm/s) and coa - 0(107 rad/s).
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To first order the inertial force is pOvla, which is of the order of poaOacMa. The lowest
order viscous force term is 1,pV2VIa + (p.' + p./ 3) V(V Via), which is of the order of
.cMj/Xa. The ratio of inertial to viscous forces is the Reynolds number Re, which is cXa/v.

Here v is the coefficient of kinematic viscosity ju/po.

It is assumed that Re >> 1. Then there will be one set of terms in (114) which are of
the order of pow acMa, another set of terms which are of the order of po wa cMa2, and a third set
of terms which are of the order of pOcwacMa2 MaRe. Those terms which are of the order of
PowaCMa are grouped together, giving

POVta + VPIa = 0. (115)

Likewise the set of terms of the order of poa CMa2 or smaller gives

POi2a + Plaila + Po Via V VVIa + VP2a = _,V Vla + (' + /i/3 ) V(V * Via). (116)

In this equation the right-hand side is negligible if 1/Re << Ma.

Assume irrotationat flow so that VIa = V'70a, and V2a = V¢f2a. Equation (116) can be
spatially integrated to give

PO('k2a + Via ' Vla/2) - C2P2a/2PO + 42a = 3J + P.1 V 2 1a0 (117)

An arbitrary function of time has been absorbed into 'k2a, and the momentum equation (115)
has been used in conjunction with (112). Recall that first-order quantities Pla and Via are time
harmonic, so that, for example, P2a a (1/2)(1 - cos 2wat) Rect (t/At). Here the tri-
gonometric identity sin2 coat (1/2) (1 - cos 2cOat) has been used. It is seen that terms such
as p2 and via ' via will have low temporal frequency components.

These low-frequency components give rise to a small but constant pressure during the
pulse duration 0 < t < 2At. To see how this comes about, the time average of (117) is taken
over the pulse duration, giving

<P2a> = 2 <Pla - <Via . Via>, (118)

where

< P2a > -, a 2 t ( 119)

Note that the quantity <02aa> does not appear in (118). In the absence of viscosity
(whose effect has been neglected on this time scale), the presence of a constant pressure
gradient V < P2a > would give rise to an increasing velocity. However,

< ¢ 2a > = 2a (2A) 2a (0) (120)
= ~2At(10

which is of the order of V2aXa/At. Recall that V2a is by definition the maximum value
assumed by V2a. The term <Via . Via> in (118) is of the order of V2a; since (OaAt >> 1 and
V2a/ VIa = Max < k2a> can be neglected compared to <Via VIa>.
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Just as there is a steady component of pressure in the acoustic wave, there is also a steady
component of momentum flux per unit area, called the radiation pressure vector P,. For an
inviscid, non-heat-conducting fluid, the time-averaged momentum flux per unit area through a
given surface is given by (89), repeated here in the form

P. = <P> n + po<vv * n>, (121)

where n is a unit vector normal to the surface. Since <PIa> = 0, this becomes

Pr = <P 2 a> n + pO<VlaVla * n>, (122)

where quantities smaller than the second order have been neglected.

Suppose the fluid is bounded. In particular let the acoustic wave travel through the mini-
tank and strike the liquid surface. A boundary condition can be derived from (66) by letting
b - 0, w - h, and T - y, where h is the height of the liquid surface and y is the surface ten-
sion coefficient. Furthermore Pu becomes the density of air and p, becomes the density of the
imaging fluid.

Since p, << pI, conservation of momentum in the vertical direction at the liquid surface
requires

P + p(v -e5) 2 + 2h =0, (123)

where P and p refer to the pressure and density of the imaging fluid and e, is a unit vector in
the vertical (z) direction. Due to the second-order acoustic quantities the low-frequency term
[<P2a> +po<(v(ia ez)2 >] Rect (t/At), which equals - P, n, will appear in (123). This
will induce low-frequency motions of the liquid surface, and this motion in turn causes addi-
tional pressure, density, and velocity perturbations in the minitank. It is natural to assume
therefore that in the minitank

P = Pla + P2a + Ps' (124a)

P'= Pia + P2a + Ps, (124b)
and

V = Via + V2 a + Vs. (124c)

The subscript s refers to perturbations associated with motion of the liquid surface. Substitut-
ingp' into (110) gives Ps= c2ps.

To use the liquid surface to record the focused acoustic image, it is necessary that the
acoustic field quantities, such as Via and V2a be unaffected by v7. It will be shown later that this
occurs if Cs << c and CO7, << Cwa, where Cs is the velocity of propagation of a free wave on the
liquid surface, and COu is the corresponding frequency of free vibration. The possibillity of cou-
pling between the acoustic field and the surface-wave field exists because of terms such as
V (pv) in the mass conservation equation (106) and v Vv in the momentum conservation
equation (114).

5.2 Propagation of Free Waves on the Liquid Surface

At this point it is necessary to consider free-wave propagation on the liquid surface in the
absence of the acoustic field; i.e., P = Ps, p' = Ps, and v = vs. For negligible viscosity the
momentum equation (114) becomes
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p (i5 + v5 Vv5 ) = -VP, - pgVz 5. (125)

For irrotational flow vs = VO, and (125) integrates to Bernoulli's equation

Ps = -Po's - 2 - P gz.s (126)

Here Ps has been neglected compared to Po and an arbitrary function of time has been absorbed
into (Ps.

Evaluating the above at the liquid surface (where z* = hs) and substituting the result into
the boundary condition (123) gives

_P -hpsgh= + yVIh5 = 0, (127)

where V 2 a2/ay2. The nonlinear term povs- vs has been neglected compared to, for exam-
ple, poos. This linearization is valid if Iv, I << Cs.

At the liquid surface hs = aos/az, so (127) can be solved for h, once Os is known. An
equation for ¢, can be obtained from the mass conservation equation

Ps + V (pvS) = 0. (128)

Now Ps - 0(oiip,) for bS a characteristic frequency of oscillation of the liquid surface. This
term will be negligible compared to V * (pv,) if ps/po << kk/xs for Xs a characteristic
wavelength and h, a characteristic displacement caused by motion of the surface. Since
Ps5 = P5/c 2 and from Bernoulli's equation (126) Ps O(p,'s), it can be shown that
Ps /Po << h5/xs if Cs2 << c2. The latter inequality will be proven later. Using vs = V's the
mass conservation equation becomes

V 2'ks = 0. (129)

At the bottom of the minitank (z = -d), aO5/az equals the membrane velocity Ts.
Assume that w5 << h5 ; it will be shown later in this section that when w5 << h5 , the boundary
condition at the membrane is effectively O¢slaz = 0. Then a solution to (129) is

0, = A [cosh X (z + d)] e"nY e t i"t. (130)

To satisfy the kinematic boundary condition h3 = aOs/az at the liquid surface, let

hs = - I A I X e'iY eiCt sinh ~d. (131)

Substituting these results into (127) leads to

A [-co2 + (pog + Y72) (4 /po) tanh id] = 0. (132)

For nontrivial solutions

co2= (peg + yrR2) ('po) tanh id, (133)

where co,, is the frequency of oscillation associated with the traveling wave h5 c: et y et(wt .

It is of interest to compare the magnitude of CO,7 with o ,, the operating frequency of the
transducers. The wavelength Xs of a traveling wave on the liquid surface is given by 2Ir/'l.
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Typically Xs) Xa, so that 7 < 0(2Tr/Xa). The notation X: < 0(27T/XA) means that the order of
1 is less than or equal to 2vr/Xa. For transducers operating at 5 MHz in water, Xa = 0.03 cm.
Let y - 0 (100AN/cm), p 0 - 0(1 g/cm3), and d - 0(0.1 cm). For this example, (133) gives
0O2 < 0(107 rad2/s2 ), which is much less than &od.

Another quantity of interest is C5, the speed of propagation of a free wave on the liquid
surface. Since C5 = c its general form is

C5 | (P0 g tanh d /A. (134)
Po

In the limit of long wavelengths 7 - 0; then C5 -f -Jg, which is the speed of propagation of a
gravity wave on the liquid surface [10]. For short wavelengths, 1 - 27T/Xa, so that
C7 - f(l/po)vI7 tanh Ad, the speed of propagation of a capillary wave [10]. For the values of
po, y, and d used previously, C, - 0(10 cm/s) for both small and large B. Hence the speed of
propagation is many orders of magnitude less than the sonic velocity. The inequalities
CO,7 << COa and C, << c will be useful when considering the response of the liquid surface to a
pulse of radiation pressure.

5.3 Levitation of the Liquid Surface By Radiation Pressure

Consider forced motion of the liquid surface due to radiation pressure in the acoustic
field. It is assumed that the pressure, density and velocity are given by (124a), (124b), and
(124c), where the acoustic quantities are calculated from the acoustic mass and momentum
conservation equations (108), (109), (115), and (116). The quantities p5 . P5, and v, associ-
ated with motion of the liquid surface are assumed calculable from (125) and (128) plus the
relation P5 = c2p,.

It is necessary to show that the general mass conservation equation (106) and momentum
conservation equation (114) are satisfied by the choice of p, P, and v, given by (124a) through
(124c). Before this can be done, orders of magnitude must be assigned to Ps, Ps' and vs.
These are assigned by considering the balance of forces per unit area acting vertically at the
liquid surface, which is given by (123). With the preceding assumptions as to the form of pres-
sure, velocity, and density, (123) becomes

PIa + P2a + Ps + (Po + P )[(VIa + V2a + v5 ) * ez]2 + yV 2(hl, + h2a + h,) = 0. (135)

Assume that PIa >> Ps and PIa >> YyV 2hia in the boundary condition (135). Then (135)
reduces to the pressure-release condition Pla = 0 which was used in the calculation of the mini-
tank transfer function. It will be shown later that the inequality PIa >> P5 satisfies the general
forms of the mass and momentum conservation equations. The inequality Pia >> YVV2hia in
conjunction with the relation hia -0(VIa/co a) requires that y/pOC2Xa << 1. This is easily
satisfied for imaging fluids of interest, such as Freon and water.

For Pla = 0 the boundary condition (135) becomes

Ps + yVI~hI = {P 2a + (p0 + p')[(Vt1 + V2a + V5) -e] 2 + IVV(hIa + h2 a)). (136)

If the momentum equation (125) is assumed true, then Ps is given by its integral, the Ber-
nouilli equation (126). Substituting (126) into the boundary condition (136) gives
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-POks - pogh, + yVI2h, =--P 2a + PO[(Via e.)2 + (via . e.) (v, * er)]

+ ,yV(hla + h2a)). (137)

Here the nonlinear term Po (Vs . e,)2 has been neglected compared to po0 s on the assumption
that Ivs I << Cs. The terms which are of order PO(V2a . e,) (v, - e,) have been neglected also.
In the absence of the acoustic field (137) reduces to (127), the equation for propagation of free
surface waves. When the acoustic field is present, terms on the right-hand side have the char-
acter of driving forces per unit area.

Consider, for example, the term P2 a. Now P2 a K cos2 coat Rect (t/At), which has high-
and low-frequency components in the temporal frequency domain. The high frequencies are of
the order of COa; COa has been shown to be much greater than co,,, the characteristic frequency
associated with the free surface wave h5 c e"'1 Y e 71. Hence it is to be expected that the liquid
surface responds to <P2a> Rect (t/At), which contains the low temporal frequencies of P2a.

In like fashion the surface will respond to Po< (via e,) 2> Rect (2/At), the low-frequency
component of PO(Vla . e,) 2. However, the term pO(Via . e,) (vs - e,) has dominant temporal
frequencies of the order of coa and can be neglected as a driving pressure.

Since the liquid surface has frequencies of free vibration Coax it will respond to temporal
frequency components which are of the order of Co,9. The frequency components of Rect(t/At)
are proportional to sinc (COAt), which is of the order of l/COAt for co - O(CO??). The frequency
components of hIa are proportional tu sinc ((co - coa)At), which is of the order of lI/coaAt for
CO O(CO,). Consequently the term YVV2hia can be disregarded compared to, for example,
<PO(Via e )2 > Rect (t/At), provided that y/pOC2Xa << Ma(cOa/CO,), which is met for most
imaging fluids of interest.

Finally it is necessary to consider the term YV 2h2 a. Now <V 2 a> = 0 at the liquid sur-
face, since otherwise h2a 2 ° for At - . Hence

h2 a V V2 a, fo (coS 2Cwat) Rect (2/At) dt, (138)

which leads to

<h2a > co (V2a/2C(a)/(C0aAt)* (139)

Consequently, œyV2<h2a> is much less than pO<(Vla e,) 2>, since the requirement
Yy/POC2Xa << COaAt is easily satisfied.

Using all of the preceding simplifies the boundary condition (137) to

-podk - pogh 5+ yVI~h5 =h - [<P2 a> + po< (via e I)2>] Rect (2/At). (140)

Now Os :- 0(X, IV,), and the above equation shows that V, - a(VI/C,). Furthermore,
since PoOs - 0(P5) from (126), it follows that Ps O(P 2a). Recalling that Ps = c2ps and
P2a O-(c p 2 a ) gives P5s ° (P 2) -

In summary, the boundary condition (135) leads to the following estimate of the orders of
magnitude of pressure, density, and velocity:

Ps O(P 2a), (141a)

P s O(P2 a), (141b)
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and

VI 0(Va/Cs). (1441c)

These results will now be used to show that the acoustic field is, to the approximation
considered here, unaffected by motions of the liquid surface. The momentum equation for
inviscid, irrotational flow when the acoustic field and surface-wave field are both present is

(POVla + VPIa) + i0v2a + PlaVila + POVla * VVia + VP2 a) + poys . Vvia

+ PoVia * Vv5 + (pois + p0gVZ5 + VPO) = 0. (142)

It is assumed that IVI << Cs, and terms of order P lacOa V2a have been neglected. All terms in

the above are greater than this, provided that Xa/Xs >> Ma.

If this inequality is not satisfied, then podis O(pPlav2a). However, the dominant tem-

poral frequencies of pois are of the order CO,7, and those Of Plav2a are of the order Of CWa. Since
CO,7 << COa' terms such as Plav2a do not couple with, for example, pois and hence will be disre-
garded. For the same reason, the terms poVs . VVia and POVia * V7V may couple with, for
example, POv2a if 1v5 I -O Via) and Xs - O(Xa). However, they will not couple with pov,.

The group of terms in (142) having the largest order of magnitude is pOvla + VPia,
which is of the order of poCOacMa. The terms in the second and third parentheses in (142) are
of the order of poCOacMa2 and PowOaCM]Xa/Xs respectively. The entire equation can be made
dimensionless by dividing through by Pocoac. Then terms which are of the order of Ma and Ma
are set to zero separately. This gives, for the order of Ma

POVla + VPla = 0 (143)

and for the order of Ma2

POV2a + PlaVla + POVIa VVla + VP2 a = PO(Vs * VVIa + Via * Vvs). (144)

If irrotational flow is assumed, the above can be integrated over space and time-averaged to
give

C 2 ~~Po
< P2a> =2 <P a> - 2 <Via Via>. (145)

Here (143) and the relation Pla C2Pla have been used. The term in (142) which is of the
order of Ma2Xa/ls is also set to zero, giving

PoVs + pogVzs + VPs = 0. (146)

The dimensional forms have been used in (143) through (146).

When Xa - O(X), terms in (144) and (146) are the same order of magnitude. However,
they are still separated as above, since otherwise there will be more unknowns (such as Pla and
P2a) than equations to solve for them, and since the momentum equation (142) is satisfied to

the order of Ma.

The first-order acoustic momentum equation is recovered, since (143) is identical to
(115). The second-order equation (144) contains coupling terms on the right-hand side which
are negligible if IV I << Via. If V, I O(Via), then the high-frequency (of the order of Cwa)

components of the second-order quantities V2a and P2a may be affected by the surface-wave
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field, as seen by comparing (144) with (116). However, the low-frequency components of V2a

and P2a are unaffected by surface motion, as seen by comparing (145) with its counterpart,
(118). This is fortunate, since it is the low-frequency components of the second-order acoustic
quantities which give rise to radiation pressure, which levitates the surface. Note also that the
momentum equation involving vs and P5 is independent of the acoustic field.

The momentum balance involving first-order acoustic quantities and the low-frequency,
second-order acoustic quantities can be calculated separately from that involving surface-wave
quantities. If the same can be shown to be true with regard to mass conservation, then acoustic
field quantities and surface-wave quantities can be calculated separately in the minitank.

Hence it is necessary to consider the mass-conservation equation

[Pia + V * (POVIA + [P2a + V (Plavia + POV2a) + V (plays)]

+ V * (p ov) = 0. (147)

The equation can be made dimensionless by dividing by POCOa. The left-hand side consists of
three groups of terms, having orders of magnitude of Man Ma2, and M,2(C/C,)(Xa/Xs). Equat-
ing each group to zero and returning to dimensional form gives

Pla + V * (Povia) = 0, (148)

P2a + V * (PlaVia + pOV2a) = - V (PIaVs), (149)

and

V v5 = 0. (150)

Note that (c/Cs)(Xa/Xs) can be of the order of 1, for long wavelengths, so that (149) and (150)
can be the same order of magnitude. If they are retained as separate equations, there will be
enough equations to solve for the unknown quantities P, p, and v. That is, the set (143),
(144), (146), (148), (149), and (150) gives 12 equations to solve for 15 unknowns. Three
other relations are

Pia = c 2Pia2 (151)

P2 a = C [P2a - lpa/(2P )], (152)

and

P5 - c2 p . (153)

Furthermore mass conservation is now satisfied to the order of POCWaMa3C/Cs.

The first-order acoustic mass conservation equation (148) has the same form as (108),
which is the equation in the absence of the surface-wave field. The second-order acoustic equa-
tion (149) contains the coupling term V . (Plavs), which is negligible if IV5l << Via. Even if
V, I O(Via), the time average of (149) is the same as the time average of (109). Hence the

low-frequency second-order acoustic quantities can be calculated independently of the surface-
wave quantities. Furthermore the mass conservation equation in the surface-wave field is
independent of the acoustic field, as comparison of (150) and (129) shows.

If viscosity is considered, then terms such as ,LLV2Vla will appear on the right-hand side of
(144). However, these terms, as stated previously, are negligible if MaRe << 1. Furthermore,
the time average of these terms is zero, so that (145) remains unchanged. There will also be
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terms such as g, <V 2 V2a,> Rect (2/At) on the right-hand side of (146). These will be negligi-
ble if Re >> (s/Xa). For typical fluids of interest (such as water and Freon)
v _ 0(10-2 cm2/s) and c - 0(105 cm/s). For typical frequencies in the megahertz range,
Xa _ 0(10-2 cm); consequently, Re - 0(105). In any practical system of interest, XA is lim-
ited by the finite size of the system; typically XA < 0(10 cm). Hence the inequality
Re >> Xa/Xs is easily satisfied.

Finally, terms such as ,uV2 V5 , which would appear in (146), can be ignored if C5X5/v >>
1. This dimensionless quantity is the Reynolds number appropriate to the surface-wave field.
For long wavelengths (of the order of 10 cm), this Reynolds number is much greater than 1,
for fluids of interest. At short wavelengths (of the order of Xa), it is of the order of 10.

Thus viscosity will affect neither the first-order acoustic quantities nor the low-frequency
second-order acoustic quantities. Its only practical effect is to induce small viscous forces in the
surface-wave field.

5.4 Transfer Function For Levitation of the Liquid Surface

It is now possible to calculate the form of the transfer function for the liquid surface. To
do so, (140) is used, which is repeated here in the form

Pus + pugh5 - YV 2h = (<P 2 a> + Pu< (via * e )2>) Rect (2/At), (154)

with Pu being the equilibrium density of the imaging fluid. It was shown earlier that the radia-
tion pressure vector P, at an arbitrary surface with outward unit normal n is given by
Pr = (<P2 a>n + pO<vla Via n>) Rect (t/At). At the liquid surface n = ez, so that the
right-hand side of (154) is Pr * n = Pr, the radiation pressure. This shows that levitation of the
liquid surface is caused by the radiation pressure, as was anticipated in the paragraph following
(91) in section 4.

From the acoustic boundary condition Pla = 0 it follows that P la = 0 at the liquid sur-
face, and from (118) <P2 a> = -Pu <Via V Vla>/2 there. Also, the fact that Pla = 0 implies
that every incident compression wave in the acoustic field is reflected as a rarefaction wave and
vice versa. This causes the y component of via to vanish at the liquid surface, which makes
(via . ez) 2 = Via . via there. Consequently the radiation pressure at the liquid surface is just
(1/2)pu< vZ> Rect (t/At), or (I/ 2 )pu< (vz + V') (v' + v,*)> Rect (t/At).

The transfer function will give the levitation of the liquid surface due to a temporal pulse
of radiation pressure of duration 2At having spatial frequency 7 = 27rq. Recall that the liquid
surface is the top of a thin layer of imaging fluid of thickness d; the bottom of this layer is in
contact with a thin membrane whose properties were analyzed in section 3.

As long as the levitation of the liquid surface h, is much larger than the displacement of
the membrane, it is possible to assume that v,- e, = 0 at the membrane (z = -d). It will be
shown in section 5.6 that

s >> (vs * ez) Iz=-d (155)

for XA < 0(1 cm). At these short wavelengths the exact solution for hs, accounting for mem-
brane elasticity, is essentially the same as the value of hs calculated using the rigid-membrane
boundary condition vs * e, = 0 at z = -d.
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To calculate the response of the liquid surface to a pulse of radiation pressure, it is neces-
sary to solve the equations

V2,45 = 0 (156)

and

P5 + Pups + Pupgs = 0. (157)
The Laplace equation (156) is the form assumed by the mass conservation equation (150) for
irrotational flow, or v, = Vk 5 . Equation (157) is the linearized Bernoulli equation, the first
integral of the linearized momentum equation (146) for inviscid flow. The boundary conditions
(for liquid surface of infinite lateral extent) are

_Puks - pughs + yV 2hS =-ro Z = 0, (158)

Z =-hS, z=0, (159)

and

-0 , z=-d. (160)
az

As a solution of the Laplace equation (156) let

z(Y t) = f f A=(, co) e'Y {cosh [i (z + d)]} e-i@' di daO, (161)

which automatically satisfies O/slaz = 0 at z =-d. To satisfy aosl/z = hs at z = 0, set

h,(y, t) =-ff (X/ic) A(, co) (sinh i d) e"nY e-iwf d- da. (162)

Taking the Fourier transform of the boundary condition (158) with respect to time and
space variables gives

[-Co2 cosh -qd + (pug + Y7 2 ) N sinh WA hs(G, CO)

=2 (At) ir(X) (sinc COAt) eiw'O sinh 'd. (163)
Pu

Here the radiation pressure has the Fourier integral representation

P,(y, t) = 2At ff F',() (sinc coAt) eiwAt eiy e-Ot dn da. (164)

Using h, =-(iVICo) A and co., = (pug + y 2) (I/Pu) tanh d leads to

2)i, (r' 0)c ,2A t (sinc COA t) ei'A (165)
(pug + y 2 ) ( 2 + O 2)

with inverse transform

h5 (&, t)= WV c 1 sin co 19t ED Rect (t/At), (166)
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where E denotes temporal convolution. This can be put in the form h (n, t) = H 7, t) j, (7),
where the transfer function H7(, t) is

HG7, t) =S sin wS7t D Rect (/At)(H t) = P~~~~~~g + Y~~~~2 (167)
pu~g + 777

For the general case where the radiation pressure has many spatial frequency components,

h,(y, t) = H(', t) ji,(r) ei"ydi (168)

or, using the convolution theorem of Fourier analysis,

hs(y, t) = H(y, t) ®D p, (y). (169)

It was shown earlier that

PI = 4 P[l 2+ I2 + 21 Vl I V,I cos(xo-X,)] Rect(G/At). (95)

Recall that v,, is the particle velocity at the liquid surface, due to the object's focused acoustic
image, and vz is the particle velocity at liquid surface, due to the reference beam. Note that
v,, and vz are first-order (in Ma) quantities and are given by (93a) and (93b), repeated here
for convenience:

vaz = IV, le ixo e lwOat Rect(i/At) (93a)

and

v, = I VIe Xr e I(at Rect(t/At). (93b)

It is convenient to let

Pr.= 4p [IVI2+ IVA2+21VlI I lIcos (X-X,)I (170)

The first term on the right-hand side is the radiation pressure at the liquid surface if only the
focused acoustic image is present. The second term is the radiation pressure if only the refer-
ence beam strikes the surface. The third term represents the interference of the focused acous-
tic image with the reference beam. This term can be decomposed into two components, Pr, and
P,,; Pij contains information about q 1, the focused acoustic image, and Prc contains information
about 5r1, the complex conjugate of qil. The surface levitation hi, due to Pr,1 can be calculated
from

hi (y, t) = H (y, t) ED Pi (y)S (171)

In the spatial frequency domain (171) becomes hiGj, t) = HI(, t)Pi(,), which has the black-
box representation shown in Fig. 17. H(G, t) is represented by the convolution

CO' sin Coz, t (D Rect (t/A t), followed by multiplication by 1/ (pug + yN2).

5.5 Transfer Function as Modified for a Slightly Viscous Imaging Fluid

The transfer function (167) predicts that the liquid surface will oscillate forever when
struck by a pulse of radiation pressure. A more realistic transfer function must account for the
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Pr (7) Rect (a/At) h. (, t)

n~~~~~~ (33 sin wn tc 

j/ (p, g + Y A2)

Fig. 17 - Transfer function for the liquid surface when viscosity is negligible

action of viscosity, which has been neglected to this point. It was shown previously that for
gl/(pocX 0) << Ma viscous effects are negligible in the first- and second-order acoustic mass
and momentum conservation equations. Recall that pocX a/i, is the acoustic Reynolds number.
However, the Reynolds number poC5 X5 /p. associated with the surface-wave field can be much
smaller than the acoustic Reynolds number. Hence viscous effects will first become significant
in the surface-wave field.

The stress-strain rate relations for a viscous fluid are [11]

05z =-P + 21 ez (172a)
az

and

IavY + 0V- l; (172b)OZ z ayJ

here v, = v- ez, etc. Since there is no shear stress at the liquid surface, there will be an addi-
tional boundary condition

avy + Iv- = (173)

a z ay

to satisfy at z = 0. In addition the vertical momentum balance becomes

PI P,- aa2 h + 2A p.VZ (174)

Finally the no-slip boundary condition at the bottom of the minitank is

V,= 0, z = -d. (175)

An analytic solution for the motion of the imaging fluid can be obtained for slight viscos-
ity when d -(, following Lamb [11]. The motion will be approximately irrotational, so that
v5 = V470 + curl A, where it is expected that 1Isl << 0,. If two-dimensional motion is
assumed, Pt, = qT5e,. Since V * (curl P') -0, the mass conservation equation remains
V72r0 = 0. The momentum equation becomes

V(pk.u + P5 + p,,gz5) = -curl (Pu,+ - A.V2qP). (176)
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For approximately irrotational motion, let the relation between 0rf and P5 be
PA + pgz, + P5 = 0, as in the case of inviscid flow. Then the momentum equation gives

5= VV2P5 (177)

for v = Al/Pu, the kinematic viscosity.

Assume solutions in the form

45= ff A 7 , C) e7 e'Y e-iwt d'dCO (178)

and

= ff B( o, A) en ez Y e idt d dCO, (179)

where to satisfy (177), m2
= h2 -iCO/v. The boundary condition of zero shear stress gives

BG7 C)_ -2h vt
AG7, CO) 1CO+ 2N2v2 (180)A (.£ i + 2n1

For slight viscosity, CO is 0(cO), and CO >> 27%'. Hence B << A, allowing boundary condi-
tion (174) to be written as

_pU0, - pugh,- 2A0,5 ,. + yhy, = -Pr. (181)
The relation k,5z = h5 at z = 0 gives

h - f r CO) e"'Y e-i' dhdC. (182)

The Fourier transform of the boundary condition (181) gives

Pr 2(

Prs ,O 7OCO (183)
p, = + 2 - 2iCO2V + Co 1

Taking the inverse transform with respect to CO gives

h(in, t) =-1 2 | X|e-22 Gt Ie Rect (tIA01| (184)h h )= P' +Y2 (COJ sin co,,t ~ ,tJpug + ynAs
where (CO')2 = CO

2 - (2ih2V)2. For slight viscosity, CO, a,), and the transfer function becomes

(, t) Oe e-2t 2e t sin CO,1t tD Rect (6/At)
H (h, t) p=,g+ _/h2 (185)pug +7

The case of finite depth is more complicated, and it becomes necessary to numerically
integrate the governing equations. This was done by Pille and Hildebrand [2] for a minitank
with a rigid bottom. The resulting transfer function is the same as (185), except for shallow
depths, defined by dh < T/2. In this case they found by numerical analysis that

HG7, t) = e q X sin GCOt t Rect (6/At) (186)

(pg + yn2)p
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where

/ = 1-q2 ,

q = 2 tkj / 712~ (tanh x d)E,
V' ~pu(plg + yr2)

and

= -2.3, do < 7r/2.

Pille and Hildebrand [2] observed that, based on their numerical results, the criterion
, >> » 2V which has been used to define the fluid as being slightly viscous may be too restric-

tive. That is, the transfer function for a viscous fluid may be adequately described by (186)
even if wCO , 0(27 2 v) . They also observed that the addition of the factor (tanh id)-2 3 in
(186) gave a good fit to their numerical results for depths as small as 0.02k,, where XA = 27Trl1.
They did not perform any numerical analysis for d < 0.02X,. Furthermore they state that
(186) may be invalid for small it.

A typical plot of H(i, O for a given value of X is shown in Fig. 18, taken from Pille and
Hildebrand [21, where HN = l/pug. It is seen that good agreement exists between their numer-
ical results and (186). Note that the surface levitation decays with time due to the effect of
viscosity.

2

P =0 X =O0.20 cm
1.5 r d/Xs 0.258

/'= 159 HN/cm
P= 1.79 g/cm'

1 V= 0.039 cm'/s
q = 0.147

W\ = 505 rad/s

I .5 0 0 2wI I t3.86

z
I- 

Fig. 18 - Response of the liquid surface to a pulse of radiation pressure having spatial
frequency 27r/X,. This figure is taken from Refs. I and 2, by permission.
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A plot of H(', t) with time t as the parameter and i varying is shown in Fig. 19, also
from Pille and Hildebrand [2]. Here the minitank depth d is greater than XA/4 for the spatial
frequencies considered and, by definition, dB = 10 loglo(H/HN). The curves were terminated
at the point at which H(6, t) becomes negative. Note that for any given time t, there exists a
band of spatial frequencies for which H(', t5) is approximately constant. At this time the
liquid surface faithfully records the corresponding spatial frequency components of the focused
acoustic image.

10

a
zI

II

71 (rad/cm)
100 1000

Fig. 19 - Transfer function for the liquid surface as a function
of spatial frequency, with time as a parameter. The surface is
subjected to a pulse of radiation pressure; the minitank depth is
effectively infinite. This figure is taken from Refs. 1 and 2, by
permission.

Figure 20 shows the behavior of the transfer function for a finite depth (d = 0.015 cm).
It is seen that the effect of finite depth is to reduce the magnitude of H(&, t) at low spatial fre-
quencies.

In the preceeding two figures the pulse duration 2At has been finite. Figure 21 shows
H(i, t) for At -CO, that is, for continuous excitation of the liquid surface by radiation pres-
sure for t > 0. The figure clearly shows that the liquid surface experiences an increase in
response to the lower spatial frequencies when excited by a step function of radiation pressure,
as opposed to a pulse. However, it was shown by (105) that the spatial frequency components
in the acoustic image have been upshifted by tr due to the interference of the acoustic image
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X7 (rad/cm)

a
-o
zI

Fig. 21 - Transfer function for the liquid surface

subjected to a step function of radiation pressure

(At = cc); the minitank depth is finite. This

figure is taken from Refs. I and 2, by permission.

-

z
1-1I
II

Fig. 20 - Transfer function for the liquid surface

as a function of spatial frequency, with time as a

parameter. The surface is subjected to a pulse of

radiation pressure; the minitank depth is finite.

This figure is taken from Refs. I and 2, by per-

mission.
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with the reference beam cr cc Ar exp (i',ry). For Or greater than approximately 10 rad/cm the
steady-state value of HI(, t) in Fig. 21 is not constant, which will cause distortion of the
image.

Hence better image fidelity is obtained by subjecting the liquid surface to a train of pulses.
Recall that only those spatial frequencies in the bandpass 1is < em are passed by the acoustic
lens system. Since the reference wave upshifts these frequencies, the surface must record fre-
quencies in the band -7m + Or <• 7 < Or + 71m. The previous figures show that there exists a
time t, after the initiation of the pulse when H(i, t5) is approximately constant in this band of
spatial frequencies. It is at this time that the liquid surface is sampled with a short pulse of
laser light. Since the levitation damps out due to viscosity, the surface will eventually return to
its quiescent state. Then it can be subjected to another pulse of radiation pressure and, after
the same time delay t5, again sampled with laser light. This process is repeated with a repetition
rate such that a flicker-free optical reconstruction of the acoustic image can be formed.

A typical sampling rate is 60 Hz. It is of interest to determine whether the liquid surface
has returned to its undisturbed state 1/60 second after being subjected to a pulse of radiation
pressure. Let the response to Pj(7) be hk, and assume 7720 rad/cm, or XA - 0(0.1 cm).
The transfer function for levitation of the surface is given by (186). Let the minitank depth d
be of the order of 0.1 cm; then the damping factor e in (186) becomes e-271vt since
'd > T/2. Assume Freon E-5 to be the imaging fluid, so that y = 160 AN/cm, v = 0.04
cm2 /S, and Pu = 1.8 g/cm3 . For 2At = 10-4 s it is found that CO sAt << 1; hence for t > 2At

CO,} e-27Vt sin /3CO,1t D Rect (2/At) = 2wo,1At e-2q Vt sin co 71t. (187)

Let t1 be the time at which a new pulse of radiation pressure is applied. Then from (186) the
levitation of the surface just prior to the application of the pulse is

- ~~~2 P,.67 -2~2,.t

h1 (', t1) = - + 2 co ,1At e sin a),1tl. (188)
Pu.g + V77

In order for t 1) t)- 0, it is necessary that e2~ 2vtt X 0 or 2n2 vtl >> 1. For
t = 1/60 s, 2412vtl 0.5 for it = 20 rad/cm; hence h1(i, t1) has not decayed sufficiently when
the next pulse of radiation pressure arrives at the surface.

Two options are available to make hj(i, t1) - 0; either the spatial frequency can be
increased (by increasing the acoustic frequency for example) or the minitank depth can be

-2h2t
decreased. Suppose that 4},100 rad/cm; then e 71 -' 0 and hi(6, t1) - 0. If i is still 20
rad/cm but d is decreased to the order of 0.01 cm, then dj < 7r/2 and the damping factor
e q X in (186) becomes exp[-2 /2vtl(d)-2 3 ]. The argument of this exponential is of the
order of 10, so that h(, t1) - 0.

5.6 Levitation of the Liquid Surface Accounting for Membrane Elasticity

It is necessary to justify the use of the rigid membrane boundary condition (160) which
was used in calculating H(i, t). To do this, consider the response of the system composed of
the imaging fluid, membrane, and object-tank fluid to a pulse of radiation pressure. The
object-tank fluid is assumed to be semi-infinite (to extend to z =-co). For simplicity, viscos-
ity is assumed negligible.
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The boundary condition at the membrane is given by (66) with the subscript I referring to
the lower (object-tank) fluid and the subscript u referring to the upper (imaging) fluid. The
boundary condition can be rewritten as

2pMb(i'a + iw) - T a22 (W, + W5) = -AP1a + AP2a + AP, + APO(Via ' e,)2]. (189)
ay 2

Here APa is the jump in first-order acoustic pressure across the membrane, AP2a is the jump
in second-order acoustic pressure, Apo is the jump in equilibrium-state fluid density, and
AP, = Psu - P5 , where P51 is the pressure induced in the object tank by low-frequency mem-
brane motion and Psu is the corresponding pressure in the minitank. Since the displacement wa
caused by APia is calculated from (68), the boundary condition (189) reduces to

2pmbws - T - = -(AP, + APs)z=-d- (190)
ay 2

The membrane deflection w, is measured from its static equilibrium position. In accordance
with (90) the radiation pressure at the membrane AP, is given by

AP, = [<AP 2 a> + (ApO) <(vla * e,) 2 >] Rect (2/At). (191)

The linearized Bernouli equation gives

Ps/ = -p/41 -p 1gZ (192a)

and

Psu =-Puu - pugzu. (192b)

The velocity potentials (Du and 4F, for the imaging and object-tank fluids are governed by the
Laplace equations

V2 4)u = 0, 0>2 > -d, (193a)

and

V24, = 0, z < -d. (193b)

In addition the boundary condition at the membrane is now

a___ - as' = wS, z = -d. (194)
az az

Finally it is necessary to satisfy the following boundary conditions at z = 0:

-Pu4u-pughs + y a P (195)

and

(196)

To satisfy the Laplace equations, let

4) = f f [A (&, CO) sinh 'jz' + B (, C) cosh { z'] e"'Y e-iw d4 dw (197a)
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and

(DI = ff C=7, CO) e'1Z e'iY e-1 da dCo. (197b)

Note that z' = z + d. Furthermore set

w,= ff W7, C) e"sY e-"t didco (198)

and

h,= ff h (G7, Co) e"nY e w( d dC. (199)

From the boundary condition O4u//az = z at z' = 0, it follows that A =-iCw 5/r 7. To
match membrane and fluid particle velocities on the plane z = 0, rather than on the moving
surface of the membrane, requires that w5 << 1/f. The boundary condition 6'U/Oaz = as,/az
at z' = 0 gives A = C. The last kinematic boundary condition ha = O'u/ z at z' = d is used in
conjunction with the above results to give

h5 67, CO) =- n (A cosh Ad + B sinh 'd). (200)

Since (tu = A sinh 'd + B cosh nd at the liquid surface, the Fourier transform of boundary
condition (195) becomes

| co tanh Ad + X J A (G, A) + (CO._C 2)B(, CO) = CO) | (201)
tanh Ad PU cosh Ad

In like fashion the boundary condition (190) governing motion of the membrane can be
Fourier-transformed to give

{-2pMbCO2 + [T' 2 + (p-Pu)g]1 w =-iC(puDu - p) - AP,. (202)

Here the boundary condition 64u/az = 6)11/z = vs has been used as well as the Bernoulli
equations (192a) and (192b). After some manipulation (202) can be rewritten as{CO21 + 2pb + [T2+ (pi/- Pu)g] '/,1 A (7, C)

+ (Co2Pu/Pd) B(G C) = 0 Ap7 co). (203)
PI

Let

COr, = [(Pi - Pu)gt + Tl 3]/p1', (204)
in which

pI'= Pi + 2 pMb7, (205)

and let

PR = Pu/PI'* (206)

Then the boundary conditions governing the motion of the liquid surface and of the membrane
can be combined into the matrix equation
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I|,,2 t nhd |(_2 +pZ, ||P, cosh nd|
I-)tanh id + tanh =d J + i[ (207)

(CO)2 + C) 2 2 )AP,
in ~~~CO PR II

Consider the magnitudes of the frequencies CO,, and co,, for typical values T-
0(10 N/cm), y - 0(100 /iN/cm), d • 0(0.10 cm), and PM, Pu, and pi all of the order of
1 g/cm3. Assume ,^2 > O[(pi - p,)g/ T] for stability of the system; otherwise, if pi - p, is
negative, the membrane (and upper fluid) will sink. For the values quoted above, this requires
72 > O(10-3 rad2/cm2). Then CO >> » CO2 for X >> 10-2 rad/cm. Physically this means that
the membrane is much stiffer than the liquid surface. The determinant of the matrix equation
can then be approximated by at-co4 + CO2 (CO)'2W - w,(6CO') 21 where (cO' )2 = Co,'/a and
a = PR tanh '^d + 1. Cramer's rule can be used to solve for A and B, which are then substi-
tuted into the appropriate expressions for hI and wv. Taking the inverse transform with respect
to co gives

- P,('i, t) OE co, sin co,,t + 7 | t) t sin co2 nt C C
h5 6, t) = r EDit) I 2 sin (

Pug + 'Y aPI( 1C,? cosh hd co, 

-Apr(7 ) [ sin C'rt - sin co (208)
cosh 'd Cm |

and

j, t) = _ iAPr(j, t) G sin COwt + 1
apIC its ap;CO; cosh hdJ

X {Pr7(, t) E [sin co' t - sin cot]. (209)

In the preceding, the inequality (CO;n/C9O,7 )2 tanh id >> 1 has been used, which is valid for
712 >> 10-3 rad 2 /cm 2 .

The first term on the right-hand side of (208) gives the surface levitation for the case of
the rigid membrane, as comparison with (166) shows. The remaining terms arise because of the
coupling between motion of the membrane and motion of the liquid surface.

The coupling term

-7- I P,.(r7,t)O C 7 sin COwt]
(ePeap) m Ie W ll

will become negligible compared to the rigid-membrane surface levitation term if

W°m 12 tanh hd >> 1 (210)
~CO,1J PR

The inequality is easily satisfied at large depths and/or high spatial frequencies. For low spatial
frequencies and small depths it may not be satisfied. For fidelity in recording the acoustic
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image at the surface, it is desirable that the spatial frequencies in Pj(.7) be large enough so that
coupling terms are negligible. This will place a lower limit on 'a,. Hence it is of interest to
determine the smallest spatial frequency range for which the above inequality is satisfied. For
the values of T, Pu, PM, d, etc. that were quoted, the inequality is satisfied if the order of 72 is
much greater than the order of 10-3 rad2/cm2.

Similarly the coupling term

1 I , 1 P,7, t)0G sin omt

laP;COIJ cosh 2 d

will be negligible if

CWm 12 tanh Ad Icos Ctrn(t - 2At) -cos Cos nt (2
I I~~~~ » 1 (211)

1Co, J PR CosC O,1(t - 2At) -cosCO 7t

For &1 - 0(10 rad/cm) and d > 0(10-2 cm) the system parameters give free-vibration fre-
quencies COw of the order of 100 rad/s. Typically the pulse duration 2At will be of the order of
10-4 s, so that cos CO,(t - 2At) - cos COt - 0(w 19At). Likewise, COm - 0(104 rad/s), so
COS CWm(t-2At)-CosCO t - 0(1). The left-hand side of the inequality then is at least of the
order of 100, so that the inequality is satisfied. If N is decreased to the order of 1 rad/cm, then
the left hand side is of the order of 1, and the coupling term is no longer negligible.

The coupling term

J ,} AP,(7, t) G sin CO,t

W, cosh 'd

is negligible if

~r(COr I sinh 4,d >> 1. (212)
AP, C1J PR

It is shown in Appendix C that AP, < O(Pr) when 1Pu - pAl O(p,). Even if Pu - p 1I is
much less than pI, AP, still may not be negligible, due to the discontinuity in <P2a> caused
by the presence of the membrane; however, AP, will still be of the order of P,. at most. Hence,
as in the case of (210), the inequality above is satisfied for ,2 much greater than the order of
lo-' rad2/cm2.

The remaining coupling term

-AP,(', t) ® sin COmt

cosh Ad

is negligible if

P,_(_ t) _| sinh Ed cos CWm(t - 2At) - Cos Cnt » 1. (213)
AP,(h, t) wCO,1J PR CoCOs tb(t - 2At) -Cos C int

Since APr < O(P,), this is satisfied if inequality (211) is satisfied; hence, for the values of
T, y, Pu, PM d, etc. cited previously, fh must be at least of the order of 10 rad/cm.
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At first glance it would seem that, since w 2m >> CO
2 the coupling terms should always be'1'

negligible. However, the rigid membrane levitation term is analagous to the response of a
mass-spring oscillator driven by the motion of the base to which it is connected. The base-
motion input is an impulse of duration 2At. Since Co At << 1, the response of this low-
frequency oscillator becomes smaller as 7f decreases.

Conversely the coupling terms become larger. For instance the coupling term

.fR.. r P,(7, t) G sin co,', t
ap;CO, | cosh 2 d

is analagous to the response of a high-frequency oscillator (CO,,>> COz,) driven by a pulse whose
duration is of the order of the oscillator period: At - 0(1/Co,,). When i1 - 0(1 rad/cm), the
responses of the low-frequency and high-frequency oscillators are of the same order of magni-
tude.

In like fashion, it can be shown that h5(&,t) >> »i 5 (, t) for i > 0(10 rad/cm); that
is, the membrane appears rigid at these spatial frequencies, as compared to the liquid surface.
This justifies the use of the rigid membrane boundary conditions (160) and (175) used in calcu-
lating the transfer function for inviscid and slightly viscous fluids respectively. Since
As = 27r/7j, the transfer functions (167) and (186) are valid for wavelengths of the order of 1
cm or less.

Recall that, from section 4, P,(7, t) consists of four terms:

PrI7, t) c[c 1 (7) ® d�i(77) + br(7 ) @ ', (6)

+ q,
1

( 7 -77r) + qtj(7̂  + 77r)] Rect (2/At), (214)

where kl(77), the minitank transfer function calculated in section 3.1, is assumed constant over
the bandwidth of interest. qkl is the velocity potential in the focused acoustic image, r, is the
velocity potential in the reference beam, and 71, is its spatial frequency in lines/cm.

The term ,1(77 - 7r), or its downshifted complex conjugate -(71 + 71,), will be used
when the acoustic image is optically reconstructed. All spatial frequencies in these functions
should be at least of the order of 10 rad/cm; recall that 71 = 21r77. Because of the cutoff due to
the acoustic lens system, t'I(^7 -77,.) will occupy the bandwidth -71m + 77r < 77 (< qm + 71r,

where 7qm is the maximum spatial frequency passed by the lens system. In section 2.1 it was
pointed out that if a is the lens radius, XI is the acoustic wavelength in the object tank, and D2
is the distance from lens L2 to the liquid surface, then 77m = a/X1 D2 . This assumes L2 is the
limiting aperture. Also, 79, = (sin 0,)/XA, for 0, the angle between the acoustic axis and the
direction of the propagation of the reference wave. Since it is desired that 77m + 77, be at least
of the order of 10/27r lines/cm, the reference beam must be inclined at an angle such that

sin 0, > 2 + . (215)
2i7r D 2 .

For an operating frequency of 5 MHz in water, and assuming a/D 2 = 0.3, the above requires
O, > 200.
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Terms such as qpl(7,) ® gplG7) in (214) will contain spatial frequencies lower than 10
rad/cm, as shown by Fig. 15. In calculating the liquid-surface response to these components of
P,., the transfer function (186) cannot rigorously be used, since h,67, t) is given by (208).

Some simplification in (208) is possible at low spatial frequencies (of the order of 1
rad/cm), if AP, << P,.. Now

AP,. = <AP 2 a> + <(Apo) (Via * e7)2 > (216)

and

<AP 2a> = <A [ 121> - <A(POVia Via)>, (217)

where < AP 2 > is the jump in the time average of P2 at the membrane, etc. Suppose that the
imaging and object-tank fluids are the same; then <(Apo) (via -e 5)2> and <A(POvla ' Via)>
vanish. Equation (68) shows that APj2- 0[(2pMbC2Wa) 2]; furthermore, wa - 0(hia),
where again hia is the liquid-surface displacement predicted by linear acoustics. Consequently,
for system parameters quoted previously,

APa << P, (218)

Po2

if (Pu/PM) 2 >> (47rb/Xu)2 . For PU/PM - 0(1), the inequality is satisfied if the membrane is
"thin"; that is, if b << xu. Then, for t > 2At and 77 - 0(1 rad/cm),

W7o At sin co 7t BAt sin 0 Mt
h56(, t)0 i(ij) { + mt, (219)

Pug (0~MP; 

where the first term in parentheses is the form assumed by (166) for small co 1. If
d - 0(0.1 cm) then the first term is 10 times larger than the second; if d - 0(0.01 cm), they
are the same order of magnitude. Note that, even if APr= O, h5 0(10 ;ii) for
d -0(0.1 cm), and h5 - 0 G5 ) for d - 0(0.01 cm).

Another factor to be considered is the finite lateral dimension of the minitank. In reality
spatial frequencies lower than 7Ir/R, cannot exist, for R. the minitank radius. (This assumes a
reflecting minitank wall. For a perfectly absorbent wall n can approach, but not equal, zero.) In
fact the analysis of this section must be restricted to spatial frequencies much greater than
iT/R,. The analysis of the oscillations of the imaging flui I contained in a finite minitank with a
flexible membrane is rather complicated and will not be Attempted here. The case of the finite
minitank with a rigid bottom is considered in Appendix D.

5.7 Upper Bounds On Radiation Pressure and Mach Numbers

It was pointed out earlier that I ku -k, I w must be much less than 1, so that displacement
of the membrane causes negligible degradation of the acoustic image. Now w = Wa + W5,
where wa is the displacement due to first-order acoustic pressure acting on the membrane. For
subsonic flow th'e particle displacement in the acoustic field is much less than xa. Since there is
continuity of displacement at the membrane, wa must also be much less than xa. Hence, it is
necessary only to determine whether I ku - kI w5 << 1. Obviously, if the imaging fluid is the
same as the object-tank fluid, the inequality is satisfied. The more interesting case occurs
when; for example, Ik, - k1I - 0(k,).
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From (209) the order of magnitude of is(7, t) for i1 > 0(10 rad/cm) is given by

i67V, 0t - 0 lP(u,)2l. (220)

Here previously cited values of T, y, PM, Pu, d, etc. have been used. Suppose that P,. has one
dominant spatial frequency T. Then, if w, is to be much less than 1/1k, - k11, it is necessary
that

P;(CWrn)2

PI. < . (221)
~J~k, - k1l1

Assume that P,. is due to the interference between beams emitted by the object and refer-
ence transducers and that the average intensity in each beam is of the order of 10 mW/cm 2 .
Furthermore assume that each transducer has a pulse repetition rate of 60 Hz and a pulse dura-
tion of 10-4 s. The peak intensity in each beam is then of the order of 1 W/cm. For a plane
acoustic wave Pr = 21/c, where I is the acoustic intensity [7]; consequently P. - 0(1 mN/cm2)
for this example.

Let to - 0(100 rad/cm), which corresponds to an acoustic frequency of 5 MHz in water
and 0,-30° O If the imaging fluid is Freon E-5 and the object-tank fluid is water, then
AU = 0.47 XI and 1/Iku - kI 0.005 cm. The inequality (221) is easily satisfied, since the
right-hand side is of the order of 100 N/cm 2 and Pr is of the order of 1 mN/cm2 .

Suppose P,. has a dominant spatial frequency component which is of the order of 0.1
rad/cm; this would correspond, for example, to radiation pressure in the reference beam and in
the acoustic image as given by the first two terms in (95). Then CO;nAt << 1, so that in (209),

Pr(7, t) G sin co;wt = Thr(&i)At sin co;'t

for t > 2At; consequently

TV 0 o tP, 1- (222)
PICOm

In order that Ik, - k, I w << 1, it is required that

71 < A tlIk,, - k!I (2 23 )

Using previous system parameters, the right-hand side is found to be of the order of 0.1
N/cm 2 , so that a radiation pressure of the order of 1 mN/cm 2 is again found to be permissible.

Comparison of inequalities (221) and (223) shows that the latter is more restrictive. It is
interesting to rewrite (223) in terms of Mach numbers in the object and reference beams. Let
V, - 0(cM') and V, - 0(cM,), with V, and V, being the magnitude of the vertical particle

velocity in the acoustic image and reference beam respectively and M, and M, being the
corresponding Mach numbers. Use of (98) and (99) allows the inequality (223) to be rewritten
as

M,2 + M,2 << P ^At~k -k
1

1 (224a)
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or

M0
2 + M?2 << 10-5

for system parameters cited previously.

If the object tank and minitank are filled with the same fluid, then every plane wave
incident on the membrane with a given spatial frequency will be transmitted with the same spa-
tial frequency, regardless of the magnitude of w,. At first glance it would therefore appear
advantageous to use identical minitank and object-tank fluids.

Suppose that both tanks are filled with water. Then Figs. 12a and 12b show that multiple
internal reflections in the minitank can distort the acoustic image. Also, Figs. 22 and 23, taken
from Ref. 2, indicate that HI(, 0 is constant over a smaller bandwidth for water than for
Freon E-5. Consequently it is difficult to determine whether any advantage can be gained by
using water as an imaging fluid as well as the object-tank fluid.
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Fig. 22 - Transfer function for the liquid surface
(water) subjected to a step function of radiation
pressure (At= o); the minitank depth is
effectively infinite. This figure is taken from Refs.
I and 2, by permission.
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Fig. 23 -Transfer function for the liquid surface (Freon E-5)
subjected to a step function of radiation pressure (At = -o); the
minitank depth is effectively infinite. This figure is taken from
Refs. 1 and 2, by permission.

It is also interesting to estimate the bounds on the permissible Mach number such that
the liquid surface responds linearly to a pulse of radiation pressure. Recall that for linearity the
term po(v, . e,) 2 in boundary condition (136) was neglected on the assumption that V, << C5

or, equivalently, h5 << x, From (168)

hs- S H(Gj, O Thr(j) e"wi An = S hj(y, t; 'h), (225)

where AT is small enough so that H(7j, t) prGO j) constant in the interval (Gj- AN,
r 1j+ Ai). Since xA varies with spatial frequency and hj(y, t; nj) is the displacement of the sur-
face due to Pr(,7), it is necessary that h, << 2«T/j.

Consider the case - 0(71r); then air - Pi, the radiation pressure due to interference
between the focused image and the reference beam. From section 4,

Pri = PuYb V V0 (N 1) G sinc (flYb) (226)
4

for Vr(y) = V Rect(y/yb) and '1t = - 'r. This shows that Tr will be constant over an incre-
ment Ar - O(1/Yb) due to scanning by the sinc function. Let M, be the Mach number in the
reference beam and MA be the Mach number in the acoustic image. Then I Vr - O(cuMr) and
VM067) < 0(CuMoYb).
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The latter follows from the definition

21T V0 7), = f V0 (y) e-"Y dy; (227)

assuming V0 (y) = cMAlf(Y) Rect(y/yb) and applying the mean-value theorem of integral cal-
culus gives

V067) = 2cMAlf(y') ybe iBY'. (228)

Here -Yb < Y' < Yb and it is assumed that f(y) is continuous in (-Yb, Yb). Since f(y) -
0(1), f(y') - 0(1) at most, so V 0()) < O(CAMlyb).

Assume that 71m >> l/Yb; then in (226)

Yb sinc (mIob) ED V0 67) - 67k), (229)

so that Pri O(puc, y6 Mol4). From (225), hj(y, t; r) is given by H('j, t) PTj(j) eit~jin.
H(6j, t) is obtained from (186) by replacing X by nj, etc., so that

-~ f, 't) 1 |jAt tanh 'jd
H 671 , tO -- 0 I 1 (230)

It is assumed that COjAt < 0(1). Recalling that A1 -~ O(l/Yb) and using all the preceding
results allows the inequality hj << 27r/&1j to be rewritten in the form

4 C5

cUr~ tanh ajdd23a

Let the imaging fluid be Freon E-5, so that Pu = 1.8 g/cm3 and cu = 0.7 km/s. It can be
demonstrated that C -30 cm/s when, for example, 4 =i100 rad/cm and d - 0(0.1 cm). For a
typical At - O(10-4 s) the inequality (231a) becomes

MoMr << o-,. (231b)

Let 7j - 0(0.1 rad/cm). Then Or J' b, the radiation pressure which gives rise to the
bulge of the liquid surface; see Equation (100). An analysis similar to that performed gives

P,b(6) - O[pucuyb(M?2 + M,2)/4]. (232)
The inequality hi << 27r/rj is satisfied if

M'2 + M,2 << 4 C4 (233a)

cUz~ tanh njd

With use of the values of At, d, etc. that were quoted it is found that C5 - 0(10 cm/s) and

MA2 + MA2 << 10-2. (233b)

6. OPTICAL RECONSTRUCTION

6.1 Transfer Function for the Optical System

It has been shown that hi, the surface levitation due to Pj, contains information about the
focused acoustic image. This information is extracted and displayed optically by illuminating
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the liquid surface with a laser at the sampling times t = nt,. Recall that h167, t) =

H67, t)P,(.) and that H(6, t5) constant over the bandwidth X ,n- im < X< ( , + 'm

The surface levitation modulates the phase of the reflected laser light and hence acts as a phase
hologram.

In addition to hi the surface levitation is also made up of hc, the complex conjugate of hi,
as well as hb, the liquid surface response to Pb. Recall that Pb is the sum of the radiation
pressures in the reference beam and in the focused acoustic field. Since h, = hi + hr + hb, it is

desired to eliminate the phase modulation of the laser light caused by hc + hb. Otherwise,
upon optical reconstruction, there will be interference between the image, its conjugate, and
background noise.

Let the liquid surface be illuminated with collimated quasimonochromatic light at normal

incidence at t = nt,. The reflected light passes through an optical train (Fig. 24) consisting of
lens L3 one focal length above the liquid surface, a spatial filter (pinhole) placed in the back
focal plane of L3 , lens L4 placed so that the spatial filter is in its front focal plane, and a ground
glass viewing screen in the back focal plane of L4.

y'

I SPATIAL FILTER

3 S X REFLECTED LIGHT

REFLECTED LIGHT
f3

My

Fig. 24 - Passage of reflected light through the optical
system. The drawing is not to scale.

The optical disturbance 'I reflected from the liquid surface is the solution to the scalar
wave equation

V 2 p + kL2 = 0 (234)
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for kL = 2 7r/xL, where xL is the wavelength of coherent light. The acoustic velocity potential
0,, also satisfies the scalar wave equation, for wavenumber ku = 2 7r/Xu; 0,, is the field
transmitted through the membrane into the minitank and is given by (76). Since both '4 and
0, satisfy the wave equation, (76) can be used to calculate P by replacing X,, by I, and ku by
kL, which gives

Jb | an t r I r I an dy.

Here k L = (2 7r/k L) (sin 02' e Y + cos 02' e ); compare Fig. 13 and Fig. 25. The optical distur-
bance in the far field can then be related to the disturbance in the back focal plane of L3.

t * ~~~ye

inc

|k inc

SURFACE

r k

n

Fig. 25 - Quantities used in the far-field calculation of light
reflected from the liquid surface

It is necessary to calculate the values of I and OP/On on the liquid surface. The optical
disturbance in the incident laser light is represented by Pi,, = Ae ikLz Rect (Y/YB), where YB is
the width of the laser beam. In the vicinity of the surface the reflected light is of the form

(235)

'4 a Ae -ikLhsR (W0)eikL(z-hs) Rect (y/yB), (236)

where 0' _cos-1 (e, - n) is the local angle of incidence and R (0') is the local reflection
coefficient. For small angles O' = 0 h5 /Oy , with 0h5 /8y < < 1 since it is required that h5 < < X,.
Then R (0') R, the reflection coefficient for normal incidence, and

(237)IV Iz=h, = (1 + R) 'incIz=h,.

Likewise, since alan -a/az for small slopes,

ap = -ikL (1- R ) 4 i'nc, I Z= h.
On z=h,

63

(238)



ALFRED V. CLARK, JR.

The quantities e Lr/r and (0/an) ( e Lr/r) in (235) are calculated from (78) and (79)
by replacing ku with kL. Combining all results gives the optical disturbance in the far field,

where 0; 02

i A eikL Ro

2 Re [1- cos 02 - R (1 + cos 02)]

x Rect (Y/YB) e ikLhs(l+c es02)e-IkLYsin2 dy. (239)

Recall that h, = hi + hc + hb, where hi + h, is the response of the liquid surface to Pi + PC,
and hb is the response to Pb. Since the liquid surface is sampled at nt5 , and Pj + PC is given

by (97),

hi + h =- P. H7,., tI) IV,(y)IV, COS [d'y + X0(Y)]

= hi cos [Ny + X (y)] (240)

Then the optical disturbance in the far field, where cos 02 1, is

T Pc - RA f Rect (Y/YB) e 2ikLhb e 2ikLlhilCOS (irY+xo) e-ikLY sin02 dy. (241)

It is assumed for the moment that hb is constant over the illuminated portion of the sur-
face. There is an identity [7]

-eklics71yx)_I (-i)- J (2kLlhil) el elm (242)

where Jm is the m th-order Bessel function of the first kind. Let Jm(2 kL Ihi1) e imx be denoted

as (m. For 2kLih1I << 1 the Bessel functions have the property Jm(2kL 1hil) 0C(2kL~hi1)1m1, so

that 6m-(Ihijeix)Lml. From (240) 1h11 - JVJI; hence (Ihi eix°)Il m -(IV 0 l eixo)ImI. The

quantity I V,1 elXo is V,; then (m CC' V'm for m > 0 and (m oc (V,)Im for m < 0. Since

SV, x g1 (E1 q 1 , (I contains information about the focused acoustic image, and (-, contains
information about the complex conjugate of the acoustic image. If 1 (7) -constant over the
bandwidth l1q1 < 77m' then en cc (Aqil)' for n > 0 and noc (AWq1 )'In for n < 0, where

A = kL Pu Igi (qr) 12 A, H (7,., t5 ), with A, being the magnitude of the velocity potential in the

reference beam. When kL I hi I is of the order of 1 or larger, e+1 will be an amplitude-distorted
image of qi I; the amplitude is distorted by the nonlinearity of J,(2kL I hi I).

Returning to (241) and performing the integration gives

P c-RyBe Lhb| -in sinc (6nYB)ef0 G(n)j9 (243)

where '1 = kL sin02 and 7 = -n Sj,. since sin02 y'/RO in Fig. 25 and
X, = (2XT/A) sin 0,, the far-field optical disturbance consists of diffracted orders of light An, cen-

tered at yn = (n xL/xI)RO sin 0,. Each of these orders is scanned by the sinc (7,nYB) function;

if 7r/yB<< « , then yB sinc (7 0 yB)E E )n 67,,) n (6n). Recall that '1m is the maximum
spatial frequency passed by the acoustic lens system and yB is the width of the laser beam.
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It remains to relate the far-field optical disturbance (243) to the field in the back focal
plane of the optical lens L3 shown in Fig. 24. Now (14) shows that the field in the back focal
plane of a lens is the Fourier transform of the transmission function of an object placed in the
front focal plane of the lens and illuminated at normal incidence. Obviously the same is true if
the object reflects, rather than transmits, the disturbance.

The far field of a reflecting (or transmitting) object, illuminated at normal incidence, is
also proportional to the Fourier transform of the reflection (or transmission) function of the
object. In the case of the liquid surface (239) shows that the reflection function is
R Rect (y/yB) ekL 5. Consequently, the field in the back focal plane of L3 is proportional to
the far-field disturbance P, which is given by (243). The back focal plane is the y' plane in Fig.
24, and now n = 27r yA/xL f3 , where f3 is the focal length of L3.

A_pinhole is placed at y' = (XL/A,)fd sin 0,, or - (xL/A,)f sin 0,, to block out all orders
except el, or e-1. Since the maximum bandwidth of spatial frequencies in the acoustic image is
1771 < m, the pinhole should have a radius of at least 7qmXLf3.

It should be noted that the spectrum of (2 G2) will have a bandwidth of 417m,_centered at
= + 27,. In order that this spectrum not spill over into the region occupied by el (a,), it is

required that 7, > 37m ., The light field passed by the spatial filter then has the form

'P (y') ax IG+1 (7) e sinc (RIYB)]I Rect (7i/71m). (244)

The light passes through lens L4 and reaches the ground glass in its back focal plane. The
field there is given by the Fourier transform of (244), with appropriate magnification:

Fly I cc|( I Ify"4 |Rect |f YB ED0 sinc 1A 7m| e-i1fyf (245a)

where f4 is the focal length of L4. Recalling that ( l(y) = J1 (2k' I hi I) eixo(Y) and setting
l = -y'f 3 /f 4 allows (245a) to be rewritten as

1P(y0) -a l[1(21 Ii)eX( Rect (yI/yB)| IED sinc (?7myl)I) e siy. (245b)

This is the output of the optical system due to an input hi. With the requirement kL hi << 1
the quantity J. (2kL Ih, I) elx°(Yt) can be rewritten as 2 kLh1. The spatial frequency components
of the output optical field are then given by

'P (X) cc |hi f4 XJ sinc I f4 t 31 Rect 1, ,(246)

where the shifting property of the Fourier transform has been used. Recall that the spectrum
of hi is centered at r,. Hence the transfer function for the optics can be represented as in Fig.
26.
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Fig. 26 - Transfer function of the optical lens system

With the assumption yB >> 1/77, the output of the lens system as given by (245b)
simplifies to

IP(y ) -a (Iy ) ehy I Rect (Y IIYB). (247)
The optical intensity, proportional to ( ( , is viewed by the observer. If kL hi << 1, then the

intensity is proportional to Ig'(Y) ED I (y)12 ; if g 67) constant over 17,1 q 7n, then the
intensity is proportional to l1p12. If the inequality kLh, << 1 is not satisfied, then the image
viewed by the observer is proportional to j12 (A 1 I).

If the pinhole is placed at y' = - , xL f3, the observer views an optical intensity propor-
tional to e-I e_', which is proportional to 1bi12 if kL Ihj| << 1. Hence, the -1 order light
reflected from the liquid surface can also be used for imagery. This is true even if kLh, is of

the order of 1, since K l ' J2 (A 1+,1)

6.2. Nonlinear Optical Reconstruction

In many cases it is unimportant that the optical intensity be linearly related to 1p 1 12. For
instance, suppose the acoustic object is a composite panel with an internal flaw, caused by a
delamination. Then the acoustic transmission function SO will be small at the delamination.
Recall that for negligible defocusing

-fq,# 06 (-h, I JIRect (77r)

where Rect (71/m) is the transfer function for the acoustic lens system, fl is the focal length
of acoustic lens L1, and f2 is the focal length of acoustic lens L2 . Suppose the delamination is
surrounded by a region in which S0 is much larger. Then the optical image will consist of a
bright background with a darkened area corresponding to the delamination, provided that
AI,|II < 1.8. It is only necessary that the contrast between these two areas be detectable by
eye. For visual detection of the flaw it is immaterial whether the observer views an intensity
proportional to 1b,1 2 or to J2 (A I'p1).

Suppose there are regions of the liquid surface where AO, > 1.8. The corresponding
regions in the optical reconstruction will then display a contrast reversal; as the acoustic inten-
sity is increased in these regions (with corresponding increase in 'p1), the optical intensity will
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decrease. This is due to the behavior of J2 (A + I), which reaches a maximum at approxi-
mately A|'p| = 1.8 and then decreases. When A|'p| 3.8, J 2(AI'p1 ) reaches its first zero.
For A Io1 > 3.8, J? (A|',|) increases again; now an increase in acoustic intensity gives an
increase in brightness in the optical image. This will continue until the second maximum of
J2 (A|'

1
|) is passed, when contrast reversal again occurs.

Return to the case of the delaminated composite panel, and let the acoustic image be
idealized by 'p = A - B Rect (y/9) with B < A. Suppose AA is < 1.8; then the optical image
again consists of a bright background with a dark region Iy I < 9. If the acoustic intensity is
increased so that 1.8 < AA < 3.8 and AB is still less than 1.8, then the region IyI > 9
becomes darker as the region Iy I < 9 lightens. If A and B are such that J, (A A) = J, (A B),
then the object becomes invisible. If both AA and AB are greater than 1.8 but AA is still less
than 3.8, then J2 (AB) is greater than J2 (AA). The bad (delaminated) area of the panel now
appears brighter, and the good area is darker. This simple example suffices to illustrate the
perils of nonlinear imaging.

However, in some situations such imagery is either advantageous or impossible to avoid.
Consider, for example, a flaw in or near the corner of a highly attenuative panel. To obtain
sufficient power to penetrate the panel, it may be necessary to increase the acoustic intensity to
a level such that A|' I > 1.8 in that part of the acoustic image outside the panel. Another
situation arises when the panel is made up of alternating areas of high and low transmission.

It is interesting to estimate the acoustic intensity and Mach number which would cause
nonlinear imaging effects such as contrast reversal. One such estimate was made by Pille [1],
who found that the intensity I in the reference beam should be less than 0.2 W/cm2 and that
the object beam intensity 1, should be less than 0.02 W/cm2. This is based on the following set
of assumptions:

* 2At = 10-4 s,

* The imaging fluid is Freon E-5, so that Pu = 1.8 g/cm3 and cq = 0.7 km/s;

* i(77)- 0.5 for spatial frequencies of interest;

* P, has one spatial frequency component, which has spatial frequency 200 rad/cm;

* The reference beam amplitude Irkr| is 10 times greater than the object beam ampli-
tude loll;

* The wavelength of the laser light is 0.6 ,um;

* The surface is sampled by the laser light at t, = 0.2 ins, so that from Fig. 19,
HT7r,, t5) = 0.275(10 2)/pUg,

* Attenuation is negligible.

The acoustic intensities can be easily rewritten in terms of Mach numbers for the case of
plane waves. The radiation pressure at the liquid surface in a plane wave is P, = 21/c, with I
being the intensity. Since P, = pj V,,12/4 in the object beam and P, = P"I V,.12/4 in the refer-
ence beam, the requirement I, < 0.2 W/cm2 is equivalent to

67



ALFRED V. CLARK, JR.

Arl < lo-,, (248)

and 10 < 0.02 W/cm2 gives

MA2 < 10-9. (249)

Another set of bounds on Mach numbers was generated earlier by the requirements
|k,, - kay w5 << 1 and h«<< xA, with the bounds for typical system parameters being given by

MA2 + MA2 << 10-5 (224b)

at the membrane, and by

MA Mr << 10-6 (231b)

at the liquid surface. In the latter inequality h, is taken to be the maximum value of hi and
X . 0(X ).

The inequalities (248) and (249) lead to

M, MrA. < O(i0o-). (250)

Hence the requirement Atp, < 1, or equivalently h,(t5) < XL/4 7X, is more restrictive than
either Ik, - kI w5 << 1 or hs << xa This is to be expected, since xL - O(I0-3 Xa).

6.3 Effect of the Liquid Surface Bulge Caused by Intermodulation
of the Focused Acoustic Image

As pointed out by Pille [1] and Pille and Hildebrand [2], there will in general be a low
spatial frequency distortion, or bulge, of the liquid surface. This is caused by Pb, the sum of
radiation pressure in the reference beam and in the acoustic image. The latter is due to the
intermodulation of sound in the focused image and is given by the first term on the right-hand
side of (100). The effect of the bulge hb has been ignored by assuming it to be constant over
the illuminated portion of the liquid surface.

The restriction of constant hb will now be relaxed somewhat. For simplicity it is assumed
that the levitation of the liquid surface due to the radiation pressure in the reference beam is
still constant, but the levitation due to the intermodulation in the focused acoustic image is not.
The effect of this intermodulation on the optical reconstruction will now be studied.

The spatial frequency components of P, are given by (100) through (102) and depicted in
Fig. 15. In the figure it is assumed that 377m, < t,., so that the spectra of Pb (q7) and P, (6) do
not overlap. Now ,. = (1/x,) sin 0,; if DI < f, in Fig. 3, then 77m = a/XI D2. Typically
sin O, 0.5 and a/D 2 0.3, so ,. is not greater than 377rn. It was stated in section 4 that this
could have an adverse effect on the optical reconstruction; the reason for this will now be made
clear.

-2ik h,
For simplicity it is assumed that 2 kLhb << 1, so that e L 1 - 2 ikLhb. Here hb will

refer only to the levitation caused by the radiation pressure in the focused acoustic image. The
optical field in the back focal plane (y' plane) of lens L3 is given by (241). For the moment
assume 2kLhi << 1, so that (241) gives
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P c - 2R (sinc 217ryB) D {867) - 2 ikL [hi(X) + hb(77)], (251)

where terms of order kL2hihb have been neglected and 71 = Y'/XL f3. The 8-function represents
the focusing of the specularly reflected light by the lens. Since the laser samples the liquid sur-
face at t = ntS, hi is proportional to Pi. Consider that part of the y' plane for which

.- 77, < 77 • 7, + q. In this region, hb(,7) r H(n7 ,.t 5 ) [p167n) D q' (67)], as indicated by
(100), assuming that kt (71)- constant over 17,1 • 77m Likewise hi(nq) H 7(,., t5)

x~~ ~~ Ar1 q,7- ) for rer= AreT hy

That portion of hb in this region will be passed by the spatial filter (pinhole) centered at
71 = 7r; hi (6) will also be passed. Consequently in the back focal plane of L4 the high spatial
frequency components of light reflected from the bulge will interfere with the light which
reconstructs the image. This may degrade the optical image.

The degradation may be negligible if hb << hi in the bandpass Rect [(7 - 71)/71r] or if
'1 << A,, where A, is the magnitude of the velocity potential in the reference wave. If both
object and reference transducers generate waves of equal acoustic intensity, then '1 << A, for
a large variety of imaging applications. This is due to the fact that the insertion loss,
represented by the object transmission function SO, may be quite high; recall that (neglecting
degradations due to the acoustic lens system) 01 = S0 'Pi, where 'Pi,, is the velocity potential
due to the object transducer. Also, the attenuation will in general be greater in the focused
acoustic image, since the acoustic path length L, from the object transducer to the liquid sur-
face is typically greater than L,, the path length from the reference transducer to the surface.

The attenuation may be accounted for by multiplying the amplitude of the propagating
acoustic waves by the factor e-L, where r is the absorption coefficient [1]. Hence, if

Onc = 'r, then for hb to be much less than hi, it is necessary that SO e-FAL be much less than
1; here AL = - L,.. If a typical operating frequency of 10 MHz is assumed, then
F = 0.04 cmI in water [12], and if, for example, AL = 75 cm, then erFAL = e-3. Since
S, < 1, the inequality Se rAL << 1 is easily satisfied.

It will be shown later in this section that maximum efficiency of the recording process at
the liquid surface is achieved when '1 = Ar. That is, the signal-to-noise ratio at the liquid sur-
face, given by hi hb, is maximized when 'pI = A,; now hb is the total bulge height, due to both
terms in (100). This requires that the intensity of the acoustic field generated by the object
transducer be much larger than that of the reference transducer.

If the object transducer is made more powerful, so that qiI - O(Ad,) then the distortion
due to that part of hb in the bandpass Rect[(n7 - 7r)/77m] may become objectionable. One way
to avoid this is to require 7,. < 377m. If it is inconvenient to increase sin 0,, then 77 m may be
decreased by stopping down the acoustic lens system. This will have the effect of decreasing the
bandwidth Rect [(7- - 7,)/7Jm], since 77r is proportional to the acoustic lens width (Fig. 3).
Using smaller apertures in the acoustic lens system will degrade the quality of the acoustic
image, unless fl/f 2 is decreased in the ratio a/D 2 , in accordance with (21). In this fashion the
size of the acoustic image ' i(-fl y/f 2 ) increases just as much as the line source response
sinc (27rya/lXD 2 ). Recall that the magnification of the acoustic lens system is f2lfl, with f 1
being the focal length of acoustic lens LI and f2 being the focal length of L2 . The focusing con-
dition (18) must still be satisfied.
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6.4 Effect of the Bulge Caused by the Reference Beam

It is also of interest to study the effect of bulge levitation caused by the radiation pressure
in the reference beam. Since the surface levitation satisfies a linear differential equation (for
hS << X), the bulge due to the reference beam can be calculated independently of the bulge
due to the intermodulation in the focused acoustic image.

The liquid surface is assumed to be subjected to a train of pulses of the form

M (2- mt,

,b m=O At

where t1 is the reciprocal of the pulse repetition rate and Pb is now given by PuI V,I12/4. The
transfer function (186) will be used to estimate the bulge levitation hb. It was shown that,
strictly speaking, (186) can be used only for 71> 0(10 rad/cm) and that hb should be calculated
from (208). Comparing (186) and (208) shows that the correct order of magnitude for hb will
be obtained, if not the exact value, for AP, < O(P,) and typical values

v _ 0(10-2 cm 2/s),

PM -°(P.),

y - 0(100ttN/cm),

T - O(ON/cm),

and

d > 0(10-2cm).

Let 2Yb be the width of the reference beam. If l(67)) l(6,) for X, - 1/Yb ( 77 
77, + l/yb, then

Pb = P. I, (N,.) 12 A2 Rect (Y/Yb) = P Rect (Y/Yb)* (252)

This can be expanded in the series

Pb = , P,.b(K,) cos K,,y, (253)
n =O

where Kn = n 7r/R, and R. is the minitank width. The Fourier coefficients Pb(K,) are given by

Pb(Kn) = Pyb/R,, n = 0 (254a)

= b p sinc I|-|R J, n > 0. (254b)

The expansion (253) represents P,b in the interval -R, < y < R. and repeats periodically out-
side the interval.

Hence, as pointed out by Pille [1], the bulge levitation can be calculated by assuming that
the minitank is infinite in the y direction and is subjected to bounded pulses of radiation pres-
sure of width 2Yb centered at y = i2nR,. Consider first the response to a single temporal
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pulse Rect (2/At). An estimate of hb can be made by applying (186) where f1 is not continuous
but takes on the discrete values K,:

hb = S Pb(K,) H(K,, t) cosKy
n =O

- Z G,,(t) cOsKKy, (255)
n =O

where

H(K, t) = cone -wSin (WnCnt) G Rect (2/At) (256)
(P.g + YK2)/,, (56

and G,,(t) is the generalized coordinate associated with mode shape cos Kny. Quantities such as
CO, and qn are calculated by replacing i1 by K,, where appropriate.

Let

H(Kn, t) = Q,,257)
(pug + yK'?2)/ (x257)

so that Qn (t) is the time-dependent part of the generalized coordinate Gn (t):

Q,,(t) = cone "'sin (138 ,t) (3 Rect (2/At). (258)

Now

qn = 2.K, pK (tanh Knd)E, (259)

where E = -2.3 for Knd < 7T/2 and E = 0 otherwise. Pille and Hildebrand [2] state that the
formula for qn is derived from a numerical analysis performed for Kn > 0.047r/d. It will be
assumed here that to obtain an order of magnitude estimate of the bulge height, the preceding
expression for q, can be used for all K,. When n = 0, On = 0 and the pulse response Q,(t)
vanishes, as predicted by (258); the n = 0 mode corresponds to a uniform levitation of the
liquid surface, and for a finite-depth minitank this clearly violates mass conservation.

Then, for d - 0(0.1 cm), At _ O(10-4 s), Kn, < 0(10 rad/cm), and the values of
V, PM, etc. quoted above,

Qn(t) 2C,,At e sin /,3 a.,,t, t > 2At. (260)

Likewise, when K, >Ž 0(100 rad/cm), and t > 2At,

Q() e -2Kv Icos 3C t - e 2 COS ,nwn(t - ) (261)

Using these values of Qn,(t), it can be shown that

Gn(t 1)1Kn<O(tOrad/cm) >> Gn(tl) K_ > 0(100rad/cm)- (262)

That is, when a new pulse of radiation pressure reaches the liquid surface, the response associ-
ated with the mode shape cos Kny is negligible for Kn, > 0(100 rad/cm). The damping factor

-2K2 ,t,
e n associated with these high-frequency modes causes them to decay more rapidity than
low-frequency modes (Kn, < 0(10 rad/cm)), which have an approximate damping factor

-2o't td2

e
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Consider next the response of the liquid surface to the pulse train

Prb = P,bb(Y) m Rect | Mt, J (M + 1)t1 > t > Mt,. (263)

Since G,(t) has already been calculated for the case of a single pulse, it is simple to calculate
the response due to a pulse train; the response is

hb = Is It Ga(t - mtl) cos Ky. (264)
n=1lnO Io

Because Ga(tl) is negligible when n > 0(100 R 1/Tr), the above equation can be split into two
summations:

N [M 0

hb = I X G,(t - mt)cos Kjy + I Gn(t - Mt) cos Ky (265)
n = m =On IN

where N - 0(100 R,/7r). The first summation over n includes the low-frequency modes of
vibration of the liquid surface. These low-frequency modes have natural frequencies which are
at most of the order of 1/t, and decay slightly during the interval between pulses. Hence the
response of the low-frequency modes will increase with time, up to some upper bound. The
high-frequency modes, represented by the second summation over n, have a response which
becomes small when t - tj. Hence the high-frequency modes at time t > Mt, respond only
to the previous pulse occurring at Mt,.

Consider the summation

I Gn,(t - mtO) = P -b 1 1 sinc ab
m=0 RI pug + yK? J n

X X, e n n sin /,3aC~(t - MOt) X(t - MOt), (266)
m=0

where Mis large, and X(t) is the Heaviside step function. Suppose that

e qn nt 1) sin/,nCOn(t - mt) constant (267)

over the interval jt1 < t • (1 +1) tI for, any integer j >, m. Then for large M

I e sin /,,ncOn(t - MtO) X(t - MOt)
m=O

= 1-t1 Irim j t e sin /n3),,c (t - MOt) X(t - mtl) tl. (268)

Performing the limiting process on the right-hand side of (268) leads to the convolution
integral

-J f e sin /3,, oj,(t - T) X(t - T) X(T) dr.

Hence the summation in (266) can be approximated by the convolution

1 X(t)@ [e q n sin /,,Cn)nt X(t)],
tt

provided that (267) is satisfied.
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For typical depths d - 0(0.1 cm), a pulse repetiton rate of 60 Hz, and K, <
0(1 rad/cm) it is found that e qn n varies from a maximum of unity at t = 0 to a minimum of
approximately 0.85 at t = tj. Hence (267) is not satisfied and the summation in (266) cannot
be replaced by the convolution without incurring an error of about 15% over each time incre-
ment tj. At first glance it would seem that the error would accumulate and invalidate the calcu-
lation. However, sample calculations of the left-hand side of (266) show that the response of
the corresponding mode tends to a steady-state value within a few percent of that predicted by
performing the convolution.

Consequently

M 4 PYb coA At sinc KnYb

m=O It Pug + YKn__ '8ti

x I' eqnwn OT)sin ,lcC, (t-T) X(t-T) X(T) dr, (269)

where t > Mt,. The convolution is the response of a single-degree-of-freedom oscillator to a
step function. The response time of the low-frequency modes is much longer than the time t1
between pulses. Even though the surface is driven by a pulse train, the effect is that of an
oscillator driven by a step function, weighted by the factor At/tj. Evaluating the convolution in
(269) and letting t be large gives

M GA(t -mt)_At sinc K,,Yb 4 PYb (270)
m=O t I P~g +YKn RI

showing that the low-frequency modes reach a steady-state value for K, < 0(1 rad/cm).

As a first approximation (264) gives

h (y t) p | 4yb I At N (sinc K,,yb) cos Kny (271)
hb~yt)~P Rt I ~1 a- Pug + YK? 21

where the summation is over those modes for which Kn, < 0(1 rad/cm).
Since yK2 << p,,gin (271),

hb(y, t) 2P At [Rect 1 I R |J (272)

where the expansion

Rec y lyYb + 2 yb (273)Rect | Y | = R + i R (sinc Knyb) cos Kny
pYb j Rt 1 1R

has been used. Recall that the response of the n = 0 mode vanishes to satisfy mass conserva-
tion. It is also assumed that the summation on the right-hand side of (273) can be truncated
after Nterms, where KN - 0(1 rad/cm).

The approximation (272) predicts discontinuities in hb at |Y I = Yb, indicating that the
effect of surface tension must be accounted for. Hence yKn must be retained and more terms
must be used in summation (265).
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Performing the summation (265) for Yb = 4 cm and retaining yK?2 shows that the bulge
is flat to within a 15% variation for lyI < 3.5 cm. At hi = 4 cm, hb is about 10% of its aver-
age value in the region ly I < 3.5 cm. Here values of

M = 60,

N = 50,

RI = 10 cm,

Pu = 1.8 g/cm 3 ,

and

y = 160 aN/cm

have been used in the calculations. It should be noted that KN -= 15 rad/cm. When Yb = 7 cm
and the same system parameters are used, it is found that the departure from flatness of the
surface is of the order of 10% for ly I < 6.75 cm. The maximum bulge response for both
Yb = 4 cm and Yb = 7 cm is within a few percent of that predicted by the approximation (272).

In summary it would seem that there will be some nonuniformity in the bulge levitation
in the region [y I < yb. The exact departure from flatness is estimated to be of the order of 10
percent. This estimate is based on neglecting interaction of the liquid-surface displacement
with membrane displacement, so that (186) can be used. It also assumes that the formula for
q, is valid for all spatial frequencies. Furthermore it assumes that there is no natural frequency
of the liquid surface which is an integer multiple of the pulse repetition rate.

The bulge is seen to roll off at some value smaller than Yb. This indicates that the laser
beam should illuminate an area somewhat smaller than the insonified area. Suppose that this
is done, so that within the illuminated area, hb -h, + Ahb for h, = constant and Ahb < h,,.
Suppose also that Ahb is approximated by

N
Ahb = S B, cos Ky. (274)

n =O

The effect of Ahb on the imaging process will now be considered.

For simplicity let k2hi2 and kZ(Ahb) 2 be much less than 1, so that ek 1 - 2ikL hi,
etc. From (241) the field incident on the pinhole at i7 = o, in the back focal plane of L3 is,

ignoring a scanning by sinc (6YB) and assuming hi o' pj I ei

N
P 'x 1#I(7 t1) - 2ikL I B, q, I ± K,); (275)

n =O

recall that 'j = - j,. The light field is made up of the Fourier transform of qij upshifted by
7,., plus ghosts of 'pt upshifted by 4, ± Kn and multiplied by Bn. For 71m > > Kn the pinhole
will pass almost all components of pj(71 +± Kn). Ignoring scaling factors, the light field in the
back focal plane of L4 is

P oxt(y") [1 -2ikLAhb] e * (276)
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It is assumed that 'p e sinc (yi~m,) '-p in the above. The optical intensity is given by

1411'2
' p2 [1 +4kL2 (Ahb) 2 ]. (277)

Consequently the optical intensity will be proportional to the acoustic image 1p112 plus the image
) 112 modulated by 4(kLAhb) 2.

For example, a reference transducer generating a typical peak intensity of the order of
10-2 W/cm 2 at the liquid surface gives rise to a Ahb which is of the order of 10-2 xL. This esti-
mate is based on performing the summation (265) for M = 50 and using the previously cited
values of Pu, Y. Yb, R., At, X L, etc. The magnitude P of the radiation pressure is calculated
from P = 21/c, where I is the intensity and c, the sound speed, is of the order of 1 km/s. For
intensities which are of the order of 10-2 W/cm2 the.effect of bulge distortion is negligible; that
is, kL(Ahb) 2 << 1. If either the ratio At/t, or the peak intensity is increased by an order of
magnitude, then (272) predicts that kLAhb - 0(1), so that bulge distortion may be objection-
able in the optical reconstruction.

Bulge distortion may be objectionable in one class of imaging applications even if
(kLAhb) 2 << 1. Suppose that 'p, = A -AA Rect (y/y,) with AA <<A. This would
correspond, for example, to a weak debonding in a composite panel. Then (277) predicts that
the image will be of the form

P1V2 - A2 [1 + 4k 2(Ahb) 2] -2A(AA) Rect | Y | (278)

If kL(Ahb) 2
_ O(AA/A) and 1/KK1 < O(yo), then the weak object, which is represented by

-2AAA Rect (y/y,,), becomes difficult to detect.

6.5. Beam Balance Ratio

It has been shown that hi carries useful information about the acoustic image whereas hb

carries no information and can distort the optical reconstruction. One can think of hi as signal
and hb as noise; it is desirable to maximize the signal-to-noise ratio hi/hb. This ratio can be
maximized by adjusting the intensities in the reference beam and in the focused acoustic image.

As an illustration assume that the object fills the entire field of view of the acoustic lens
system and let

= A [1 - Rect I y° (279)

This is an idealized representation of, for example, a composite panel with a debonding which
causes a large change in acoustic impedance.

With the assumptions kl(77) kl(77,) over 1771 < 7qm and X, = A, e 72 "irY, (100) gives

Prb = I PuIgi(77r)I2 (1'p112 + A, 2). (280)
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The bulge height for ly I < Yb is approximated by

hb = A2 t p_|_ Yb | (281)

Likewise P,., becomes (1/4)pu~ii7,(.)I 2 A,'le BY, and if H(q, t5) 11(7,,, t) over the

bandpass Rect [(6 - 1)/77m] then hi = H(7 q,, t5) Pr.

It follows that the signal-to-noise ratio for 1Y I < Yb is

hi TH(7 q, t5 ) A, '/j , (282)

hb A t I 1 l 1 2+A,2 (1 -yb/R,)

The ratio will vary with y, since ', is a function of y. Let A be a measure of 1Pr, since what is
desired is to make the modulation hi as large as possible and the "background" hb as small as
possible. Hence, in maximizing the ratio, 0P will be replaced by A. The ratio becomes large as
Yb- R,. As the insonified area of the surface becomes larger, less acoustic energy is converted
into noise hb-

Let B = A/A, be the beam balance ratio and V = hi/hb. Then (282) can be written as

V = K [ B2 11' (283)

where K = H(77,, t5) (pugtl)/At(1 - yb/R). Now V will be maximized for the value of B
which causes OV/1B = 0. This occurs for B = 1, or A = A,. Now A = S,,<Pj,, for a perfect
acoustic lens system, where S is the maximum value of the object transmission function, and
'iPC is the velocity potential in the beam which insonifies the object. For a weakly transmitting
object, Sm << 1, and, since 'iP,,, = Ar/Sm for maximum V, the object transducer must generate
much more power than the reference transducer.

Suppose the intensities in the object and reference beams are adjusted so that B = 1, and
consider the resulting value of V. For a typical system employing Freon E-5 as an imaging fluid
and having 71r - 0(150 rad/cm), Figs. 19 and 20 show that for 2At = 10-4 s,

10 log1 0 I -30, (284)

with HN = l1pug. Let Yb = 4 cm, R. = 10 cm, and 1/t1 = 60 Hz; for this example V = 1/6.

Suppose that

'p,.= A - AA Rect y y l, (285)

with AA << A. Here the acoustic object has a slight reduction in transmission in the region

yo- y < y < y, + yl. For this low-contrast object, it is desirable to adjust the reference and
object transducer power levels to maximize the contrast in the optical reconstruction. This
occurs for the value of B = AA /A, which maximizes

V - KB (286)
(A/AA) 2 B2 + 1
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It is found that B = AA/A. Since B is defined as the ratio AA/A,, the optical contrast is
optimized when A = A,. Hence for both low- and high-contrast acoustic objects, it is desirable
to have 'pl = A,.

6.6. Detection of Phase Objects

It has been shown that when the + 1 (or -1) order reflected light is used in the optical
reconstruction, the optical image is ideally proportional to 1',12 . Any phase information con-
tained in 'p1 is lost.

Suppose the object is a composite panel which is being inspected for internal flaws. Some
flaws, such as debonding between the layers making up the panel, change the amplitude of the
sound passing through the panel and can be detected on optical reconstruction. Other flaws
which only slightly reduce transmission may not be detectable by the usual method of optical
reconstruction.

In a typical construction of a composite panel, sheets of composite material are glued
together. Often these sheets are covered with thin layers which are peeled off prior to gluing.
In any area where a layer (peel ply) is not completely removed, the glue forms a weak bond,
which can lead to failure of the panel under loading. The acoustic impedance of the peel ply
may be close to that of the panel. This, coupled with the thinness of the peel ply, makes its
presence difficult to detect, since acoustic transmission is only slightly reduced.

However, any flaw which causes a modest phase change in the transmitted acoustic wave
may be detectable by using more than one order of reflected light in the optical reconstruction.
The various orders contain phase information about the acoustic object, and, by allowing them
to interfere, this information is preserved.

To see how this may be done, consider a simple phase object on a uniform background:
= x0 Rect (y/y,) and I1 II = A, where LI is the phase angle of 'p1. Recall that 'p 

.S,0 i,, with ¢ i,, being the velocity potential in the beam generated by the object transducer.
For simplicity the levitation system is assumed to have perfect fidelity, so that hi 'if 1 e 2ry

and hK e 2 Suppose that the +1 and"-1 orders are allowed to pass through the
optics, by suitable spatial filtering in the back focal plane of lens L3 . The magnification is
assumed to be unity. For kLhi << 1 and 1/77m << yB, the optical intensity will be proportional
to kLZ I hi + hJ 12. For ' I as given for the simple phase object being considered,

11P IP A2 (1 + [1- Rect (y/y,)I cos 47rqy + Rect (y/y,) cos (47rqy + 2X,)). (287)

The optical image for Iy I > y, consists of fringes having spatial frequency 4 7Tqri. When IyI
< y,, the fringes have the same spatial frequency but have a phase shift 2 X,, which is twice the
phase in the acoustic object. The nulls in this fringe pattern will be displaced by an amount Ay
= X,/2 7r-q,. Assuming that Ay is detectable by eye if it is greater than 1/10 the wavelength of
the fringe pattern, it is required that X, > 0.27r for detection of the phase object.

The phase change for an acoustic wave at normal incidence passing through the peel ply is

X = 2T(1/XI - 1/X2 ) - 2^Tr(AX)/X2, (288)
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where T is the ply thickness, XI is the wavelength in the ply, and X2 is the wavelength in the
panel; it is assumed that XI X2 = X. If AX = 0.05X, for example, it is necessary for T to be at
least 2X to make koJ > 0.2 7T. Suppose the sound speed in the panel is 3 km/s and the acoustic
frequency is 5 MHz; then 2X = 0.12 cm.

If the thickness is such that IX0 I < 0.27T, then it may be possible to make the outline of
the phase object visible by tipping the panel so that the acoustic wave is not at normal
incidence. In this case the effective ply thickness is T/cos 0, where 0 is the angle of incidence.
Another possibility is to increase the transducer frequency, which decreases X. This will also
increase the fringe frequency, however, and it may be necessary to magnify the optical image so
that the eye can resolve it.

It has been assumed here that X, is constant. If the phase object is such that X, = 21T77y,
then in the region ly I K yo the spatial frequency of the fringe pattern will now be 4

1T (7,. + 7')y;
for ly I > yo it remains 471ry.

It is possible to use orders other than the ± 1 orders. For example, if the 0 and + 1 ord-
ers are used and ' I is as given previously, then

11 2 cc 1 + 4kLIhiI cos (27rTy + X, Rect (y/yo) - XT/2) (289)

when kLhi << 1. The optical image consists of a bright background laced with fringes of
amplitude 4kL 1hil. The fringe pattern has an abrupt phase shift of X, at [ I = y,. When the
+ 1 orders are used, the corresponding phase shift, as was shown, is 2 x, but the fringe fre-
quency was also doubled. Hence using the 0 and +1 orders neither increases nor decreases the
sensitivity of this method of detecting phase objects. (This assumes that Ay = 0.1/(fringe fre-
quency) is the governing criterion for detecting phase shifts by eye.) However, the modulation
due to the fringe pattern is much less than when ± 1 orders are used.

If the +1 and +2 (or-1 and -2) orders are used, then

II12cI 4kL|Ihil 2 ( 1 + 4kL |hlI cos [2 7Tqy +X, Rect (y/y,)- 7T/2}. (290)

For 'p as given, this optical image is the same as that formed from the 0 and +1 orders, with a
uniform reduction in intensity of 4kL2 Ih 12.

In all of these cases the change in location of the local minima of the fringe pattern Ay is
X,/ 2T7r7,q. Suppose that, instead of the criterion Ay > 0.1/n,., it is desired that Ay > y', where
y' is the smallest change in fringe location detectable by eye. Then for the case of XI,-2 = X

the thickness of the phase object must be such that

r > X2y' (sin o,)/X1AX

to make its outline visible. As the acoustic frequency is varied, the ratio X2/X1AX remains con-
stant. The required thickness T for detection of the phase object is invariant of frequency when
this criterion is used. Hence it remains a matter of experiment to determine whether increasing
the transducer frequency will increase the sensitivity of this method of detecting phase objects.

7. SUMMARY

The preceeding analysis has demonstrated that, subject to certain restrictions, the levita-
tion system can produce an optical reconstruction of a focused acoustic image, which has been
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recorded on the liquid surface. Some of these restrictions will be automatically satisfied by any
imaging system of practical interest. This section will recapitulate only those restrictions which
place constraints on the design and operation of a liquid surface levitation holography system.

In section 2 an aberration-free acoustic lens system of effective aperture a' (Fig. 3) was
assumed to focus the acoustic image onto the liquid surface. The acoustic object was assumed
insonified by a plane quasimonochromatic wave at normal incidence. The velocity potential in
the focused image is

I (71) = f|-71i2 I Rect (7/77m) e u 7 (291)
Ofi

where

So = A (yG) S (y),

A (y,) = amplitude of the wave which insonifies the object,

SO (yG) = acoustic transmission function for the object being imaged,

f2 = focal length of the acoustic lens L2,

77m = a/Xif2,

,= acoustic wavelength in the object-tank fluid,

U= acoustic wavelength in the imaging fluid,
e'= e(fJfl) 2 (XI/Xu),

and

E = distance to the object from the position of sharpest focus.

It was shown that the cutoff frequency 77m equals a/XD 2 if the object is placed less than a
distance f, from lens LI; lens L2 becomes the limiting aperture. The half-width of LI and L2
is a. For an object farther than fi from LI, 77m = (a/DI) (V11f2) and LI is the limiting aper-
ture. This aperture restricts the range of spatial frequencies passed by the lens system to
177 I < rm. Because of the magnification fJfl the range of spatial frequencies in 5,, increases
as fl/f2. Hence magnifying the image will improve its quality.

The image will be degraded by the phase distortion e"' X due to defocusing. The effect
of defocusing is negligible if e << (f 1/a')2 (X/7r); the lens system is then diffraction limited.
For a large-aperture lens system such that a'- OV(I), this inequality is satisfied when the
object is placed within a few acoustic wavelengths of the plane of sharpest focus; that is, the
depth of field of the lens system is of the order of X,. All the usual assumptions pertaining to
linear acoustics must be satisfied.

The vertical velocity of the fluid particle at the liquid surface due to the velocity potential
(291) was calculated in section 3. The velocity potential was assumed due to a temporal CW
pulse; that is, (291) is to be multiplied by e C"at Rect (2/At), where Coa is the transducer fre-
quency and 2At is the pulse duration. Internal reflections in the minitank were accounted for,
as well as the mechanical properties of the membrane at the bottom of the minitank. The
membrane was assumed thin, with a thickness 2b such that
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2b << Xi,

2b << X,

2b << XA,

and

2b << «p,

where X, is the wavelength of a shear wave in the membrane and Xp is the wavelength of a
dilatational wave in the membrane. The inequalities 2b << X, and 2b << XAP allow thin-plate
theory to be used in calculating transmission and reflection coefficients at the membrane.
Furthermore it was assumed that

T 62w >> E(2b)3 04W / (1 -v); (292)

consequently, tensile forces in the plane of the membrane greatly exceed flexural forces. Here
T is the tension per unit length in the membrane, E is Young's modulus in the membrane, and
vP is Poisson's ratio in the membrane.

The analysis was restricted to two dimensions for simplicity, and the membrane displace-
ment w was required to be much less than X, It was found that the elastic restoring force in
the membrane is negligible compared to the inertial force if

2pbC~2 >> 47T 2X 2 T2pMb coa»4~~ 7
2

where PM is the membrane density. For spatial frequencies in the focused image, 772 •M, so
that this inequality is satisfied if

2pMbcI2 >> T(a'/f 2),

where c/ is the sound speed in the object tank. This is satisfied for typical values

ca- 0(1 km/s),

PM - 0(1 g/cm3),

b- 0(10 3 cm),

T- 0(10 N/cm),

and

alf2 - 0(0.1).

The transmission and reflection coefficients at the membrane were calculated for an
incident plane wave of infinite extent; Appendix B shows that the same results are obtained for
a bounded wave whose width is much greater than X a 

It was found that the effect of the membrane on the coefficients is negligible if
427pmb << p1 X 1 + p.X., with PI being the density of the object-tank fluid and Pu being the
density of the imaging fluid. These coefficients were substituted into the transfer function

, 67() for the minitank, where l 671) relates the vertical particle velocity at the liquid surface to
the acoustic velocity potential in the plane wave incident upon it; that is,
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voz(77, t) = 2iku kl(71) '6(q) Rect (6/At) ea"" t (293)

and

V,(77, t) = 2iku gl(,q) 'P(,q) Rect (2/At) e ai-t. (294)

Here

V, = vertical velocity due to the object's focused image,

V, = vertical velocity due to the reference beam,

ku = 27T/Xu,

and

= velocity potential in the reference beam.

In Figs. 10 and 11 k, was plotted for various ratios of minitank depth to acoustic
wavelength and for PM = 0 or PM = 1.5 g/cm3 . It was assumed that the imaging fluid is Freon
E-5 and that the object-tank fluid is water. The membrane thickness was assumed to be 0.0025
cm, and the acoustic frequency was assumed to be 5 MHz. The plots show the following:

* As d/XU decreases, the range of spatial frequencies for which , (X) constant
increases.

* When d/Xu 9, the presence of the membrane causes the region kl(77) constant to
shrink. Also, the effect of constructive and destructive interference (due to multiple internal
reflections in the minitank) is enhanced, due to the membrane.

* For d/XAu 9, k 6() is sensitive to depth changes as small as 1/8 wavelength. If it is
necessary to operate the system in this regime, care must be taken to control the depth.

* For both d/X, 2 and d/XU 0.1 the presence of the membrane is much less objec-
tionable, since the region k, (71) constant is about the same for PM = 0 and PM = 1.5 g/cm3.

These conclusions are based on an acoustic lens cutoff of a'/f 2 < 0.5.

Section 3 concluded with a discussion of the consequences of violating the requirement
W << Xa. It was shown that for w > O(Xa) and I X - XII - 0(X,) an incident plane wave
transmitted through the membrane will emerge as a superposition of plane waves with spatial
frequencies given by q = No + nK, with n = 0 + 1, +2 etc., where No is the spatial frequency
of the original wave, and where the membrane displacement is assumed proportional to cos Ky.
Since the membrane displacement is in general given by a superposition of sinusoids, the pres-
ence of side orders 7 = 77o + nK (n X 0) can have objectionable effects on the imaging pro-
cess.

When ku - kl << l1/w, the transmitted wave has the same spatial frequency as the
incident wave. The only effect of the membrane then is to change the local transmission
coefficient T12. It was assumed that the wavelength of the membrane displacement is much
longer than XI or XU and that the slope of the membrane is much less than 1.
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In section 4 it was shown that the momentum flux per unit area in the acoustic field will

have a low temporal frequency component, called the radiation pressure vector. The vertical

component of this vector, called the radiation pressure, was shown to consist of four terms at
the liquid surface.

Two of these terms carry no information about the acoustic image; these terms are the
radiation pressure in the reference beam and the radiation pressure in the focused acoustic

image. The latter term is due to intermodulation of sound in the image.

Since the radiation pressure is a nonlinear quantity, there will be interference between

sound in the image and sound in the reference beam. As a result of this interference the radia-
tion pressure will have a component Pn which carries information about the amplitude and
phase of the object being imaged. Another component Pc is the complex conjugate of P,; Pi,
carries information about the amplitude and phase of the complex conjugate of the object.

Because the liquid surface levitates in response to the radiation pressure, it is necessary to

have a reference beam to generate the interference terms Pi. and PC which preserve informa-
tion about the acoustic object. If Pi. is used to record the acoustic image, then

P,,(77) Rect (2/At) = 4 pu1 (6,.) A, [sincG7 -,)yb'] ED7 t), (295)

where a factor 2i, iku has been absorbed in kj (,r). For a plane wave reference beam of con-

stant amplitude A,, spatial frequency r,, and beamwidth yb, the spatial frequencies present in
Pn are upshifted by an amount jr, and those in PC are downshifted by the same amount. This
shift should be large enough so that spatial frequency spectra of PH and PC do not overlap the

spectrum of Pr.b. Recall that Prb is that part of the radiation pressure carrying no useful infor-
mation about the acoustic object; that is, Pb is the sum of the radiation pressures in the refer-
ence beam and in the focused acoustic image.

Section 5 began with a brief review of nonlinear acoustics. The mass and momentum
conservation equations were reduced to the usual first-order (linear) acoustic equations for

small perturbations in pressure, density, and velocity. That is, with V,, and P Ia as measures of
the velocity and density perturbation, the first-order acoustic equations were recovered for

V,. Pla1
a= Ma - Ma << 1, (296)

C IPo 0

where Ma is the Mach number, c is the sound speed in the fluid, and po is the equilibrium den-

sity in the fluid. Furthermore, viscosity was assumed small, so that the Reynolds number Re is

>> 1. The Reynolds number is the dimensionless ratio cx,/v, and v is the coefficient of
kinematic viscosity.

The second-order (in Ma) acoustic equations were then derived, which are nonlinear in

the first-order quantities (velocity, density, etc.). Irrotational flow was also assumed, so that
acoustic streaming was ignored. It was demonstrated that the nonlinear terms in the second-
order acoustic equations cause a steady momentum flux per unit area, which is the radiation
pressure vector.
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The fluid was next considered to be semi-infinite, so that the effect of its surface must be
taken into account. The momentum balance normal to the quiescent surface contains nonlinear
terms due to the momentum flux per unit area in the acoustic field incident on the surface.
The steady component of this momentum flux per unit area is the radiation pressure in the
acoustic field; this will induce low temporal frequency motion of the liquid surface. The surface
levitation will in turn generate changes in velocity, pressure, etc. in the fluid. For the surface
to be capable of recording the acoustic image, the first- and second-order acoustic quantities
must be unaffected by surface motions.

In the absence of the acoustic field (propagation of free waves on the liquid surface) the
fluid behaves as if it is incompressible; the density perturbation p5, due to motion of the sur-
face, is of the order of M,2po. Furthermore, both the momentum equation for the fluid and the
boundary condition at the liquid surface are linear, if Ivsl << C5 v where v, is the velocity
induced by surface motion and C5 is the speed of propagation of a free wave on the surface.

For an acoustic field incident on the liquid surface, it was shown that the first- and
second-order acoustic quantitites are unaffected by motion of the surface. The mass and
momentum conservation equations for quantities such as p5 and v, were likewise shown to be
independent of the acoustic quantities. The coupling between the acoustic field and the
surface-wave field occurs at the liquid surface, where levitation is induced by the presence of
radiation pressure. The radiation pressure is balanced by forces per unit area due to surface
tension, gravity, and inertia.

The transfer function HT(n, t), which relates the levitation of the surface to radiation
pressure, was derived. The fluid was considered infinite in lateral extent but of finite depth.
This models the behavior of the fluid in the minitank when the effects of its finite radius can be
ignored. (The finite minitank was considered in Appendix D.) It was assumed that the mem-
brane at the bottom of the minitank is stiffer than the liquid surface; that is, h5 >> w. For typ-
ical values

T- 0(10 N/cm),

y - 0(100tkN/cm),

2b- O(10-3 cm),

PM, P' P, - 0(1 g/cm 3 ),

d > 0(0.01 cm),
and

At- 00(0-4 s)

the inequality h5 >> w is satisfied for spatial frequencies at least of the order of 10 rad/cm.
The imaging fluid is also assumed slightly viscous; as pointed out by Pille and Hildebrand [2],
this requires the viscosity v to be no greater than the order of COW./412 . Here cO,) is the frequency
of free vibration of the surface associated with spatial frequency al.

The transfer function has the form [1,2]

H7(, t) = Cn e (single1t) E Rect (2/At) (297)
(pug 2p
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for a pulse of radiation of the form P,(72) Rect (2/At). Here P,.7) can be any of the four com-
ponents of the radiation pressure that were mentioned in section 4 and

F =0q = 2/i7 | 7) ^ (tanh 1d)E

and P(Pg+ ^7 

E = O. dn > ir/2,

E = -2.3, d' < ir/2.

The corresponding levitation is then

h5 , t) = H(6, t) P,.(X). (298)

The transfer function was calculated on the assumption that the relation between levitation and
radiation pressure is linear, which requires that Iv51 << C7, or h5 << XA. This allowed an esti-
mate to be made of the permissible Mach numbers at the liquid surface. It was found that

Ml2 << C7 4 1 (299)
Cu cu77 At tanh d

for linearity; here a pulse of radiation pressure of spatial frequency X and duration 2At was
assumed. Furthermore, the pulse duration is assumed such that wO,7At < 0(1); otherwise the
quantity 1/At in (299) is to be replaced by CwO When h, is due to PH, then Ma2 = MM,; when
h5 is due to Pb, Ma2 = M 2 + M 2 h

The liquid surface was assumed to be subjected to a train of pulses occurring at regular
intervals. The form of H(&, t) for various minitank depths and pulse durations was calculated
by the authors of Refs. 1 and 2 and reproduced here. There is a time t, after the initiation of
the pulse when 11(6, t5) is approximately constant over a given bandwidth of spatial frequen-
cies. Since P.; contains information about the focused image, t, should be selected such that
H(n, t5) is constant over the bandwidth X,- m ( m a,. + 'm then

hiG7, t5) = H67,, t5) PH(i) (300)

Here X, = 2 .7r, and 7m = 27T77m; 7qm is the maximum spatial frequency passed by the acoustic
lens system.

When the pulse duration is infinitely long, the liquid surface reaches_, '-.vtte levita-
tion. The corresponding plot of H(j, t) shows that the region where 11(6, t) constant is
confined to low spatial frequencies. P(.71) is upshifted to the region 7 - 0(7,); in this region
the liquid surface has poor fidelity-hence the need for pulsing the liquid surface.

It was assumed that the interval t1 between pulses is long enough so that
h,(G, t1) << h,(G, t5). The levitation associated with Pi(,) is then negligible when the next
pulse of radiation pressure reaches the surface. However, a low spatial frequency bulge may
build up as the surface responds to Pb, the sum of the radiation pressures in the reference
beam and in the focused image. These pressures constitute a source of noise in the imaging
process.
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The effect of coupling between the membrane and surface displacements at low spatial
frequencies also was investigated. When the order of 71 is less than 10 rad/cm and the previ-
ously cited values of T, y, d, etc. are used, the membrane displacement w5 is comparable in
magnitude to h,. This is true even if there is no discontinuity of radiation pressure at the
membrane. The calculations of H7(, t) in Refs. 1 and 2 were done on the assumption of a
rigid membrane, or h, >> w7 ; hence their results may be invalid at low spatial frequencies.
However, the spectrum of P,.(7), which carries information about the acoustic image, is usually
upshifted by the order of 100 rad/cm, since typically ij, is of this order of magnitude. In this
frequency range the calculations of 11(6, t) in Refs. 1 and 2 are rigorously correct.

It was pointed out in section 3 that unless w << /I k, - k, 1, distortion in the acoustic
image can result from diffraction of the acoustic field by the membrane. In a typical operating
system with Freon E-5 used as the imaging fluid and water used as the object-tank fluid,
JXu - X,| - O(X1 ). Hence the membrane displacement must be a fraction of an acoustic
wavelength. This places an upper bound on the radiation pressure; for the values of T, PM, b,
etc. used previously, it is required that

P' << t I P itOm (301)
~Atlku -kiI

at the membrane. Here p, is the density of object-tank fluid, Cm is the frequency of free vibra-
tion of membrane (submerged), and P,. is due to a single plane wave (such as the reference
beam), so that P. O 1(Pu Va/4). Recalling that VI, = CuMa allows the above inequality to be
rewritten as

Ma2 << Pi G)m 4 (302)
Pu (Oa CUAt\ 3

For a reference beam with a beamwidth of the order of 10 cm and an acoustic frequency of 5
MHz, it is required that

M2 << 10-5 , 0(0.1 rad/cim). (303)

It is assumed that w, is due to only the reference beam in the preceding and that &o',At << 1;
otherwise, At is replaced by 1/co' in (302). If w, is due to P.,, and if P, has only one spatial
frequency of the order of 100 rad/cm, then

MM, << 10-', 7 - 0(100 rad/cm). (304)

Another inequality must be satisfied by the Mach number. Linearity of the response of
the liquid surface is obtained if Ivl << C5, or

M2 << Cs 4 1-
Cu cU7 7 At tanh 'd (299)

at the liquid surface. It is of interest to establish whether inequality (299) or (302) is the most
stringent for a typical system. For the typical values

y - 0(200 14N/cm),

Pu _ 0(1 g/cm3 ),

CU - 0(105 cm/s),
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and

d - 0(.1 cm)

inequality (299) gives, at the liquid surface,

M,2 + Mr2 << 10-2, i/ - 0(0.1 rad/cm) (305)

and

M, << 10-, - 0(100 rad/cm). (306)

Comparing (303) and (305) shows that for low spatial frequencies the requirement
w5 << 1/1k0 - k1 is more stringent, with the assumption IX, - X, I- O(X). This is because
w, - 0(h5 ) at low spatial frequencies, whereas XA >>»X. Comparing (304) and (306) shows
the requirement h, << XA to be more restrictive at high spatial frequencies. Now h, is >> w5,
but XA - O(X). It is assumed that Pb and P, each have one dominant spatial frequency com-
ponent.

Section 6 considered the optical reconstruction of the focused acoustic image, which is
recorded as a phase hologram at the liquid surface. Laser light was assumed to illuminate the
liquid surface at times t = nt5 , with 11(6, t5) being approximately constant in the bandpass
-'1m + ,i < • < 77m + 7,.. For light at normal incidence to the surface the effect of surface
levitation is to cause a phase change -2 ikLh 5 in the reflected light, where kL is the optical
wavenumber 27r/XL.

For simplicity it is assumed that hb, the bulge levitation, is constant over ly I < yB, the
illuminated area of the surface. The reflected light passes through an optical lens placed 1 focal
length above the surface. The light field in the back focal plane of the lens consists of
diffracted orders having spatial frequencies centered around 7 = ni,; )j, is the spatial frequency
of the reference beam and n = 0 + 1, + 2, etc. If most of the spatial frequencies present in
the focused acoustic image are much greater than l/yB, then the nth order is proportional to the
Fourier transform of O n = Jn (2kL Ihi 1 ) e Xo, where X0 is the phase of hi. Each order is cen-
tered at y' = nXLf377,, where f3 is the focal length of the lens and y' is the coordinate in its
back focal plane. If most of the spatial frequencies in the acoustic image are no greater than
the order of I/yB, then each order is given by On, scanned by a sinc function.

The + 1 order contains information about 'p,, and the -1 order carries information about
'p . Let kL hi be much less than 1; then, for a plane wave reference beam whose width is much

greater than 1/1m, the +1 order is proportional to g, E 'p , as shown by (293) and (295).

Likewise, the -1 order is proportional to (g1I Ep 1). If , (71) constant over the bandwidth

17,1 77m, then gI ED 'p Ic ' I and (g1 ED '1) cc ('p). Either the +1 or-I order can be used
to form the optical image, since it is the intensity in the light field that is viewed by the
observer.

Assuming that the + 1 order is to be used, a pinhole is centered at y' = XLf37A, in the
back focal plane of the lens. The pinhole is large enough to pass the + 1 order but blocks out
all others. The light passed by the pinhole then passes through a second optical lens, which is
placed a focal length f4 away from the pinhole. A ground-glass viewing screen is placed in the
back focal plane of this lens. The light field there is
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'(y) cc {[kLhi(yl) Rect (yG/yB)] ®s sinc y1 I} e 1'r'Y, (307)

where yI = -yf/f 4 , kLhi << 1, and y is the coordinate in the back local plane of the second
lens.

The input to the optical system is the levitation hi; the output is the optical disturbance
P. In the Fourier-transform domain,

g671) cc IhI[ f47 J @ sinc I f4ifYB Rect f | (308)

where 1 = -7,..The optical system

* Degrades the image due to scanning by sinc I1yB. This arises because of the finite
area illuminated by the laser and can be neglected if rn >> I/yB and hi fills the bandwidth
17W <1 Tim

* Blocks all spatial frequencies outside the bandwidth -im + 71, < 7 •im + a,.. Recall
that h, occupies this portion of the spectrum due to upshifting by the reference beam.

* Increases the bandwidth of spatial frequencies in the optical image in the ratio f3lf4 .
As this ratio increases, the image becomes smaller and harder to see by eye.

When the scanning by sinc 7/myj is negligible, the optical disturbance at the viewing
screen is

,P c [kLPAki(ur)HR7lt 50)] [g1 e 'p] e '1l Yt* (309)
The reference beam is assumed to cause a particle velocity ki (r,)A, at the liquid surface, and

have spatial frequency i,.. If g, ED 'pi then

4(P) (y ) 1G') eli7rYt (310)

In this case the optical disturbance is proportional to the velocity potential in the focused acous-
tic image. The optical intensity PPT' is viewed by the observer.

If g1 (Ed 'p-gI(7d,) and k,,h1 - 0(1), then PP is proportional to JI(al'p1 I), where a
is a constant. This gives an amplitude-distorted optical reconstruction of the acoustic image.

When g, E 'pI is not proportional to 'pr, then

4rgPrc J?(A IV, 1), (311)

where A = kLpuA,., (7^,.) HI(,, ts) and V, = g, se 'is. This is an amplitude-distorted image of
V0, the first-order acoustic particle velocity at the surface. V, in turn reflects degradation of the
acoustic imaging process due to the lack of fidelity in the minitank transfer function.

All the above calculations have been done on the assumption that e - 2
ikLhb constant over

the illuminated portion of the surface. Since Pb will in general cause a low spatial frequency
bulge hb, it is necessary to consider the effect of the bulge on the optical reconstruction.
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The bulge was first assumed to be due to the radiation pressure in the acoustic image,
which occupies aspectrum hi1 <I 2urn. Unless 7, > 3un, some of the spectrum of Pb( 7)
overlaps that of Pi. Consequently the high spatial frequency components of hb will reflect
some light which will be passed by the pinhole in the back focal plane of the first optical lens.
This light will interfere with that in the optical reconstruction of the acoustic image and some-
what degrade the reconstruction. This can be avoided by

* Increasing 0,, the angle made by the reference beam with the vertical. This in turn
increases u,.

* Decreasing urn by decreasing the aperture of the acoustic lens system. However,
unless the acoustic image magnification is increased as fast as the aperture is decreased, the
acoustic image will be degraded.

* Causing 'pI to be much less than the velocity potential A, in the reference beam. This
case often occurs in practice due to insertion loss caused by the acoustic object or by attenua-
tion in the fluid. However, decreasing the ratio +P1/A, also decreases the efficiency of the
recording process at the surface, as more acoustic power goes into producing the noise hb and
less into signal hi.

The effect of the bulge due to only the reference beam was next considered. It was found
that, for typical system parameters, the bulge reaches a steady-state levitation as it responds to a
train of pulses of radiation pressure. For typical system parameters each spatial frequency com-
ponent hb (7) for u < 0(1 rad/cm) has an associated response time which is longer than t1, the
reciprocal of the pulse repetition rate. To a first approximation hb(72) responds as a lightly
damped low-frequency oscillator subjected to a step function of radiation pressure. The magni-
tude of the step function is weighted by At/t1 . It was assumed that the pulse repetition rate is
not an integer multiple of any of the CaO I Recall that co,} is the frequency of free vibration of the
liquid surface associated with spatial frequency 7.

For a typical reference beam width of 4 cm and minitank width of 10 cm, it was found
that hb varies by less than 15% from its average value ho in the region 1Y I < 3.5 cm. At ly I =
4 cm hb is is about 10% of its average value in the region ly I < 3.5 cm. This indicates that the
laser should illuminate an area of the surface somewhat smaller than the insonified area.

If this is done, then in the illuminated region hb = ho + Ahb, with ho >> Ahb and ho =

constant. The phase of the light reflected from the liquid surface is changed by an amount

-2ikL (hi + hi + Ahb). With the assumptions kLhi << 1 and g, Efl 'cc 'Ip the optical distur-
bance at the viewing screen will be of the form

'V rc 'p[l - 2ikLAhb - 2kL(Ahb) - ']' (312)

Each low spatial frequency component of Ahb causes an additional set of orders to be
reflected from the liquid surface. The spatial frequencies of these orders are so close to those
of h,(6) that they are passed by the pinhole and reach the viewing screen, where they interfere
with the image term ' 1.

Usually this interference will be negligible if kLAhb << 1. This occurs for example for a
reference transducer generating a peak intensity of the order of 0.01 W/cm2 over a pulse dura-
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tion 2At - 0(10-4 s) with a pulse repetition rate of 60 Hz. The imaging fluid is assumed to be
Freon E-5, with XL = 0.6 Am.

There is a class of imaging applications for which the effect of the bulge may be objection-
able even if kLAhb << 1. This is the case of a low-contrast acoustic object. An example is a
weak debonding in a composite panel, causing a slight local reduction in transmission of sound.
The optical reconstruction consists of a background with a slight darkening corresponding to the
presence of the debonding. If ', = A represents the background and '11 = A- AA corresponds
to the debonding with AA << A, then the effect of the bulge is objectionable if AA/A is the
same order of magnitude as kLAhb-

Since the bulge hb contributes nothing to image formation and can even degrade the opti-
cal reconstruction, it can be thought of as noise. The levitation hi records the acoustic image;
hence hi is signal. For maximum efficiency of the recording process at the surface, it is desir-
able to maximize the signal-to-noise ratio. For both low- and high-contrast acoustic objects the
ratio reaches a maximum when X,, the velocity potential in the reference beam and '1, the
acoustic image velocity potential, are equal at the liquid surface. In general the acoustic path
length from the object transducer to the surface is longer than that traveled by the reference
beam; hence there will be more attenuation in '1. The potential '11 is also decreased due to
insertion loss caused by the acoustic object. For 'P to equal 0,, it is generally necessary to have
the object transducer more powerful than the reference transducer. Even when the signal-to-
noise ratio is maximized, its value is only about 1/6 for typical system parameters.

Section 6 concluded with a discussion of the effect of using more than one order of

reflected light for optical reconstruction. With the assumption g1 E '1 cc '1, each reflected
order carries phase information about the acoustic object. When either the +1 or -1 order
only is used for reconstruction, this information is lost. By using multiple orders and allowing
them to interfere at the viewing screen, the phase information is retained.

The effect of using pairs of orders was considered. For a phase object on a uniform back-
ground, this leads to a fringe pattern having spatial frequency 27r I m - n 17, when the mth and
nth orders are used. At the edge of the phase object the fringe pattern has a phase shift of
I m - n IX,. Here X, is the phase change which occurs as sound travels through the phase
object. The phase shift is assumed detectable by eye if it causes a displacement of the fringe
pattern greater than 0.10/77,; hence, X, must be at least 0.27r. If this measure of sensitivity is
used, then any pair of orders can be used. However, the depth of modulation (contrast) in the
fringe pattern is greatest when the ± 1 orders are used. One way of increasing X0 is to increase
the acoustic frequency, which decreases the acoustic wavelength. However, this also increases
the spatial frequency of the fringe pattern, making it harder to resolve by eye.

Another possible criterion for detection of the phase object is that the displacement in the
fringe pattern must be greater than some minimum value detectable by eye. This value may be
independent of fringe spacing. If this criterion is used, then detection of the phase object is not
related to the acoustic frequency.
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Appendix A

Derivations of (14) and (19)

DERIVATION OF (14)

Suppose an object 0, is placed at a distance DI in front of a cylindrical acoustic lens and
insonified with a plane wave at normal incidence. It will be shown that the field in the back
focal plane of the lens is proportional to ', (71).

The field in this plane (Y2 plane) is given by

ik(Dl+f1 ) iky?12f1 -iky 2/2f i4y2/2DI.
PoG(Y2) c e e I ED {Rect (yi/a.)e 1 fi [p G0 ) 5 e " ']}. (13)

Writing out the convolution integrals indicated in (13) gives

'P (Y2 ) X[ e 2 f )e [ el /2 D e-2 ia(2/f1+Yo/D)Aady II dy, (Al)

iky2/2D1The yl integration will be performed first. If y 2 >> 2 D1/k for lyi I > a, then e oscil-
lates rapidly when yl is at least the same order of magnitude as the lens half-width a. Conse-
quently there will be little contribution to the integral from the region yl > a due to cancella-
tions in the integrand caused by oscillation of this exponential function [4]. The quantity
e- 2ry1y21f1 y, X'/ awill vary much more slowly than e kyI/2D ' for y, > a . These considera-
tions allow the limits of the yt integration to be extended to +-o.

If the quantity -(yJf 1 + yI/DI)/X, is denoted as 7i, which has units of spatial frequency,
the yt integration becomes [4]

_r ek 2l/2 I 27riyl71d -7ikD1B2 (

When the quantity e riXaD1n is substituted into (Al), quadratic phase factors involving y?2 can-
cel, leaving

,G' 2) iky 2(1-Dl/fl)/2fl eik(Dl+fl) f1 'G') e YYaf1 dyo. (A3)

The integral is the Fourier transform 6q7) for 7q =y2JXafl, so that (A3) becomes (14).
Hence the field in the back focal plane of a lens is proportional to the Fourier transform of the
object distribution. Note the constant phase factor, which gives the phase change of a plane
wave traveling from the yo to the Y 2 plane.

DERIVATION OF (19)

The calculations leading to (19), the field in the image plane, will also be performed. The
field 00 (Y3) incident on L2 is (see (15))

91



ALFRED V. CLARK, JR.

'PJ(G3) c ekff e 3Y2) 2 2f2 Rect (yGa') 'oG(Y2 ) dY2 , (A4)

and 0o+(Y 3) is the field emerging from acoustic lens L2 :

(k+(y3) = Rect (y3G a) 00 (Y3) e-i3/2f 2 (A5)

The lens has a width 2a and focal length f2 . The field in the y4 plane is, from (17),

'P( Y) c eikD2 eik'y4 Y3)2 /2D2 0G+(y3 ) dy 3. (A6)

Combining the preceding equations gives, with L = DI + f1 + f2 + D2,

Oo (y4) cc eikL I ei4 /2D2 f 1 el/< /2D2 e-2riY3(Y4/D2+Y2/Vx2) dy3 ]

x (7)Rect (y 2/a') e k2 (1f~/2-lf/ dY | (A7)

The y3 integration will be performed first. Since ka2/2DI >> 1, the limits of integration can
be extended to ±00. Let 771 = y4 /XD2 + yJX f2 , so that [4]

f eiky2/2D2 -
2 7riy3 11 dy3 c e-7I-?XaD 2 (A8)

f- o

When this expression is substituted into (A7), quadratic phase factors involving y24 will cancel.
Furthermore quadratic phase factors in y2 will cancel if

l/f1 + 1/f2 = D1/f2 + DJf2. (A9)

If the above is satisfied, then (A7) reduces to

' o (y4) c eikLf Rect (yG/a') ,, () e 2 Y2Y4/Xf2 dy2 (A1O)

Since

o(71) = J p (yo) e oY2 dyo, (Al1)

then

0 G'4) c e JkLf- 'p0 Go',) [fJRect (y'a') e 2iriY2(Yo/Afl+y4/Xf2) dY2 dy] . (A12)

The Y2 integration is performed first. Let 772 = yO/Xfl + Y4/Xf 2 ; then

J Rect (y2Ja') e i,12 Y2 dy2 c sinc (27rn 2a'). (A13)

Substitution of (A13) into (A12) gives

'P( GY4) oc eikLf 'P (YO) sinc d2ya (YO + Y4| dy. (A14)

Let 5O = -yo fJfl, so that (A14) can be rewritten in the form of a convolution integral

'o (y4) c elkf(fi/f2) f 'po - 1 sinc [2l a'(G 4-Yo)l dj3, (A15)
-0 s0 f 2sam as (19f.

which is the same as (19).
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-I-

If (A9) is not satisfied, then quadratic phase factors would appear in (A15). These factors
would cause a phase distortion: the system would be out of focus. This justifies the use of the t,
terminology "focusing condition" in referring to (A9) and (18).

93



Appendix B

Bounded Acoustic Beam Incident on a Finite Membrane

In the analysis of section 3, (70) shows that an infinite plane wave incident on the mem-
brane separating the imaging fluid from the object tank fluid gives rise to a traveling wave on
the membrane. Since the minitank is finite, such a wave would reach the minitank wall and be
reflected, a circumstance not considered in section 3. Hence it is necessary to consider the

effect of the finite size of the minitank to see if it causes any corrections to be made to the
transmission and reflection coefficients T12 and R21.

The finite size of the acoustic lens system limits the size of the incident beam in the
focused acoustic image; also, the reference transducer emits a collimated beam of finite size.
Hence the problem to be considered is illustrated in Fig. Bi, where a beam of width rb falls on
a membrane of width R, at an angle 01.

Z

Rt
LIQUID SURFACE

MEMBRANE ~y

A inc

Fig. BI - Bounded beam incident on a finite minitank

For simplicity the beam striking the membrane will be assumed symmetric about the
center of the membrane. The problem is assumed two-dimensional, with variations in only the
y and z directions allowed. Furthermore the fluids above and below the membrane are assumed
identical and extend to infinity in the -z direction. To conform with the analysis of section 3,
the membrane is subjected to uniform tension and is thin enough so that in-plane stretching
forces are much larger than flexural forces. The membrane is initially at rest.

The equations governing the behavior of the system consisting of membrane plus fluid are
the wave equation

v2o | ( 2J' (B1)
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for the fluid and the equation of motion

-T a2 + 2pmbW = -pO - U (B2)

for the membrane. Here 'P, is the velocity potential for the upper (z > 0) fluid, ', is the velo-
city potential for the lower (z < 0) fluid, and po is the equilibrium density of the fluid. The
boundary condition at the membrane is

W '= P4 = az', (B3)

and the boundary condition at y = ±R, is

w= 0. (B4)

In the lower fluid let

= + Corefi + 0 (BW)
where the velocity potentials in the incident and specularly reflected acoustic beams are P in,, and
'Prefl respectively, with Prefl satisfying the boundary condition

6'Prefl _ O'iac . (B6)

at the membrane. 'Psr is the velocity potential in the acoustic field generated by motion of the
membrane and satisfies

az w (B7)

at the membrane. Taking

0j01c = A e 2 sr i7y ye2sriz e iWVt Rect | AZ/Cl Rect |y cos - z sin 1 (8)

gives

OreI = A e 2i7iy e -2sri(0 z e iwa 'Rect |t+ Z/C Rect [y cos 0|+ z sin 0J (B9)

to satisfy the boundary condition (B6) and the scalar wave equation. Small angles of incidence
are assumed.

Let the membrane displacement w be expanded in a series of the membrane eigenfunc-
tions:

W (c W o(r) cos KOyI ei@t dco, (B10)

where K,, = (2n + 1)7r/2R,, so that w = 0 at y = ± R.. Note that the cos Ky form an
orthogonal set:

-I- cR ,,cs yy=.n q (BI la)R. JRt cos Kj cos K =y dy 1, n , q. (Blib)

=1, n = q. (Bllb)
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The natural frequencies of free vibration of the membrane (with no fluid present) are

@2= TK,, (B12)
CO, 2pMb

To satisfy the wave equation and the boundary condition (B3), let

= J, Y, (> (o ) cos K,,y e 2 1iI e-iw dto (B13)
n

and

P,. =-f, '1,(to) cos Ky e- 27r 1i e"II dco, (B14)

where 2ir',, = (to/c)2 - K,,. Also, from boundary condition (B7),

4),,) = C CO (B15)

where the orthogonality property (Bll) has been used.

The net pressure acting on the membrane is

-Po ('Pinc + Prefl + 'Pr - 'P) I.=o.

Expanding 'P,, + 'Prefi at z = 0 gives

2Aei (2 0Y aI) Rect (y/yb) Rect (2/At)

cc 2A f f- sinc((to - Ca)At) e i(w0 a) e-1 t dCO

x I Isinc ((Kn - 27rq0 )yb) + sinc ((K, + 21r-,)Yb)} cos Kny. (B16)

Here Yb = rb/cos 01. For simplicity the notation sinc (K,,+ 27r7,,)yb sinc (K,, - 2io)yb +

sinc (K,, + 27r7,,)yb will be introduced. Using this notation plus (BlO), (B13), (B14), and

(Bi5) in the equation of the motion of the membrane leads to

-8At yb7rinA wpo [sinc (co - coa)At] e sinc (K,, + 27rq 0)Yb (B17)

W,,(CO) = [-2pMb(-co 2 + CO')27r1,, + 2iCO2p0]R,

This fairly complicated expression can be simplified. Consider the term sinc (co - C,)At

for typical values C)a _ 0(107 rad/s) and At _ O(10- 4 s). Since CO >> 1/At, then

sinc (Co - CO,,)At - 0 unless Co - 0(Ca) in (B17). Likewise, considering sinc (K,, ± 21Tn0)yb

for rb - 0(20 cm), cos 01 - 0(1), and c - 0(1 km/s), it is seen that K,, 2irq7,. Hence

21rTi = f(COa/C)2 - (27r77T,)2 = 27r,, Furthermore for Kn - 0(277-,) the natural frequencies

of the membrane are much less than the operating frequency CO0 of the transducers; that is,

TKn/(2pmb) << &,. Here typical values of

T-- 0(10 N/cm),

PM - 0(1 g/cm3 ),
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and

b - 0(10-3 cm)

have been used. Using these results gives the simpler expression

-8At Yb 7ri(0 A Cpo [sinc (co - Ca)At]e sinc (K,,± 27r7,,)yb
Jy,(co) =[2pmb (27rEo2) + 2i2p]R . (B8)

This can be given a physical interpretation. Recall that the incident pressure Pi,, equals
-PoP,,,c, which gives

Pil1c(KI1^t= 2At Yb i wpoA [sinc (C - CO) At] e ( a) [sinc (K,, ± 27rq,)yb]/Rt.(Bl9)

Furthermore the velocity of the membrane is

w = fo [E,-iCWn(co) Cos K YI eiwt dco, (B20)
n

where from (B18) and (B-19)

-~~ ( oW (B2 1)-ico(2pmb) + 2poc/cos el(B1

for 2iro, = (CO a/c) Cos 01. Note that -iC W,(CO) is the (Fourier-transformed) generalized
velocity associated with the nth mode of motion of the membrane. Consequently the denomi-
nator in (B21) is the impedance Z,,(CO) presented to the nth mode by the membrane inertia
force and also by a resisitive force due to the fluid. Writing

Z,G(o) = -iC(2pmb) + 2poc/cos 01 (B22)

shows that the reactive component is due to membrane inertia. The resistive component
damps membrane motion because sound is radiated to infinity. The quantity 2poc/cos 01 is
analogous to the characteristic impedance presented by an acoustic fluid to passage of a plane
wave. The factor 1/cos 01 appears because the plane wave propagates at an angle 01 to the
direction of membrane velocity (z direction).

Recall that the membrane displacement is given by (BlO), repeated here for convenience:

w = E W,(o) cos KayJ e-i'- dCo. (BlO)

The summation will be performed first, followed by the integration. From (B18),

W W,(o.) cos Ky ac I { [sinc (K, +- 2 7-,,)yb] cos KiY|l (B23)

where the right-hand side is recognized as the series expansion for e 2i7y Rect (Y/Yb). Conse-
quently

w = A e 2riq0y Rect (y/yb)

x -0 -4At 7ri(,copo [sinc (Co - 9,) At] e' ("dA)5t e- iw dCO
2714O(2pmb) C2 + 2iC2 p.
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Note that the response of the membrane is in the form of traveling waves of finite lateral
extent, due to the factor Rect (y/yb). Hence for Yb < R. there will be no reflection of these
waves from the minitank walls.

Furthermore, since w cc Rect (Y/Yb), the boundary conditions w = 0 at y = ±R, are
automatically satisfied, and it is possible to express w as the double Fourier integral

w = ffJw W(7, co) e 27r y e-i'w dqdto, (B25)

where . A

w, to) = -8At yb~ri(,Acopo [sinc (o - toa)AtI e (wa) sinc 2A77- 71)Y (B)
' (7), O 2pmb (27r )0) 2 + 2ito2po

In like fashion let the velocity potential 'P in the upper fluid be given by

fU= ff~b 'u(7q, O) e27r lqY e2 1r z e-lwt d77dCo. (B27)

The boundary condition 'PU,z = w at z = 0 gives

= 4At ybiw 2poA [sinc (t - toa)At] ei )a)At sinc 2r(77 - 770)Yb8

IOU [2iCO2po + 2 7TQ( 2pmb) t 2]

For reasons of image fidelity, it is desirable that Ou oc fi,,; then 'P will have the same form as
'i,, but with a constant change in amplitude and phase. The result (B28) will now be applied
to determine whether this can be achieved with values of CO0, PM, etc. used in typical levitation
systems.

Consider the case of a membrane of density 2 g/cm3 and thickness 2b = 2.5(10-3) cm
submerged in water and insonified by an acoustic beam having a frequency of 1 MHz. Then
PO/PM >> 2irt0b, so that

i(W-W~ )AI
2A At Yb [sinc (CO - ,) At] e sinc 27T(77 - 7,)Yb. (B29)

When the incident beam is expressed as

finC = ff XiC(q, co) e27TinY e
2 7ri*z eiw dqdC, (B30)

it is discovered that 'i,, is also given by (B29). Consequently 'P, is just 'i,, continued into the
upper (z > 0) fluid; the transmission coefficient is now unity. This is be expected, since any
effect of the membrane on Oin, is insignificant when po >> 27r,,pMb.

Suppose the acoustic frequency is increased to 5 MHz; then the inequality no longer holds
for the values of Po, PM, etc. used previously. Since

i,, = 2AAt Yb [sinc (t - COa) At] e a sinc 2i7(q - O)Yb, (B31)

(B28) shows that the transmission coefficient T12 (77), defined as the ratio Ou/ic, becomes

T12(') = Po - 4 iPMb- (B32)

which is just the form assumed by (73) for P, = P, and X,, = XI.
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If the membrane is not to distort the acoustic field, then 0'u must be a bounded beam !

traveling the same direction as tinC when the imaging and object-tank fluids are identical.
Hence T12 (7) must be essentially constant over the bandwidth of spatial frequencies corresond-
ing to the dominant frequencies in the spectrum of 'Pine._The only variable in T1260) is 2X;, so
it is necessary for ( to be constant in this region. Now OinC c sinc 2 vr (77 - 7-,,)yb, which has its
dominant spatial frequencies in the region -yb/ 2 + n, < 7 < yb/2 + %,. Then 7 = %7 + A77,
where Aq77 - O(yb/ 2 ). Recall that for a quasimonochromatic pulse

2 T7 (CO,/C) 2 - 27rq2 (B33)

or

2 7rT; ,I(cIa/C) 2 COS20 1 -217 7 A-(A 77) 2. (B34)

Obviously, for 2717r7qA + (A7q) 2 << (COa/C)2 COS2 01, 27r~ is essentially constant. At (or near)
normal incidence this requires (1/yb)2 << ((Oa/c)2. For a typical beamwidth Yb of 5 cm in
water at 5 MHz, the inequality is easily satisfied. The utility of this inequality is that it acts as a
lower bound on the beamwidth.

The velocity potential in the upper fluid is now calculated from

u= ff T12(6) 5ihq(7, t) e2 V' e2vi(z eit d7 dt. (B35).

Since T12(q) is constant, 'U will just be Oi,, continued into the region z = 0 but with a con-
stant change in amplitude and phase.
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Appendix C

Proof that APr < 0(Pr)

In reducing equation (208) to the simpler form (166), it has been assumed that

AP, <O (P,).

AP,(7 q) represents one spatial frequency component of AP,, with AP, being the radiation pres-
sure at the membrane. P,. is the radiation pressure at the surface. The above relationship will
now be verified for IPu -pl - 0(Pu).

From (90) and continuity of velocity in the vertical (z) direction at the membrane,

-AP,. = (Ap <vi> + <P1 2> - <Pu 2 >) Rect (2/At), (C 1)

where Ap = Pt - Pu v, = vI,, ez, P12 is the second-order acoustic pressure in the object-tank
fluid, and PO2 is the second-order acoustic pressure in the imaging fluid. From (118)

> = 2( <Pl>- 2 <V/1 *V>, (C2)

where c/ is the sound speed in the object-tank, p/u is the first-order density perturbation in the
object-tank, and v/t is the first-order acoustic particle velocity in the object-tank. Use of the
relations P, = P11/c,2 and PI, = - Pl'll and of similar relations for PuIPu2, etc. leads to

-AP, = P < v2> - -1pI < v2 > + P u < V2 >

Pu{ < ' 21> + Pi <2> (C3)
_ 2 c il 2 cI

where v/, = Vil * ey, etc.

Suppose an acoustic wave is incident on the membrane, as shown in Fig 5. Due to
reflection from the membrane as well as multiple internal reflections in the minitank, the velo-
city potential ¢1, in the object-tank is

il = 'iC + k12- T2 T2e I (-R21 e id e 2 (C4)
I n=O L=0

Here I = Ae2ffi(1tY+±z) is the velocity potential in the incident wave, and the membrane is at
z = 0. The factor Rect (2/At) has been omitted for simplicity. R21 is the reflection coefficient
for a wave incident on the membrane from the minitank side (Fig. 9); T12 is the transmission
coefficient for the case of a wave incident on the membrane from the object-tank side. These
were calculated in section 3.2. T21 can be obtained by interchanging the roles of p0 and pl, cU
and cl, etc. in (73). It is assumed that w << X,.

Since

- 4rir ( 2d i; 1
(-R2 ])' e "= - 4 i , d (C5)

n~~~O I~ + R 2 l e
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and v, = 'Pit, at the membrane,

v,= 21rTi~'PiaL fi -T2 I 1 ± R 21 e Iu J~(C6)I - - 47rT2 d || I

It is easy to show that the right-hand side is of the order of 27rt si, =o. Then the term
Ap<v,2> in (C3) is of the order of p,(27rt;¢i,,) 2, if Ap - 0(p), as it is for a water-Freon E-5
interface. This is to be compared with the order of magnitude of P,, the radiation pressure at
the liquid surface. Recall that P,. = (1/2) p,<vl 0 -e2>; from (58) and (59)

V1, * e. = 47riTi0 T 12'Pin, (z = O)e 27Tioud/(l+R- 2le4 'ud), (C7)

so that P, - O[p(27Ti4 12'Pi,,nc )2], For u -0(g) and T12 = 0(1) it is seen that P,. and
Ap <vz2> are the same order of magnitude. It is desirable to have T12 - 0(1) in order to
transmit sound energy into the minitank.

Consider the remaining terms on the right-hand side of (C3). For example, the term
(.o/c)<<t Uk > becomes

r -~~ 1+ R21e uPu [ktoa/cul T1 2 |1- 1 _ R21 i e~Itd| ['P1i,,C (z = )2

where multiple internal reflections in the minitank are accounted for. For moderate angles of
incidence, 2 T7r4u - 0(c./cu), and it is seen that the above is of the order of P,.. In this fashion
it can be shown that AP,. -- 0(P,), for Ap - O(pou), Zu 0 (), and T12 - 0(1).

If the minitank and object-tank fluids are the same, then

> < 12 >- < pu1>
AP, = 2 (< u> < A>) = 2 (C8)

U~ ~ ~ ~ ~~~P
since vy = vUY by Snell's law. If T12 = 1, then 'Pul = /1, at the membrane and APr = 0.
From (73) pX, must be much greater than 47rpmb for this to occur; otherwise there will be a
discontinuity in first-order acoustic pressure at the membrane and AP, will not vanish. For any
case of practical interest, 4 7rpmb < 0(puXu). Hence, even if AP, ;• 0, APr will at most be of
the order of Pr.

If IApI >> Pu, then APr >> Pr, since most of the incident acoustic waves are reflected
at the membrane. However, this would be an exceedingly poor design of the levitation system,
since most of the acoustic power would be wasted.
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Appendix D

Response of the Liquid Surface to a Finite Pulse of Radiation Pressure

In section 5, the minitank, the reference beam, and the focused acoustic image have been
assumed infinite in lateral extent. Actually, the reference transducer is of finite diameter 2rb,
and, if the liquid surface is in the near field of the transducer, the reference beam is also of the
same finite diameter. The lateral extent of the focused acoustic image is limited by the field of
view of the acoustic lens system. If the acoustic object to be imaged is placed in the near field
of the object transducer, only an area of radius r, of the object will be insonified. Due to
magnification by the acoustic lenses, the focused image occupies an area of radius (fJfl)ra on
the liquid surface. To record the entire field of view in the image, it is necessary that
rb) (fifi)ra.

Hence it is of interest to consider the case of a bounded pulse of radiation pressure
incident on the liquid surface of a finite minitank of radius R. It was shown in section 5.6 that
the response of the infinite liquid surface can be calculated, for 71 > 0(10 rad/cm), on the
assumption that the membrane at the minitank bottom is rigid. It will be assumed that this is
true also for the finite minitank. Consider the response of the liquid surface to a bounded
pulse of radiation pressure having spatial frequency u:

Pr(y', 0 = P e'71Y Rect (y/yb) Rect (2/At), (DI)

where for simplicity a two-dimensional problem is assumed.

To calculate this response, it is necessary to solve

V2' 5 = 0 (D2)

in the minitank for the velocity potential OPs. Viscosity is neglected for simplicity. The boun-
dary condition which governs the motion of the liquid surface will be

6'h
- fs - pughs + Y a = -- Pr, z' = d. (D3)

If the minitank walls are assumed to be rigid, the normal velocity must vanish at y = R,:

O'S =0, y ± R.. (D4)
ay

At the bottom of the minitank

aO'P = 0, z'= 0. (D5)

It is assumed that P, is centered about the z' axis. Let 'P be expanded in terms of the
symmetric eigenfunctions 0,:

OP5G' z' t) = 0 A,,(t)',(Y' Z'). (D6)
n
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The ',, are solutions to V2 0,, = 0 that satisfy the rigid-wall boundary conditions and are the
normal modes of free vibration for the fluid in the minitank. It is straightforward to show that

' n = cosh K,,z' cos Kay (D7)

for K, = n7r/R, and n = 0, 1, 2, etc. In like fashion let

h5 = iha(t) cos Kjy. (D8)
n=O

Satisfying the relation hs = 'Ps, at the liquid surface requires that

A, (t) ~ h,,(t)39
An(t) = K,, sinh K,,d (D9)

It remains to satisfy boundary condition (D3). To do so, P, is expanded in the series

P,.(y, z' = d, t) = P |2(yb/Ro) I Isinc (K, + Y)Yb

+ sinc (Ka - u)YbI cos Kax } Rect (6/At). (D10)

Substitution of the above into (D3) and invoking orthogonality of the cos Kx leads to

h,(t) + [(pug + yK?) Pu tanh Knaj h,,(t) = P (2yb/Rt)[sinc (K,, - )Yb + sinc (K, + 7) Yb]

x-Kn tanh Knd Rect(t/At). (Dll)
Pu

Let tow = (pug + yKn)(Kn,/p) tanh Knd, where o)n is the nth natural frequency of the fluid in
the minitank. Then (Dll) has the solution

h, (t) = P[sinc (K,, - )yb + sinc (Kn + u)Yb] oCn sin CtOnt (D Rect (2/At) (

pu g+yK. D1

Consider the behavior of sinc ((Kn - i)Yb) as a function of the eigenvalues Kn. This
function is centered at K, = 71 and becomes negligible when Kn differs by more than the order
of 7r/Yb from u. For a typical valueof Yb 10 cm (corresponding to a 10 cm diameter refer-
ence beam incident at an angle of 60°), the significant values of Kn are given by
Kn = 7 + AKn, and AKn< 0(7r/10). The quantity Kn2 can be approximated by u2 with 6%
error when u = 10 rad/cm and 0.6% error when u = 100 rad/cm.

This allows the approximation

COn sinc [(Kn - )yb] sin nt _ to71 sinc [(K,, - u)yb] sin t)o,1t

2 pug + Y~~~2 (D 13)pug +yKn Pug+Y77

where to 2 = (pug + yu2) (6/P0) tanh xd. Applying the same reasoning to terms in (D12) mul-
tiplied by sinc (Kn + u)yb and substituting into (D8) gives
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PI[CO, sinco,1t 9 Rect (/At)] [sinc (K, - )Yb + sinc (K, + )Yb] cos K,y
h5G', t)= ^2 . (D14)

P ug + y7

The summation is efiy Rect (Y/Yb), so h5 reduces to the form calculated for an unbounded
pulse of radiation pressure. This occurs because K, = 7, for 7 >> (7T/Yb). The fact that the
wavelength XA of the surface levitation equals 27T/u gives the requirement XA >> 2yb. As long
as the insonified area of the liquid surface greatly exceeds XA, effects of finite lateral size are
negligible. If the inequality XA >> 2Yb is not satisfied, (D8) and (D12) predict that h5 will be
given by a superposition of normal modes of vibration of the liquid surface.
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